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POLICIES 


Texas Towers 
1108 Summit Avenue, #4 
Plano, TX 75074 


http://www.texastowers.com 


' sales@texastowers.com 


‘HOURS: 


Our normal operating hours 
are 9:00 AM to 5:00 PM Cen- 
tral Time, Monday through 
Friday. Closed Saturdays and 
Sundays. 


PHONE: 

To place an order, please call 
toll-free (800) 272-3467. For 
technical info, please call (972) 
422-7306. 


SALES TAX: 

By law we must collect 8.25% 
sales tax on all orders shipped 
within the state of Texas. Orders 
shipped outside the state are 
not charged tax except for some 
drop shipments, which we will 
quote at the time of order. 
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PAYMENT: 

We can accept a cashier's check 
or money order. We also accept 
MasterCard, Visa and Discover, 
but we must be able to ship 
to an address in our existing 
customer database, in the FCC 
amateur license database, or to 
the credit card billing address. 
This prevents the fraudulent 
use of your card. 


SHIPPING: 

We offer free UPS ground 
shipping on all radio or- 
ders (shipped within the 48 
contiguous United States). 
Otherwise, shipping charges 
are not included. Most orders 
are shipped by UPS. Towers 
and aluminum tubing orders 
for lengths over six feet must 
ship motor freight. Please call 
for a shipping quote. 


COUPONS & REBATES: 
Manufacturers commonly offer 
coupon and rebate specials. 


Local: (972) 422-7306 
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Phillystran 


We automatically apply all 
applicable coupons. Rebates 
must be submitted by the cus- 
tomer via mail and may take 
up to 6 weeks to receive. All 
prices shown are your end 
price, after all applicable 
coupons and rebates. 


SERVICE: 

If you experience difficulty 
with any item purchased from 
us, please call us at (800) 272- 
3467. You may also contact the 
manufacturer, if you prefer. 


RETURNS: 

Unfortunately, we are not able 
to ship merchandise on an ap- 
proval basis. Please make your 
selections carefully because we 
cannot accept items back for a 
full refund after they have been 
shipped to you. In the event 
that we do accept a returned 
item, it must be returned to us 
within 30 days of purchase, and 
there will be a 15% restocking 
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charge to allow resale at a di 
counted price—as a used pI 

uct. All returns are at ou: 
discretion. This rigid po 
necessary in order to assure 
customers that they will rece 
only absolutely, brand new an 
unopened merchandise. 
PLEASE NOTE: a 
We make an honest effort! io. 
represent products as they ac- 
tually are. Occasionally though, 
errors do occur, so we reserve - 
the right to change prices and - 
specifications without notice or 
obligation. Because of printing/ 
postage lead times, prices and — 
manufacturer offers may occa- 
sionally change or expire before 
you receive this catalog. If you — 
should find any errors, please 

notify us so they may be cor- — 
rected in our next issue. 


odels are no-trap, direct feed designs 
handle full legal power. Fully assembled 


_ and pre-tuned, with stainless steel hardware. 


= a Deg es devesovesses 999 
Twin 1/4-wave inverted-V sloper, 
covers 160/80/40m. One side is 67 


feet long, the other is 55. 


DX-B Sloper .......000000+00-$109 
A 1/4-wave sloper, covering 
160/80/40/30m. Length is 60°. 


/ DX-CC Dipole .........+00000$159 


_ Multiband dipole (or install 


it as an inverted-V), covering 


~ 80/40/20/15/10m. Overall length 


is 82 feet. 


‘DX-DD Dipole...........06..$129 

Multiband dipole (or install it as 
an inverted-V), covering 80/40m. 
Overall length is 82 feet long. 


ALUMUM TUBING 


6063-T832 Drawn Tubing 

We carry a huge stock of liter- 
ally miles and miles of drawn 
6063-1832 aluminum tubing. This 
tubing is: perfect for amateur and 
commercial antenna construction. 
It is identical to what the commer- 
cial manufacturers are using, with 
a typical yield strength of 40,000 
psi, and a bright mill finish. The 
chart shows all available telescop- 
ing sizes which are specifically 
designed to fit together snugly 
and precisely, making antenna 
construction easy and offering 
professional results. (This tubing is 
not suitable for use as a telescop- 
ing mast or such, as the fit is too 
tight to allow complete nesting.) 


6061-16 Extruded Tubing 
‘We have an extensive stock of 
6061-T6 extruded tubing, also 
rated at 40,000 psi yield strength 
with a standard mill finish. These 2" 
sizes are excellent for heavy duty 
booms, VHF stacking frames, and 
light duty antenna masts. 


Orders: (800) 272-3467 


DX-EE Dipole...........s0000. $1 39 
Multiband dipole (or install as an 
inverted-V), covers 40/20/15/10m, 


- only 40 feet. Also covers 30/17/12m 


with an antenna tuner. 


DX-LB Dipole ................$159 
Multiband dipole (or install as 
inverted-V), covers 160/80/40m, 
length is 100 feet. Also covers 
30/20/17/15/12/10m with tuner. 


DX-LB PLUS Dipole .......$189 
Multiband parallel dipole (or in- 
stall it as an inverted-V), covers 
160/80/40/20/15/10m, length is 100 
feet. Also covers 30/17/12m when 
used with an antenna tuner. 


6061-T6 Extruded Solid Rod 
We stock .188" and .250" solid 


rod, which is perfect for VHF/UHF. 


antenna elements. Additionally, 
we also carry black U-V resistant 
plastic element insulators and 
stainless steel keepers in both 
.188" and .250" sizes. 


6061-T6 Extruded Bar Stock 
We also stock 3/8" bar stock in 
4", 5" and 6" widths—perfect for 
constructing element-to-boom 
and boom-to-mast clamps and 
miscellaneous brackets. 


The price chart at right shows all 
aluminum sizes that we currently 
stock. All are available in 6' and 12' 
lengths. The 2" O.D. extruded sizes 
are also available in 24' lengths. 
All 12' and 24' lengths are too 
long to ship UPS, and must ship 
via motor freight, please call for 
freight charges. All 6' lengths can 
be shipped UPS, please call for 
shipping charges. 


Local: (972) 422-7306 


Delta 4B $89.95 
Delta 2B $59.95 
These Alpha Delta antenna switch- 
es are extremely high quality, 
constant-impedance cavity type 
designs offering outstanding per- 
formance. The unused switch po- 
sitions are grounded, while the 
selected position is protected by a 
replaceable gas-tube cartridge. The 
Delta2B has two antenna positions; 


the Delta4B has four. Both models 


have UHF female connectors (SO- 
239) and 
are rated for 
operation 
through 
500 MHz. 


ATT3GS5ON (200 W) $59 
ATT3G50N/HP (2 KW) ..cscsovseee $59 
ATT3G50U (200 W) .....ssserseeee $49 
ATT3GS50U/HP (2 KW) ....e--se0re $49 
Alpha Delta Transi-Trap surge sup- 
pressors protect your equipment 
from nearby lighting strikes and 
static discharges using a replaceable 
gas cartridge, providing effective 
protection and excellent broadband 
performance from DC thru 3 GHz. 
Typical dB loss is .1 @ 1 GHz, .2 @ 
2 GHz, .5 @ 3 GHz. Thru-line cavity 
design allows control voltages to 
pass thru the device. The ATT3G50N 
and ATT3GS5O0N /HP have“N” female 
connectors; the ATT3G50U and AT- 
T3G50U/HP have UHF female con- 
nectors. Standard models handle 
200 Watts, high power (HP) models 
handle 2 kW. 


6063-T832 DRAWN ALUMINUM 


6061-T6 EXTRUDED ALUMINUM TUBING 


1.760" 
1500" t6i6 


6061-T6 EXTRUDED ALUMINUM ROD & BAR STOCK 


1.800 


BAR STOCK $9.75 
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AMERITRON 


eer pie amplifiers; covering 
all HF ham bands (simple modi- 
fication required for 10/12m). 
All feature heavy duty Hypersil 
transformers, dual back-lit 
meters, adjustable ALC, time 
delay start, over current shut 
off, inrush current protection 
and more. 


. 1.8, 3.5, 7, 10, 14, 18, 21 MHz 


efficiency... «62-65% 
input... @ 500: 15 A) 

.. 10" Hx 17" W x 18.5" D, 77 Ibs. 
tube (AL-1500).... single Eimac® 8877 
RF output....... 2500 W PEP, 1500 W CW 
tube (AL-1200).... ..single Eimac® 3CX1200A7 


RF out... 
tube (AL- 


1800 W PEP, 1500 W CW 
sPaidea two Taylor 3-500Z 
1800 W PEP, 1500 W CW 


269 


307 


ALH-S72 sccscacsstssntisccsttecttr | 
The Ameritron AL-572 is a near 
legal limit linear amplifier cover- 
ing all the HF ham bands (a simple 
user mod is required for 10/12m 
operation). The amplifier is de- 
signed around four neutralized 
572B tubes, and features dynamic 
ALC™ (which doubles average 
SSB output), Step-Start Inrush 
Protection™, dual illuminated 
meters, heavy duty multiple volt- 
age power supply, a whisper quite 
internal cooling fan, and more. 


- 1.8, 3.5, 7, 10, 14, 18, 21 MHz 


RF output. 1300 Watts PEP, 1000 W CW 
QF CIENCY coategrucasoutnneahbecheprethisphovale gna beaomn GRtetRGd 65% 
. 90-140 or 200-250 vAC 

current consumption... ... 16 A @ 120 VAC 
dimensions... x 15.5" W x 14.25" D 
40 pounds 


AL-80B .....csesccscsseseccsseseeees $1299 
The Ameritron AL-80B is a 1000 
Watt linear amplifier covering all 
HF ham bands (a simple user modi- 
fication allows 10/12m operation). 
It’s designed around a single 
Taylor 3-500Z tube, and features 


a heavy duty power supply, dual - 


illuminated cross needle meters, 
adjustable ALC, inrush current pro- 
tection, dynamic ALC (increases 
average SSB power), multi-voltage 
transformer offering 14 primary 
voltages, and more. 


~- 1,8, 3.5, 7, 10, 14, 18, 21 MHz 


RF output. ... 1000 Watts PEP, 800 W CW 
efficiency... on + 66% 

"90-1 ‘40 c or sr 200-250 vAC 
current consumption... wel 2 A @ 120 VAC 
dimensions x 14"Wx 15.25"D 
WEIGNE...sssseeceee 48 pounds 


AL-814 1 cccsscccosvosesveaben 


The AL-811 is a 600 watt ar 


fier covering all HF ham ban Is 


(a simple user modificatio is 


required for 10/12 operation). . 


Built around the popular and in- 


expensive 811A tubes, itfeatures — 


adjustable ALC, dual illuminated 


meters, multiple line voltage — 


transformer,andmore. 


hs: 


RF output. 
input voltage... 


600 W PER 500 W CW 


we 1.8, 3.5, 7, 10, 14, 18, 21 we 
ee 
me 


AL-811H " 

bands. i 10,14 
tubes.. Soideraat ee eT 
RF output "800: watts s PEP, 600 watts CW” . 


INPUt VOItAGE ........scseressssseseersnne 120 vAC @ 10. ‘ 
Size tooneos 8.3" Hx 13.8" Wx 158", 31 lbs 


Solid state, no tune HF amplifier cov- 
ering 1.5-22 MHz continuous (op- 
tional 10/12m mod). Supplied with 
an external linear power supply. 


FREQUENCY TANGC wicessdesrussnsssrvnsoressnnpsansien 1,5-22 MHz 
RF output 600 Watts PEP, 500 W CW 
Input...... ..90-140 or 200-250 vAC 
Current consumption.......... . 10 Amps 
Dimensions 6 Hx 9.5" Wx12"D 
Weight 55 pounds 


Identical to the ALS-600 shown 
above, except supplied with a light- 
weight switching power supply. 


FFEQUENCY FANGE....sssvecseresnssssnessneensessnseee 1.5-22 MHz 
RF OUTPUF ......000e 600 Watts PEP, 500 W CW 
Input voltage... ..90-140 or 200-250 vAC 
Current consumption... 
DiIMENSIONS\,..seossessesorsorsosososces b 


Orders: (800) 272-3467 


Mobile version of the ALS-600, 
supplied without power supply. 


FreQUENCY FANGC..evescccssacessseesouszssvvescseses 1.5-22 MHz 
RF output.......... 
Input voltage... 
Current consumption... 
DIMENSIONS .......0005 


3.5"Hx9" Wx 15" D 
7 pounds 


The Ameritron SPS-75 is a high- 
current switching power supply, 
perfect for use with the ALS-500M. 
Features a quiet internal cooling 
fan, reverse polarity/over-current/ 
temperature protection, and 
brown out input protection. 


output voltage...... x « 14.2 vDC 
output current.. “75 Ainps & continuous 
input voltage... +» 108-132 vAC 
CUFFENT CONSUMPTION ....ccsersecssessorssseessnecnnens 11 Amps 
ripple / regulation we 100 mV P-P/ 1.5% 
SIZB iisccrioscnaviaises 3.5"Hx6.5"W x 10" D/8 pounds 


Local: (972) 422-7306 


Remote coax switches. All include 
tower mounted switch box, indoor 
controller, AC adapter, and accept 
PL-259 connectors. Insertion loss 
is less than .1 dB. 


RCS-4 specifications (4 position): 
frequency range ey 
internal VSWR... 
power handling........2500 W average continuous 
required Control Cable ........ssss none (uses coax) 


RCS-8V specifications (5 position): 
frequency range 
internal VSWR 


RCS-10 specifications (8 shea 


2 .» DC-100 MHz 
internal VSWR u's sdf 25: 1 @30 MHz 
POWET wrecssecssseseuees «5 KW @ 30 MHz 


required control cable .. «4 Conductor 
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teks it ...§529 
The ‘Ametitrae ATR- 30 i is a 3000 
Watt antenna tuner. It easily 
handles full legal power on all 
modes and HF ham bands from 
160-10m. The tuner features 
a six position antenna switch 
(three coax lines, a balanced 
line, a random line, and bypass 
or external dummy load posi- 
tion), a two core Teflon wound 
current balun, heavy duty silver 
plated band switch, dual 4.5 kV 
variable capacitors, and more. 
Also features illuminated, peak 
reading SWR and wattmeter. 


band COVETAGE ........ssssesesnentsssnnsssnserseseress 1.8-30 MHz 
connectors........ ...50-239s (accepts PL-259s) 


POWer Fath -.:<issscensnseisusosinoeaiene eee 3000 Watts 
dimensions.. 13.25" W x 5.25" Hx 13.5"D 
WEIGH .isccsnsscessiessachonspsertitecnd Chara naar 19 pounds 


Se ee ee 


— 


/ Radio amateurs 
and pros rely on 
the Antenna Book 
| for current an- 
tenna theory and 
practical how-to 
r projects. 20th Edi- 
cover, 944 pages, with 
le book on CD-ROM. 


_ low-band anten- : 
nasandoperating B® 
__ and great mobile antenna designs. 


Fourth edition, 
includes anten- 
‘nadesigns, oper- 
ating guidelines, 


scoop on low- 
band DXing. 
= There’s some- 
thing in the book for every active 
low-band operator, contester and 
DX chaser! Updated with new 
material on low-band antennas 
and high-gain transmitting arrays. 
Soft cover, 585 pages, with fully 
searchable CD-ROM containing 
additional software and content. 


Vertical Antenna Classics....$12 
Covers vertical antenna theory 
and modeling, HF, VHF and UHF, 
directional-arrays, radials, and 
more. Soft cover, 120 pages. 


Wire Ant. Classics........... $14.00 
More Wire Ant. Classics . $17.95 
Yagi Antenna Classics.... $17.95 


and an insider's’ 


‘GENERAL / OPERATING 
AS §, Saey 43 oi ee: 
Radio and the Internet. $17.95 
Learn how to con- 


figure hardware 
and software to 


of your APRS sta- 
tion. Contains de- 
tailed discussions 
of APRS operation and technical 
support. Soft cover, 157 pages. 


ee ne 


HF Digital Handbook..... $19.95 
Covers modes like PSK31, RTTY, 
PACTOR, Q15X25, and more. 


Low Power Communications ..$19.95 


= em Power 


Communication 
Pike Art ered Sema ot OOP 


Explore kit build- 
ing, chase DX, 
build anten- 
nas, brush-up 
on propagation 
theory, and take 
a band-by-band 
operating tour. Low power, lowcost, 
big fun! Soft cover, 240 pages. 


make the best use - 


Operati ig! nual ....+44. $29.95 
Covers rules, 

FM, EchoLink, 
IRLP, APRS, 
meteor scatter, 
weak signal, 
DXing, con- 
testing, award 


hunting, emer- 


- gency commu- 


nications, satellites, and more. 
Soft cover, 352 pages. 


Repeater Directory.......$10.95 
Pocket-sized directory with over 
20,000 VHF & UHF repeater fre- 
quency listings. 


Travel Plus for 

Repeaters CD-ROM........$39.95 
Integrates maps and repeater 
data to help you locate repeaters 
along your travel route. Supports 
GPS input, exports data for radio 
programming, and more. 


RF Amplifier Classics ..... $19.95 
Vintage Radio ............... $19.95 


q - ASTRON LINEAR 

* DC POWER SUPPLIES 

Do you need to power a mo- 

| bile VHF/UHF rig, or even an 

HF rig in your shack? If so, 
Astron offers a wide range of 

_ linear power supplies to run 

a wide range of equipment. 
All models provide regulated 
13.8 vDC output, and feature 
105-125 vAC input, less than 


ASTRON LINEAR D 


Oh 
oak: cea Be 


Orders: (800) 272-3467 


| _vs-35M_| 29s | $9886 1 
| RS-50M | SOA | 37A | ovxia"xit" | 46 {$259 
|_vs-5om_| aes 


5 mv peak-peak ripple (full 
load and low line), crowbar 
over voltage protection, 
and fold-back current lim- 
iting (short circuit protec- 
tion). All have a heavy duty 
heat-sink, are internally 
adjustable from 11-15 vDC, 
and have separate amp and 
volt meters. These power sup- 
plies are very dark grey in color 
and are covered by Astron’s 
one year, parts and labor war- 
ranty. The chart below shows 
available models and rated 
output. Models with the “VS” 
prefix feature variable current 
and voltage controls directly 
on the front panel. 


Cc POWER SUPPLIES 
a he hae 


SIZE 


+ 2 Bad : 
Peasasm [35a | 25a [stare 


4 


jeassnindclapd 
$179 


$299 


Local: (972) 422-7306 


ASTRON SWITCHING 

DC POWER SUPPLIES 

All Astron switching DC power 
supplies are compact and light- 
weight, offering high efficiency 
switching technology specifi- 
cally filtered for use with com- 
munications equipment for all 
frequencies, including HF. All 
models feature heavy duty 
construction, EMF filtering, 


FCC class B classification, 
over voltage protection, 
thermal shutdown pro- 
tection, and current limit- 
ing protection. The power 
supplies are black in col- 
or and offer back panel 
switchable input voltage 
from 90-132 or 180-264 vAC 
at 50 or 60 Hz. Output voltage 
is 13.8 vDC + 2%, with 300 mV 
regulation and <20 mV RMS 
ripple. All models have an op- 
erating temperature range of 
-20°C — +60°C, and are at least 
80% efficient. The chart below 
shows all available models, 
the “M" models offer separate 
back-lit amp and volt meters. 


ASTRON SWITCHING DC POWER SUPPLIES 


_ CONT, | 


2.9" x7" x94 


2.9"x7"x9.4 
3.8" x 7"x 9.6 
3.8" x7" x 9.6 
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GeOSAtS......cescesereeersreeeree $639 
The AvMap Geosat5 is a personal 
driving assistant with an ultra 
bright non-glare 5" TFT touch 
screen. The Geosat5 is your out 
of the box solution for APRS© 
using Kenwood’s popular dual 
band transceivers. Watch APRS 
activity right on the screen and 
you can distinguish between 
fixed and mobile APRS stations. 
You can even set it to navigate to 
your favorite APRS station and get 
rerouting instructions when the 
new position is reported! Cables 
are included for connecting the 
Geosat5 to the Kenwood TM- 
710A, TM-D700A, or TH-D7AG. 


COBRA 


Cobra UltraLite Senior .... $139 
The Cobra UltraLite Senior is a 
multiband dipole antenna de- 
signed to cover all amateur HF 
bands 160-10m. The antenna 
is made in the USA, and comes 
completely assembled, with 100 
feet of 450 Ohm Ladder Line. The 
antenna requires the use of an 
antenna tuner. In most cases your 
radio's built-in auto tuner should 
provide sufficient tuning range. 
Because the antenna presents 
a balanced load, a good quality 
4:1 balun is recommended at the 
station end of the feed line. (Many 
manual antenna tuners have a 
built-in 4:1 balun.) 


band coverage.... 160, 80, 40, 30, 20, 17, 15, 12, 10m 
POO WET LACH UC) oo chee slocsonesscnacessronssustsanucressehoe 1000 watts 
length... 
recommended balun ee 4:1 current 
recommended support rope... «1 /8-3/16" 
WISI cascccaitsvsiseosencsssvvcssbencescvongasentssesdsnebtnsoses 4 pounds 


Orders: (800) 272-3467 


BENCHER 


BY-1, Black Base.......0006$115. 
BY-2, Chrome Base........$139 
Dual lever iambic paddles featur- 
ing adjustable contact spacing and 
tension, and heavy steel base. - 


RJ-1, Black Base..........0000$99 
RJ-2, Chrome Base........$119 
Straight keys, featuring adjustable 
contact spacing, travel, and spring 
tension with heavy steel base. 


YA-1 Scocecessoccoscoococcesovesesose $89 
The Bencher YA-1 is a high qual- 


ity low pass filter. Has very low - 
' band coverage .....80,40, 30, 20, 17, 15, 12, 10, 6m_ 


insertion loss (<.2 dB), provides a 
minimum of 80 dB attenuation in 
television channels 2 and up and 
handles full legal power. Accepts 
PL-259 connectors. 


Cobra UltraLite Junior..... $129 
The Cobra UltraLite Junior is 
a multiband dipole antenna 
designed to cover all amateur 
HF bands 80-10m. The antenna 


is made in the USA, and comes 
completely assembled, with 100 
feet of 450 Ohm Ladder Line. The 
antenna requires the use of an 
antenna tuner. In most cases your 
radio’s built-in auto tuner should 
provide sufficient tuning range. 
Because the antenna presents 
a balanced load, a good quality 
4:1 balun is recommended at the 
station end of the feed line. (Many 
manual antenna tuners have a 
built-in 4:1 balun.) 


band COVErAGE. ev... 80, 40, 30, 20, 17, 15, 12, 10m 
power rating.. .. 1000 watts 
TeMothyc..spscoocsccrssenshsvereesssdnataccaney tines Ue gethanet tee Tena 73 
FECOMMENED HAalUN u.ececssescssseessrseeersveess 4:1 current 


FECOMMENded SUPPOFT FOPC....eecsseesereeee 1/8-3/16" 
WEN QING icocssstaestncasasinsspcanttsdterestpredianatieanas ease 4 pounds 


— are — 


Local: (972) 422-7306 


hs j - HF-9V sve $449 
The Butternut HF-9V is a9 
band HF vertical antenna. 


totally self supporting. It’s 
a great choice for small 
city lots or ee op- 
eration. 


CPi cciecercisnte 17 o 
Counterpoise kit, 
eliminates the need 

for radial wires, sim- 

plifying roof or ground 
mounting. 


RMKIl ...ccseccsseosnee $199 


cludes tripod and tuned 
roof radial wires. 


TBR-1 60S eoeceecccce $1 69 
Add-on kit for 160m. 


optional bands 160M 
POWER FAtiMG sssecnssesssssereseee 1500 watts 
recommended mast diameter... wieitaads 1.25" 
vertical eas aah eSatoee vosseee 20 ft 
wind load... wed SQ, ft. 
Weight dacrann dsacslesinastcctlrree vanes 3 pounds. 


CHET QUICK 


CONNECT QUICK MOUNTS 
The Cornect Quick antenna 
mounts are mounting plate sys- 
tems that provide a rapid and 
secure means of attaching items 
such as antenna booms to masts, 
solar panels to posts, sound and 
lighting installations, field moni- 
toring instruments and other 
similarly mounted devices. Instal- 
lation and removal are (literally) 
accomplished in a snap! 


You supply the U-bolts in the sizes 
required for your mast and boom, 
and these plates will provide quick 
mounting by using a unique four 
point attachment held in place by 
a spring loaded pin. Just pull the 
pin and pivot the plate right on 
or off the boom! Perfect for quick 
and easy installation of field day or 
other similar temporary antennas. 
It can also be used to greatly sim- 
ply installation of more permanent 
as well. Just imagine—no fiddling 
around with boom and mast hard- 
ware at the top of the tower! 


It uses no traps and is. 


_Roof mounting kit, in- 


and is total 
porting. It’s | 
antenna for sn 
as well as f 
operation. | 


. AT7<12eee 
~ Add-on kit for 1 


A6. eeeee fe 
Add-on kit aa sm. ar 


z RMKII......... 
STRII ...00.- 


band coverage... 
optional bands 


CQ-1 


Designed for horizontal tube on — 


vertical tube installations. The plates 
are aluminum, the bolts are stainless 
steel and the spring plunger assem- 
bly is tool steel plated with copper 
and then nickel. You supply the 


U-bolts and nuts in the appropriate 


sizes for your application. Plates will 
accommodate 3/4-2" tubes. 


QV scorn vscdccrveneonsessiod $32.95 
Designed for verti- 
cal tube to vertical 
tube installations. 
Same materials as 
used for the CQ- 
1. You supply the 
U-bolts and nuts in the appropriate 
sizes for your application. Plates will 
accommodate 3/4—2" tubes. 
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avy duty fiber- 
ne with non- 
ng ABS section 
s, which elimi- 
osion and help 
stray RF, ensur- 
ry clean radiation 
ern. The antenna is 
| ____ shipped pre-tuned, so 
| installation is simple 
~ and quick. 


. 


BANDS GAIN (DBI) HEIGHT CONNECTOR POWER SURVIVAL WEIGHT PRICE 

ET RE Ee EE a 

x333_ | 2m/220/70em_ | osi7s/o9_| 14" | so-239 | tow | ttoMPH | 3Sibs, $175 _| 
Seema 25-1300 Mitz fe ae 50.239 | tow MPH ibs, | g89 
EL LS SS EE TY 
Hee Es EE a ee RE Te 
LO Ea, a aaa eT a Te 
__GP-9(N) 85/919 [178% | 50-239 0W 7 200W en 92MPH | bibs. | sis8 | 
2m/7ocm/23em_| 65/9/1355 | 98" | S0-239 |] 1S0W(23cm:100W) 4] oMPH [| oSibs._ | $169 _| 


The Comet GP-9 is a 
2m/70cm dual band ver- 
tical base antenna. It is 
constructed of a three sec- 
tion heavy duty fiberglass 
radome with nonconduct- 
ing ABS section connec- 
tions, which eliminate 
corrosion and help reduce 
stray RF, ensuring a clean 
radiation pattern. The an- 

tenna is shipped pre- 

tuned, so installation 
is quick and easy. 


- GP-6...crcrccsreceeeeees9 159 

The Comet GP-6 is a 
| 2m/70cm dual band ver- 
tical base antenna. It 
is constructed of a two 
section heavy duty fi- 
berglass radome with 
nonconducting ABS sec- 
tion connections which 
eliminate corrosion and 
help reduce stray RF, en- 
suring a very clean radia- 
tion pattern. The antenna 
is shipped pre-tuned, 
so installation is quick 
and easy. 


COMET SINGLE BAND AND MULTIBAND BASE ANTENNAS 


GP-3 Seeeevesesscoscosessose $99 
The Comet GP-3 is a 
2m/70cm dual band ver- 
tical base antenna. It is” 
constructed of a single 
section heavy duty fiber- 
glass radome. No section 
joints means there’s no 
possibility for corrosion 
or stray RF, ensuring a 
very clean radiation pat- 
tern. Like all Comet an- 

tennas, the antenna is 

shipped pre-tuned, so 
assembly and installation 
is quick and easy. 


MODEL BANDS 


COMET MULTIBAND MOBILE ANTENNAS 


GAIN (DBI) LENGTH FINISH 


BASE FOLDOVER PRICE | 


Semmens} ee 2m/7oom | ovat" Black | pi2so| No | $42.95__ | 
[_Btonmo | 2mv7ocem_ vats" Black | NMO_| No | $42.95 | 
[| SB14 | 6m/2mv/7ocm__ | _0/3.5/6 | 61" Chrome | s0-239 | Yes__— | $65.95 _| 
renee 2ov70em | 15/215 | ic ||Black | s0-239 | "No | Sans | 


SBB-2 
SBB-2NMO 
SBB-224 
SBB-224NMO 
SBB-5 
SBB-SNMO 


= COMET COAX MOUNTS COMET TRUNK BRACKETS COMET MOBILE MOUNTS 


3D4M, Coax Assembly ....$27 
Gold plated UHF connectors with 
13.5' of low loss coax. 


CK-3M, Coax Assembly ...$36 
Has 9' of low loss coax with a 12" 
leader of tiny RG-188. 


CK-3M5, Coax Assembly ....$43 
Same as CK-3M, except 17°. 


Orders: (800) 272-3467 


RS-9, Trunk Mount eeeseeeeee $29 
Small, limited adjustment. 


RS-720, Trunk Mount .... $30 
Heavy duty, low profile, yet 
fully adjustable. 


RS-730, Trunk Mount eeeseee $33 
Heavy Duty, fully adjustable, 
with ratchet lock. 


Local: (972) 422-7306 


ee ainroem 2.15/38] is" Black_| pizso | No | sa2.95__| 
| 2m/7ocm | 2.15/38 | 18" | Black [| NMO | No | $42.95 | 
|_2m/220MHz/70cm_| _2.15/35/6__| _36"__|_Black_| pi-2s9 | Yes__— | $75.95 __| 


Yes 


Yes 


CM-5M, 4.5" Mag .......$24.95 
Mag mount with 16' of RG-58. 


CP-5M, Trunk Mount..$69.95 
Heavy Duty, fully adjustable. With 
16' of RG-58. 


GRB-5M, Trunk Mount... $68.95 
Heavy duty, low profile, fully ad- 
justable. With 16' of RG-58. 
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COMET DUPLEXERS 


2m / 70cm, (800/500 W) 


CF-416A U-U/U, with leads.......... $54.95 
CF-416C N-U/N, with leads.......... $54.95 
CF-4160! U-U/N, w/o leads............$48.95 
CF-4160J U-U/U, w/o leads...........$53.95 
CF-4160K U-U/U, w/o leads............ $48.95 


1.3-250 / 400-1400 MHz, (400/200 W) 
CF-416W N-N/N, with leads.......... $69.95 


1,.3-30 / 50-470 MHz, (600 W) 
CF-360B U-U/U, with leads.......... $69.95 


1.3-90 / 125-470 MHz, (600 W) 
CF-530A U-U/U, with leads.......... $74.95 
CF-530C —-U-U/U, w/ mix lead......... $69.95 


1.3-57 / 75-550 MHz, (350/350 W) 
CF-706A U-—U/U, with leads........... $74.95 


COMET TRIPLEXERS 


2m/70cm/900-1200MHz,(800/500/200W) 
CFX-4310C N-U/U/N, w/o leads ....§79.95 


2m / 220 MHz/ 70cm, (600 W) 
CFX-324A U-U/U/U, with leads....$88.95 
CFX-324B U-U/U/U, w/o leads.....$85.95 


HF-6m / 2m / 70cm, (800/800/500 W) 


CFX-514 U-U/U/U, with leads....$79.95 
CFX-514) U-F x 3, w/o leads......... $74.95 


CUSHCRRFT — 


ASS cactecsescacssanessessevesssese S509 
The Cushcraft A3S is a compact 
three element beam antenna for 
10, 15 and 20m operation. 


elements ........ 


mast size range... 
surface area / we 


Ye Ware pererprs ereererey eet oC 
The Cushcraft A4S is a compact 
four element beam antenna for 
10, 15 and 20m operation. 


MLEMENTS ...nssseseseeseeseseen Daas taponsests fibda tein kenacieh Senate 4 
band coverage... 
gain / F/B ratio... 
2:1 bandwidth... 
power handling «1500 W PEP 
boom length / turning radius... .18' / 18'5" 
MASUSIZE TAMNGE -rcscsonnnscessasttbyanpsosstosestnsonts eee 7.25-2" 
surface area / weight.......... 5.5 sq. ft./ 37 pounds 


DAIWA 


CN-SO TAP caiccsvesssrcnensineste $149 
The Daiwa CN-801HP is a cross- 
neédle SWR/Wattmeter covering 
1.8-200 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, 
reflected power, and SWR— 
without calibrating. The meter 
is switchable for 20, 200, or 2000 
Watt full scale readings, and hasa 
built-in lamp which can be pow- 
ered from an external 13.8 vDC 
source (a DC cord is supplied). 


FFEQUENCY FANGE cssecsevssosssserenseratacenenssees 1.8-200 MHz 
power ranges (forward)... -« 20/200/2000 W 
power handling 
accuracy 
SWR detection sensitivity... 
connectors 
dimensions... 4.3" H x 6.3" W x 4.8"D 
WRNGI NE aoc spies anonsecascrnessna encode nhicrstetistcanriane 2.2 pounds 


Orders: (800) 272-3467 


in matching network and 
counterpoise system, so no 
additional ground or roof 
radial wires are needed. 
Bandwidth is 1300 kHz on 
6m, 1700 kHz on 10m, 100 
kHz on 12m, 450 kHz on 
15m, 100 kHz on 17m, and 
300 kHz on 20m. Light 
weight, quick and easy to 
assemble and tune. 


band COVErAaGE ...ssssssesseesees00 6, 10, 12, 15, 17, 20m 


height / MaSt FANGE ..vssvvvsssesssesesseee 1 9 1,5=1,75" 
gain / power rating...... ..3 dBi / 1500 W PEP 
radials / radial IENGth ...essesssssssssseesesseeseneseeees 7/49" 
wind surface area / weight....... 1.5 sq. ft. / 13 Ibs, 


RB: iis iuncicicnciieancatchennaeaieeeet 
The R8 is a multiband vertical an- 
tenna for 40m-6m operation, with 
built-in counterpoise. 


band coverage...m.c....6, 10, 12, 15, 17, 20, 30, 40m 
height / Mast FANGE .evsssessesersersveeeeees 28'6 / 1.25-2" 
gain / power rating...... .3 dBi / 1500 W PEP 


radials / radial length... 
wind surface area / weight....... 2.5 sq. ft. / 23 Ibs. 


th0-525 


The Daiwa CN-103L is a cross- 
needle SWR/Wattmeter covering 
140-525 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, re- 
flected power, and SWR—without 
calibrating. Switchable for 20 or 
200 Watt full scale readings. A 
built-in lamp can be powered 
from an external 13.8 vDC source 
(DC cord supplied.) The CN-103N 
is identical, except equipped with 
N-type connectors. 


CNATO DL occ. cccocosscpousatonaasenne $99 
The Daiwa CN-101L is the HF 
version of the CN-103 described 
above. Switchable for 15, 150 or 
1500 Watt full scale readings. 


REDO ..cscesecsscreseseeneeS389 

The R6000 is a multiband 
vertical antenna for 20m- 
6m operation. It has a built- 


Local: (972) 422-7306 


The paints 13B2/ isa de band 
beam antenna for 2m. The rugged 
design requires no boom supports 
and allows easy horizontal or verti- 
cal mounting. Its wide bandwidth 
offers efficient operation through- 
out the entire 2m band. Great for 
CW, FM, Packet, and sideband. 
Accepts PL-259 connector. 


eleMants sus icosncrtenesenn aul anion eeaeon eal 
frequency coverage. wees 144-148 MHZ 
ain / F/B FatiO. ern wun 15.8 dBd / 26 dB 
power / typical VSWR......-s1.«2000 W PEP / <1.2:1_ 
boom length / turning radius... 15'/8'11" 
MASE Si2e. TAN GE cent ccees oststsen tera tee 1.5-2" 


wind surface area / Weight.i....1.8 5q. ft. /7 Ibs. 


A50-6S, 6m 6 Element ....$339 
A50-5S, 6m 5 Element ....$199 
A50-3S, 6m 3 Element ....$119 
Computer optimized and range 
tested 6m Yagis. oe 


DAAIND 


SX-1000 .....eceressevessereeree $249.95 
The Diamond SX-1000 is a dual 
sensor SWR/Wattmeter covering 
HF, 6m, 2m, 70cm and 1.2 GHz, 
allowing simultaneous connec- 


tion of two radios. Switchable 


between 5, 20 and 200 Watt full 
scale, indicates peak or average 
power, and will read forward or 
reflected power, or VSWR. 


SX-600......ccssscssssssesseeeee 9189.95 
The Diamond SX-600 is a dual 
sensor SWR/Wattmeter covering 
1.8-160 MHz, allowing simulta- 
neous connection of two radios. 
Switchable between 5, 20 and 
200 Watts full scale, indicates 
peak or average power, and will 
read forward or reflected power, 
or VSWR. 


- 2m/70cm operation. 
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A270-10S 

The Cushcraft A270-1: 
mounted, 10 element d du 
beam antenna. 


A270-6S 


The Cushcraft A270-65 is 
pact, end mounted, 6 
dual band beam ante! 


The Diamond SX-400 is a back-lit — 
SWR/Wattmeter covering 140-525 — 
MHz. Switchable between 5, 20 — 
and 200 Watts full scale, reads — 
peak or average power, forward or — 
reflected power or VSWR, andisac- — 
curate to +20%. Compact enough ~ 
to be used both asastation meter 
and for mobile use. 


SX-200...,.cccecscocressenesocsess SEEM 
The Diamond SX-200 is a back-lit — 
SWR/Wattmeter covering 1.8-200 
MHz. Switchable between 5, 20 
and 200 Watts full scale, reads 
peak or average power, forward or 
reflected power or VSWR, and is ac- 
curate to +7.5%. Compact enough 
to be used both as a station meter 
and for mobile use. 


| 
f 
‘ 
¥ 


| -X-200A srsaeseseaeeee$ 149,95 
| ‘The Diamond X-200A is a 
2m/70cm dual band ver- 
tical base antenna. It is 


tion heavy duty fiberglass 
| radome with strong, wa- 
| terproof section joints and 


for long, trouble free ser- 
vice life. Like all Diamond 


j X-50A/X-50NA..$109.95 
|| The Diamond X-50A is 
a 2m/70cm dual band 


constructed of a two sec- 


stainless steel hardware > 


vertical base antenna. It 
is constructed of a single 
section heavy duty fiber- 
glass radome. No section 
joints means there’s no 
possibility for corrosion or 
stray RF, ensuring a clean 
pattern, Like all Diamond 


V-2000A............ $172.95 
The Diamond V-2000A is 
a 6m/2m/70cm triband 
vertical base antenna. It is 
constructed of a two sec- 
tion heavy duty fiberglass 
radome with strong, wa- 
terproof section joints and 
stainless steel hardware for 
long, trouble free service 
life. Like all Diamond an- 


|| antennas, it is shipped 
pre-tuned, so assem- 
bly and installation is 
quick and very easy. 


d antennas, it is 


antennas, it is shipped pre- 
ped pre-tuned, so 


tuned, so assembly and in- 
stallation is quick and 
very easy. 


tennas, it is shipped pre- 

tuned, so assembly and 
installation is quick and 
very easy. 


DIAMOND SINGLE BAND AND MULTIBAND BASE ANTENNAS 


BANDS GAIN (DBI) HEIGHT CONNECTOR POWER SURVIVAL 
ee RECT 
| s0-239 | 200W 78 MPH 
200 W | 90MPH 
ESC es 200 W ee SOMPH 31%] 


_ $G-7900A...........$124.95 
_ The Diamond SG-7900A isa 
_highperformance2m/70cm— 
| dual band mobile antenna. 

_., It features a fold over base, 
_and has a beautiful satin 
gray finish. It’s shipped 
factory pre-tuned so instal- 
lation is quick and easy. Not 
recommended for magnet 
mount installations. 


SG-7500 eeenercoeeceee $79.95 
SG-7500NMO ......$79.95 
The Diamond SG-7500 is 


NR-770HA.............$56.95 
NR-770HB.............$59.95 
The Diamond NR-770HA is 
a shorter version of the a medium sized 2m/70cm 
SG-7900A. It also has a mobile antenna, with a 
fold over base,andhasthe * fold over base. Requires 
same hi-tech satin gray fin- an SO-239 type mount. 
ish. The SG-7500 requires The antenna has a nice 
an SO-239 type mount, heavy chrome finish. The 
the SG-7500NMO uses an NR-770HB is identical, but 
NMO type. with a black finish. 


SG-2000HD.........$89.95 
The Diamond SG-2000HD 
is a high performance 2m 
mobile antenna. Electri- 
cally, it’s made up of two 
1/4 wave and one 3/8 
wave elements. It provides 
5.2 dBi of gain, and will 
’ handle 250 Watts. The 
antenna is 62" long, so it 
is not recommended for 
installation on a magnet 
mount. The Diamond K400 
and K600 trunk mounts 
are both recommended. 
Equipped with a fold over 
type base, so it can be 
quickly hinged over for 


IAMOND MULTIBAND MOBILE ANTENNAS 


BASE FOLDO' 


_ 


CR-627B 6m/2m/70cm 2.1/4.5/7.2 -239 
CR-627BNMO 6m/2m/70cm 21/45/72 


NR-2000NA 


2m/70cm/23cm 3.1/6.3/9.7 


NR-770HB 
NR-770HNMO 
NR-770HBNMO 


Orders: (800) 272-3467 


NR-72BNMO 


BANDS || > GAIN 
NR-73BNMO 


MODEL (08H 


10m/6m/2m/70cm 2.1/2.1/2.1/5.5 


Local: (972) 422-7306 


| 


access to tight parking 
garages. Like all Diamond 
antennas, it comes pre- 
tuned, so installation is 
quick and easy. 


POWET NANAIING ...ssssssssessssssserssreeesseeeensaeessngeessee 200 W 
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ed Snsincatsosvassunststivdanceasscran 9999. 
B-1, 1:1 Balun .....ccccsseeseeseeee 95D 
The Force 12 C-3 is a compact, 
trapless triband beam antenna 
_ for 10/15/20m operation. It uses 
seven full-sized elements on an 
18 foot boom for full coverage of 
the 10/15/20m bands, as well as 
having gain on the 12/17m bands. 
All seven elements work together 
for great performance. Direct 50 
Ohm feed for 10/12/15m, requires 
a tuner for 12/17m. Requires a 1:1 
balun, like the Force 12 B-1. 


BIEMENES: cisntimesnenrestrenieane Rene pete 
band coverage . 10/15/20m 
gain (10/15/20m). 4/4.8/4.6 dBd 
F/B ratio (10/15/20M) sess 18/17/15 dB 
Power handling ......ssssseesee .. 5000 W 
boom length / turning radius... i 


mast size range 
surface area / weight.......... 5.5 sq. ft. / 32 pounds 


FORCE 12 


re 


Se 


a 


GASKILL. colssvecsesarisersasser de Oe 
The Force 12 C-4SXL is a compact 
quad band beam for 10/15/20/40m 
operation. It’s basically the C-3S 
with the addition of a two element 
40m beam. The result is a high per- 
formance Yagi offering gain on.all 
amateur bands 10-40m. It’s easy 
to handle, with a 23 foot boom, yet 
offers great performance. Requires 
a good 1:1 balun for each feed line, 
like the Force 12 B-1. 


elements...... 
band coverage..... 
gain (10/15/20/40m) .....04: 
F/B ratio (10/15/20/40m) .. 

Power haNdling ......ssrcsssseeeeees 
boom length / turning radius... 
mast size range 
surface area / weigNt........... 8 sq. ft, / 48 pounds 


4.8/4.5 / 4.1 dBd 
-18/17/15/14dB 


Orders: (800) 272-3467 


B-1, 1:1 BalUnr..cscsssorsssssneesesees $59 
The Force 12 C-3S is a compact, 
trapless triband beam antenna 


for 10/15/20m operation. With 6 
elements on a 12 foot boom, it’s : 


offers great performance with 
minimum visual footprint. It shares 
the same performance as the C-3, 
except with narrower bandwidth 
on the 10m band (1.1 MHz at 2:1 
VSWR). Like the C-3, italso works on 
12/17m witha good tuner. Requires 
1:1 balun, like the Force 12 B-1. 


CLEMENS -nescsssecessescen zs el) 
band coverage.. r “10/1 5/20m 
gain (10/15/20m).... (4.7/4.5 dBd 
F/B ratio (10/15/20m 16/16/15 dB 
Power handling :.ecisscssccsassensstertam alerted) 5000 W 
boom length / turning radius . 12'/ 18.9! 
mast size range wee 125-2" 


surface area / weight 


C-4XL......ececcsocoesessossesseceness 9 1809 
The Force 12 C-4XL is a quad band 
beam antenna for 10/12/15/40m 
operation. It’s basically a C-3 with 
the addition of a two element 40 
meter beam. The result is a high 
performance Yagi offering gain 
on all amateur bands 10-40m. It’s 
reasonably sized and offers great 
performance. Requires a good 
quality 1:1 balun for each feed line, 
like the Force 12 B-1. 


elements 
band coverage .. 
gain (10/15/20/40m) ......0-. 4.4/48/ 4.6/4.1 dBd 
F/B ratio (10/15/20/40m)....... 18/17/15/14dB 
power handling 
boom length / turning radius. 
mast size range 
surface area / weigHht.......... 


8.2 sq. ft. /65 pounds 


CoB saccrcdeonscsantacvsetcrecimtivoote $929 


Local: (972) 422-7306 


C-4C, C3/C4 Conversion.... $329 
The Force 12 C-4 is basically a C-3 
with the addition of 40 meters. 
The Force 12, EF-140S shortened 
dipole has been added to the an- 
tenna on the same boom. The 40 
meter dipole is 37 feet long and 


"provides about 130 kHz coverage 
anywhere on the 40m band. The 


40m dipole has a separate feed line 
so that the core antenna remains 
intact. Requires two good 1:1 bal- 
uns, like the Force 12 B-1. 


CLEMENTS cecsscrcssreeene <a i eames 
band coverage... ae "10/ 15/20/40m 
gain (10/15/20/40 wA4148/4.6/-2dBd 
F/B ratio (10/15/20/40m).... saan 1S 17/15/0dB 
Power handling aissciscssassssacssestenuadlenencensrtapeas . 5000 W 
boom length / turning radius. .18'/ 19.8 
mast size\range staan wsssee 125-2" 


surface area / weight..........6.9 5q. ft. / 39. pounds 


CHB UX siiccaiteccssetsstersrent 92199 
The Force 12 C-31XR is a high 
performance triband beam an- 
tenna for 10/15/20m operation. It’s 
composed of three wide spaced 
monobanders on a 31 foot boom: 
seven elements on 10m, four ele- 
ments on 15mand three elements 
on 20m. The antenna’s versatile 
feed system can be used with a 
single feed line or with three sepa- 
rate feed lines for multi-operator 
contesting. Each feed line requires 
a good quality 1:1 balun, like the 
Force 12 B-1. 


elements .... 
band coverage... 

gain (10/15/20)... 
F/B ratio (10/15/20m). 


4/6.3/6dBd 
21/22/20 dB 


POWEF MANALI wresessccscsssosssnssereecsenenesnnsnsenseenee 5000 W 
boom length / turning radius. 31'/ 23.8 
MASE SIZE TANG epabecsscceatvstasecsstscttons.scotepamnonye 1.25-2 


surface area / weight........10.7 sq. ft. / 82 pounds 


c-4 mefea ty Bot chaebol te) $1 349 . r 
‘The Force 12 


; antenna offers ¢ 


line so tool a 
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CAS oie: 


C-3S with the ad 
12, EF-140S sho 
the same boo 
7 elements on 


intact. Band co 


power handling ws ; 
boom length / turning radius. Bene 
mast size range... 
surface area / weigh 


XR-Secscccceceesssesssnenerserseee $1549) 
The Force 12 XR-5 is a compa 
five band beam antenna. With 
boom length of 18 feet and ten 
full-sized elements, the antenna 
is reasonably sized, yet offers 
optimum gain and front-to-back 
ratio. Force 12s patented open 
sleeve feed system is utilized, 
requiring only a single feed line. 
Instant band switching, no mov- | 
ing parts and no control cables! 
Plug and play operation. Requires" 
a good quality 1:1 balun, like the 

Force 12 B-1. 4 


QLEMENIS 02 .:ascessnessensieeeeeseccshasizever tt Stet REE oa) 
band coverage.......... ee 10/12/15/17/20m 
gain (10/12/15/17/20m)......4.4/4.5/4.8/4.6/4.6 dBd 


F/B ratio (10/12/15/17/20m)..... 
power handling on 
boom length / turning radius... 18' / 20.3' 
Mast SIZE FANGE sisissascscctessassasieon sceevi AEE 1,25-2" . 
surface area / weight.......... 8.5 sq. ft. / 56 pounds 


19/20/18/16/16 dB 
ssereee 5000 W 


n Om beam antenna. 
itson 18 boom. Handles 


r (tunable) with a2:1 VSWR. F/B 
rig Weighs 40 pounds. 


ie I tieeeteetarcecsseeceseasee $379 


High performance monoband 
dipoles and beam antennas avail- 


‘able ina variety of models covering 


40mthrough 2m. Some use Force 
12's direct 50 Ohm feed, others use 


the efficient, one-part hairpin. All 
_ are proven designs for the DX‘er and 


casual operator alike. 


ELITE & MAG FORCE 40M: 


MAG 140N, Dipole............ $509 
EF-240S, 2 Element........... $648 
MAG 240N, 2 Element.....$1439 
MAG 340N, 3 Element.....$2659 


ELITE & MAG FORCE 30M: 
EF-1 30, DIPOLE, .ccscscocesessoes $279 


Maas) ihe 


ELITE & MAGNUM FORCE EF-320,3 Element......+e0+e+. $619 


EF-420, 4 Element............. $829 


4 EF -4205S, 4 Element sevesovenee $719 


MAG 520, 5 Element.......$1209 
MAG 620,6 Element........$ 1839 
MAG 720, 7 Element....... $3299 


ELITE & MAG FORCE 17M: 


EF-31 Wy 3 Element seceeesccoces $359 
EF-41 7, 4 Element seeveeenseose $589 


. EF-51 ay 5 Element eeeeeeseesoes $889 


MAG 617, 6 Element.......$1199 
MAG 717, 7 Element.......$2049 


ELITE & MAG FORCE 15M: 


EF-315, 3 Element............. $359 
EF-415, 4 Element............. $589 
EF-515, 5 Element............. $839 
EF-515X, 5 Element........... $839 


EF-412, 4 Element .esses...000 $469 
EF-51 i2y 5 Element eeecvcscceese $609 
MAG 712, 7 Element.......$1149 


ELITE & MAG FORCE 10M: 


EF-310, 3 Element............. $349 
EF-410, 4 Element............ $429 
EF-510, 5 Element............. $589 
EF-610, 6 Element.............$779 
MAG 810, 8 Element.......$1049 


ELITE & MAG FORCE 6M: 


EF-306, 3 Element............. $229 
EF-406, 4 Element............. $339 


EF-606, 6 Element.............$349 
EF-706, 7 Element............. $479 
EF-906, 9 Element............. $759 


MAG 1406, 14 Element...$1589 


-Rotatable dipole for 30m. pees ead etaeg MAG 615, 6 Element.......$1169 ELITE & MAG FORCE 2M: 
Delta 230 seessesrsereentesernee $919 f “eee MAG 715, 7 Element.......$1549 — EF-602, 6 Element........... $209 
Two element 30m beam antenna. ELITE AG FORCE 20M: - EF-902, 9 Element............. $299 
25' Elements on 12' boom. Handles eer ae es ELITE & MAG FORCE 12M: EF-1302, 13 Element......... $479 
5 kW. Gain is 4.2 dBd. EF-220, 2 Element.............$449 EF-312, 3 Element..........+ $399 EF-1702, 17 Element......... $719 
FORCE 12 
Sigma-40 ROveceerseerseroreseeeces $729 Sigma-40XK Cevercesvoscoseceseseoes $529 


SIGMA SERIES 


; Eerigh performance vertical dipoles. 
All handle 5 kW and are rated at 90 
~ MPH when guyed once. 


— Sigrma-10, TOW .esoessscssrseeseeene $209 
_ Coversentire band with <1.6:1 VSWR. 
Measures 8; weighs 10 pounds. 


© Sigrna-15, 151M. sessoscccceeneeee $249 
_ Coversentire band with <1.6:1 VSWR. 
_ Measures 11; weighs 12 pounds. 


SigtMa-17, 171M.......0.0e00s0eeee0e $279 
Covers entire band with <1.6:1 VSWR. 
Measures 14.5) weighs 13 pounds. 


Sigta-20, ZOM.........+e0vseeer0e0 $329 
Covers entire band with <1.6:1 VSWR. 
Measures 16; weighs 15 pounds. 


SigtMa-30, 30M..........0.e0ecereees $379 
Covers entire band with <1.4:1 VSWR. 
Measures 12) weighs 14 pounds. 


Sigma-80 .........0+ Suseccccesstetosce $749 
Covers 60 kHz with 2:1 VSWR. Mea- 
sures 36, weighs 42 pounds. 


Orders: (800) 272-3467 


The Force 12 Sigma-40 is a high 
efficiency, 
compact sized 
vertical dipole 
antenna for 
40m opera- 
tion. It covers 
the entire 40m 
band within a 
2:1 VSWR. The 
antenna is fed 
at the center, 
so it’s a true 
vertical dipole, 
so there are no 
radials needed. The antenna 
will handle 7ZOMPH winds self- 
supporting, or it can be guyed for 
100 MPH wind survival. Comes 
complete with a high current 
bead-type balun. 


Danid Coverage: cckdine teasciiensuaidiaimnnnsin 40m 
bandwidth......... 

power rating 
recommended mast diameter... ‘bea 
VErticall Mell tiscisccseBsoshevesecassscecaisscbecousabalbesteibbadas 24' 
INI PCR SIE VAN Bae season cove sasonanscadsvvsoonsvetons 0 MPH 


The Force 12 Sigma-40XK is a seven 
band, manual 
switching/ 
He Sates manual tune 
i vertical dipole 
antenna cover- 
ing 40, 30, 20, 
17, 15, 12, and 
10m. It’s a true 
vertical dipole, 
so there are no 
radials needed. 
The antenna 
comes com- 
plete with all T-bars and loading 
coils for all the bands, plus a high 
quality current balun. 


Sigta-4OXKR........cccscercersees $659 
Remotetune version of Sigma-40XK. 
Remote tuning on 40/30/20m. 


band COVErAGE wissen 40, 30, 20, 17, 15, 12, 10m 
bandwidth......... 130 kHz (40m) 
power rating seers 5000 watts 
recommended mast diameter... 

vertical height... 
wind survival... 


guy level) 


Local: (972) 422-7306 


sales@texastowers.com 


BaP earen teat tenacs sivccnacncaaayesoeas $219 
FPA-K1, Radial/Feed Kit...$59 
FPA-X, Extra Section.......... $35 
FP-40C, 40m Coil..........0006 $75 
FP-80C, 80m Coil..........0000 $99 
V-84 Tornad...........cceseere $899 


A large diameter aluminum pole 
pis ht that is the ac- 

_ tual antenna. 
 Itis nota plas- 
tic tube witha 
wire inside. It 
is an effective 
antenna and is 
a solution for 
many people 
who live in 
restricted ar- 
eas. The basic 
flagpole antenna system is com- 
posed of the flagpole, the radials 
and the feed line. The optional 
feed point kit contains a feed 
point pigtail that connects the 
flagpole to the coax feed line and 
four radials. 


mt HART - 


H-2 Hazer........$419 
H-3 Hazer.........$339 
H-4 Hazer.........$419 
Never climb your tow- 
er again! The Glen 
Martin Hazers are an- 
tenna transit systems 
for Rohn 20G and 25G 
towers. They function 
like simple elevators, 
raising and lowering 
the antennas mounted 
on it all the way to the 
ground. All models use 
the tower as a guide 
track and are con- 
structed of heavy duty 
aluminum or galva- 
nized steel for long life. 
Installation on an ex- 
isting tower will 


require climbing, but if installed 
when the tower is originally 
erected no additional climb- 
ing is required. Several safety 
locking systems are utilized to 
ensure operator pate 


future service, 
so overall safe- 
ty is vastly im- 
proved. All three 
Hazer models are 
supplied with 
the top pulley Bary 
block assem- 

bly, a winch, 
winch cable, rotor 
plate, thrust bearing plate and 


_ all the required hardware and 


mounting brackets. 


GLEN MARTIN HAZER SPECIFICATIONS 


~ MODEL 


“CONSTRUCTION WINDLOAD. 


ofS LOAD 


ieabea 5 galvanized steel 16 square feet 200 Ibs. re pea ara 


Titan DX......... $379 
The Gap Titan DX is 
an eight band vertical 
antenna. It requires no 
band switching and 
uses a unique trap- 
free design with an 
elevated feed sys- 
tem which reduces 
ground losses and 
yields a52 Ohm nom- 
inal input impedance. 
The antenna has a 
convenient, built- 
in 80" counterpoise 
system, so no ad- 
ditional ground 
or roof radial sys- 
tem is required. 


| Guy Kit ....$25 


' 4. Quick Tilt......... $79 
bands covered.......80, 40, 30, 20, 17, 15, 12, 10m 
DaNAWIdth ...ccccssescseeeeene <2:1 except 80m: 100 kHz 
power rating... 1500 watts 


recommended 1.25" 
vertical height 
wind load.... 


WEIGNL....ccseecsseeee 


Orders: (800) 272-3467 


Challenger DX...............$319 
Counterpoise Kit........... $32 
Quick Tilt Mount.............$75 
Challenger Guy Kit ......... $15 
The Gap Challenger DX is an 
eight band vertical antenna 
covering 80, 40, 20, 15, 12, 10, 6 
and 2m. Measures 31.5' tall and 
weighs 21 pounds. 


Eagle DX .......cccscssescesenes $349 
Quick Tilt Mount.............$75 
Eagle Guy Kit ..........s000000. $25 


The Gap Eagle DX is a six band 
vertical antenna covering 40, 
20, 17, 15, 12 and 10m with 
built-in counterpoise. Mea- 
sures 21.5' tall and weighs 19 
pounds. 


Voyager DX.......ccccesseeees $429 
Counterpoise Kit............. $64 
Quick Tilt Mount............. $75 
Voyager Guy Kit............. $40 


The Gap Voyager Dx is a four 
band vertical antenna covering 
160, 80, 40 and 20m. Measures 
45' tall and weighs 39 pounds. 


Local: (972) 422-7306 


RT=424s eae $1 99 


HUST sith cchisenresune $299 
R193 Gccicnicssacancatuesseeivs $479 


RT-1 SB Qivvccasrccssaccenceemnsece Ol 9 5 


RT=263.2 i vicsssecshsccctvesevesss $999 


No tower space? No problem. 


These Glen Martin four-legged 
roof towers are rugged enough 
to support a wide range of Ham 


‘ antennas—even a reasonably 
sized tribander or medium sized 


VHF/UHF array! Windload ca- 
pacity ranges from 6-18 square 


feet at 87 MPH. Constructed of 


high strength aluminum angle 
and stainless hardware, they 


‘will provide many years of 


trouble free service. All models 


GLEN MARTIN ROOF TOWER SPECIFICATIONS 


RT-424 RT-832 


A EY CI AA TE 

peasewibta | sf 

orton” [paar eae ea ae: 

ET ET CT TE 
Psis9_ [$209 [$479 


ee RIE S| 
A-BTV vesssssessseeesereseees $149 
BeBTViusiccschusae eB 
6-BTV ensssssseee sabsptenenok, 9199 


These Hustler HF verticals 
all feature exceptional me- 
chanical construction, with 
all sections of 1-1/4" high- 
strength, corrosion-resistant 
aluminum tubing, and one 
inch fiberglass trap forms. 
All handle 1500 Watts SSB, 
1000 Watts CW, weigh ap- 
proximately 17 pounds have 
a wind surface area of 1.5 
square feet, and will accept 
masts up to 1.75" in diam- 
eter. The design of all mod- 
els is very clean and all are 
especially easy to assemble 
and tune, making them ex- 
cellent for portable use and 
field day operation. 


FABTV svcsicsssenpeorsvamestcnnssinntedarss 10, 15, 20, 40m / 21'S" 
BBTV scsseseseccstaseishevseys 10, 15, 20, 40, 75/80m / 25'1" 
G-BTV....nccavrnenn 10, 15, 20, 30, 40, 75/80m / 24'1" 


bandwidth, 10-20m. whole band @ 1.6:1 VSWR 
bandwidth, 30M 0... whole band @ 1.3:1 VSWR 
bandwidth, 40M... whole band @ 2:1 VSWR 
bandwidth, 75/80M ....sseccesssessssssssssesssesnenee 100 kHz 


sales@texastowers.com 


areisupelnie 
a top plate that 
will accept 
optional thrus 
bearing (we — 
recommend | 
the Yaesu GS- 
065), a rotor 
plate (pre- 
drilled for © 
Hygain and 
Yaesu rota- 
tors), and an Se 
footing: "ime 

brackets: for*- sae 
easy installation. Depenc 
antenna load, roof br. : 
be required. 


RT-936 RY-1832 


ssa) PH) | 


MOBILERESONATORS = 


RM-10, 10m (400W) ...cceseeees $19 

RM-10S, 10m (2KW) sccsssveeees $29 
RM-12, 12m (400W) cccssssseee $19 

RM-15, 15m (400W) .eccscssseee $19 
RM-15S, 15m (2KW) scsccssssere $29 
RM-17, 17m (400W) .scssssceoes $25 _ 
RM-20, 20m (400W) ......00006 $25 
RM-20S, 20m (2KW) ..ecsesseees $30 
RM-30, 30m (400W) .ssesseovses $26 _ 
RM-40, 40m (400W) ..erssseesee $25 _ 
RM-40S, 40m (2KW) ..scsse0ees $39 _ 
RM-75, 75m (400W) ..scccoeeee $29 
RM-75S, 75m (2KW) sssssevereee $52 
RM-80, 80m (400W) ..cscser0ee $28 
RM-80S, 80m (2KW) ccc $52 _ 


RESONATOR OPTIONS =p 


BM-1, Bumper Mount .....$29 
TLM, Trunk Mount...........$24 
MO-1, 50" Mast........0. we $33 
MO-2, 50” Mast..........0000.933 
MO-3, 54" Mast .esccescessseee $25 
MO-4, 22" Mast ......ss0cc0000 921 

SSM-2, Ball Mount........ $29 


ns 5, 17and 20m ama- 
Lahti features 


is the Hygain f BN4000B high 
it balun. 


bande - rene Ss zxate 
: lh eee 1200/100/450/100/350 et 
d ae) 


F/B LAtiO eevnersrrnn = 19/15/25/22/27 dB 
boom length 


elements / longest element a ee 11 /37' 
mast range / turning rails sass 1.9-2.5" / 22' 
; power handling eee aay 4000 W PEP 
surface area / survival........12.5 q. ft. / 100 MPH 
NRPS pears at ess ecstssestse-sap cians dotnnnncc ..88 pounds 


HYGAIK 


MME Bliwashcvncrscscioseceseie 9559 
SUMMED ardbtstasercecstasscosons. 9 159 
AMEE TeTediivsstscocsaecacoshsee 79 
The Hygain Explorer-14 is a four 
element, triband beam antenna 
designed for broadband, high 
performance, high efficiency op- 
eration on the 10, 15 and 20m am- 
ateur bands (30 or 40m operation 
can be added with the QK-710). 
The antenna is supplied with all 
stainless steel hardware for long 
life. A Hygain BN86 or similar balun 
is required, but not supplied. 


10/15/20m 
.1700/450/350 kHz 


band coverage 
2:1 bandwidth. 


AIM .eccesseecrevene ..8,8/8/7.5 dBi 
F/B ratio... ..21/27/27 dB 
boom length / diameter... Pe 
elements / longest ClEMENt......c-ssorvsereceee 4/31'6" 
mast range / turning radius.. .2-2.5"/ 17'3" 
power handling ..» 1500 W PEP 
surface area / survival..........7.5 5q. ft. / 100 MPH 

45 pounds 


Orders: (800) 272-3467 


TH-7DX Brae ga $779 


_ The Hygain TH-7DX is a seven 


element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna features rugged die-cast 
aluminum boom to mast clamps 
and heavy gauge element to boom 
brackets, and is supplied with 
all stainless steel hardware and 
clamps for long life. Also supplied 


is the Hygain BN86 balun. 

band Coverage carsssssetener 10/15/20. 
2:1 bandwidth... 1700/450/350 kHz 
ON nitccnrsas o~ sseseree 9.6/8,7/8 ABi 
F/B ratio... Pes on! 5S A 18/22/22 dB 
boom length / diameter. 24'/2" 
elements / longest eleMeNt........cccssesssrsee 7/31! 
mast range / turning radius... 2.5" /20' 
POW NANALING .....reessccsssssssessseressssscensees 

surface area / survival 


THES IRS dreisseensvocbecesssevés 9339 
The Hygain TH-3JRS is a compact 
three element, triband beam 
antenna designed for broad- 
band, high performance operation 
on the 10, 15 and 20m amateur 
bands. Its small size makes it an 
ideal choice for the operator with 
space limitations or for rooftop or 
lightweight tower installations. 
The antenna is supplied with stain- 
less steel hardware and clamps. A 
Hygain BN86 or similar balun is 
required, but not supplied. 


10/15/20m 
1100/300/250 kHz 
seep to 8 dBi 
25 dB, average 
12'/ 1,25" 


band coverage 
2:1 bandwidth... 


boom length / diameter 


elements / longest element... wah ars. 
mast range / turning radius...........1.25-2" / 14'9" 
power handling .-- 600 W PEP 
surface area / survival q. ft. / 80 MPH 

21 pounds 


Local: (972) 422-7306 


; TH-5MK2 pie et $689 
_ The Hygain TH-5MKz2 is a five 


element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. Broad 
banding is accomplished through 
the use of two fully trapped driven 
elements. The antenna is supplied 
with all stainless steel hardware 
and clamps for long service life. 
Also supplied is the Hygain BN86 
voltage balun. 


band coverage....... nes Rene «« 10/15/20m. 
2:1 bandwidth 1400/450/350 kHz 
TDN aryucsocinnscasfngasvicaicsstparsdts engine 9/8/7.8 dBi 


F/B ratio........ 
boom length / diameter.......... 
elements / longest element 
mast range / turning radius..........1.9-2.5" / 18'S" 
power handling 1500 W PEP 
surface area / survival... 


TH-3MK4 ...ercosscssssesesoressesseeees 9419 
BIN sepeccdicquessravecrivesestesossstizese 979) 
The Hygain TH-3MK¢4 is a three 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna uses Hygain’s full power 
“Hy-Q” traps and rugged boom to 
mast bracket, and is supplied with all 
stainless steel hardware for long life. 
The Hygain BN86 or similar balun is 
required, but not provided. 


band coverage 
2:1 bandwidth... 


10/15/20m 
1000/250/250 kHz 
.. 8 dBi, average 
F/B ratio... .25 dB, average 
boom length / diameter.....csccsssseecesessees .» 14'/ 2" 
elements / longest element... 
mast range / turning radius.... 
power handling 
surface area / survival 


T2X Tailtwister..........00.. $589 
The Tailtwister T2X is a heavy 
duty antenna rotator with triple 
bearing races, and an electrically 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


wind load capacity, 
max. effective moment 3,400 ft.-Ibs. 
MAX. TOTALS TIME srecssroressscsvecenrerdureeonrestease 60 seconds 


brake type... electric wedge 
rotate/brake torque ...1,000/9,000 ft.-Ibs. 
MASt FANGE....s.000e00000 1-7/8-2-1/16" (48-52 mm) 
cable requirement... 8 conductor 
MOLOTL SIZE sssssessonres v9" diam., 14" high 


motor weight... 
input voltage... 
control box size........ 


..23 pounds 


sales@texastowers.com 


HAMAIV .....cccrerceesseesoeseveeees 9509 
The Hygain HAM-IV is a medium 
duty antenna rotator with dual 
bearing races, and an electrically 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


wind load capacity 15 sq. ft. 
max. effective moment... ..2,800 ft.-Ibs. 
max. rotate time... ....60 seconds 


brake type... ..electric wedge 
rotate/brake torque... 800/5,000 ft.-Ibs. 
mast range 1-7/8-2-1/16" (48-52 mm) 
cable requirement. 8 conductor 
MOOT SIZE ........00 Be! m., 13-1/2" high 
Motor Weight... i:..cswssussiostanpbeansah 18 pounds 


input voltage... 


control box size 4.3" Hx 8.5"Wx9"D 


IC-7800...........CALL FOR PRICE 
The Icom IC-7800 is a 
competition class trans- 
ceiver, covering HF and 
6m. The radio has a 

huge, 7" color, active- matrix 

LCD-TFT display with real time 

bandscope display function, and 

features two fully independent 
receivers, allowing simultane- 
ous reception of signals on two 
different bands. The radio incor- 
porates four 32-bit floating point 
digital signal processors (two for 
the main receiver, one for the 


second receiver, and one for the 
bandscope display, providing 
digital IF filtering, digital notch 
filtering, digital noise blanker, 
general digital noise reduction, 
and more). A built-in RTTY/ 
PSK31 demodulator (reads RTTY 
and PSK31 signals on the radio’s 
display—without the need for 
a computer or other interface 
device)! Other features include 
a built-in high-speed automatic 
antenna tuner, dual time clock, 
101 memory channels, four an- 
tenna connectors, 200 Watts of 


RF output power (100% 

- duty cycle), audio receive 
equalizer, dual analog 
S-meters, screen saver 
mode, built-in ultra-high 
stability TCXO, built-in 
voice synthesizer (pro- 
vide audible frequency 
announcement), com- 
puter updatable firm- 
ware, and much, much 
more. 


CW-specific features include 
CW Autotune (helps zero in 
on a intended signal within 
+500 Hz), DSP-controlled CW 


keying waveform shaping con- 


trol, built-in multi-function CW 
memory keyer, adjustable CW 
pitch (300-900 Hz), CW Reverse 


mode, dual CW key jacks, full - 


break-in (QSK) and semi break in 
functions, and more. 


SSB-specific features include a 


built-in Digital Voice Recorder, 
(partitionable 90 seconds of stor- 
age), digital RF speech compres- 


and cine | ns 


(allows user to set 6 


memory card. 


RX FAN QE sctcsncsnesiennegtel 
frequency stability 
sensitivity... 


IC-PW1. 
Solid state, no-tune 1 kW W linear ampli- 
fier with built-in auto tuner. = 


SM-20 .icernscsencceeneetsueeee 
Matching deluxe, professional-style_ 
desktop microphone. 


SP-20 soseeeessscsonseceediionseassonbecaneanenmnan ; 
Deluxe matching external speakerwith 
audio filters. 


wee 


om Sams a ee 


nm “ww 


1C-7700 ......0000 CALL FOR PRICE 
The Icom IC-7700 is a 
competition class trans- 
ceiver covering HF and 
6m. The radio has a large, 
7" active-matrix color LCD-TFT 
display (800x480 pixels) with 
built-in real-time multi-function 
bandscope display function. The 
radio features two 32-bit floating 
point digital signal processors (one 
for the transmitter and receiver, 
and another for he spectrum 
scope), +40 dB ultra-high third 
order intercept point, automatic 
tracking pre-selector, 200 Watts 


of RF output power (100% duty 
cycle), built-in low-noise switching 
power supply unit with switchable 
input voltage, ultra-high stabil- 
ity TCXO (with 10 MHz frequency 
standard input/output), IF notch 
filter with adjustable shape, dual 
front-panel mounted USB ports, 
multi-function noise blanker, auto 
notch, advanced noise reduction, 
built-in RTTY/PSK31 demodulator 
(displays RTTY and PSK31 signals 
on the radio's display—without 
the need for a computer or other 
interface device, —transmitted 
and received messages can be 


stored on a USB storage 
device, which plugs right 
into the front panel), twin 
peak audio filter and tuning 
indicator for RTTY, built- 
in high-speed automatic 
antenna tuner, voice syn- 
thesizer (provides audible 
frequency announcement), 
built-in RS-232C interface 
for control via personal 
computer (requires third- 
party software, not included), and 
much, much more. 


CW-Specific features include built- 
in CW memory keyer, audio peak 
filter, adjustable CW pitch control 
(300-900 Hz), CW-Sharp IF filter 
(offers 200 Hz bandwidth), CW- 
Soft IF filter (performs much like 
a mechanical filter—but without 
the ringing), CW Reverse mode, 
and more. 


SSB-Specific features include 
built-in Digital Voice Recorder, 
SSB-Sharp IF filter (provides the 
narrowest possible SSB band- 


width without clipping the audio — 
response), SSB-Soft IF filter (steep 
filter skirts with the highs and lows — 
rolled off—increases signal-to- — 
noise ratio of the intended signal 
and more. 


The radio is supplied with an AC 
power cord. 


RX TANGE secsseserssisoncossstenn eee 300 kHz-60 MHz 
FreQUeNCy Stability......esccssseescesssnnessessanne +.05 PPM 
S@NSITIVITY ........cssccoeesrasessesroseresetenenaaaa <.16 pV 
selectivity... ...12, 6, 2.4 kHz; 500 Hz 
RF output... 200 watts, all bands 
INPUt VOIEAQE......<.--:01scesonyerescaenes 85-265 vAC 
CUFFENT CONSUMPTION ......sesseeereeesneersesenneennea 800 vA 


ICAP WD <<secevoseonsacteseosterceiel evsceseseees 9 4029 
Solid state, no-tune 1 kW linear ampli- 
fier with built-in auto tuner. 


SIMIr20) cescorcsscoscesssscesesseseevesoress teat Ian 
Matching deluxe, professional-style 
desktop microphone. 


SP-20) ; <svesvesoncsossonssoseessssusousoosstiorsout aan 


Deluxe matching external speaker with 
audio filters. 


mode HF and 6m trans- 
ceiver. It has a big, 5" 
color LCD-TFT display, 
and features a high-speed 
Sitematic antenna tuner, 32-bit 
floating point digital signal pro- 
cessor, selectable bandpass filter 
_ shape, high stability crystal oscilla- 
_ tor, RTTY demodulator (reads RTTY 
_ signals on the rac!\'s display), dual 
_ in-band RX, 101 memory channels, 
real time spectrum scope display, 
“SWR meter, triple band stacking 


 ——ars 


| [ncLUDES ALL COUPONS & REBATES 


PS-125 Power Supply In- 
cluded at No Extra Charge 
with IC-TAUPRO Purchase! 


_ IC-746PRO...... CALL FOR PRICE 
Emre) Thelcom IC-746PRO is an 
HF, 6m and 2m all mode 
Ups transceiver. The radio 
has a blue dot matrix 

_ LCD display with band scope dis- 
play function, and features 32-bit 
digital signal processing, built-in 
automatic antenna tuner, CTCSS 
tone encode/decode, CW memory 
keyer, 102 memory channels, noise 
blanker, 2 step preamp, full break- 
in, built-in RTTY demodulator and 
decoder (reads RTTY signals on the 
LCD display), TX audio monitor, tri- 
ple band stacking registers, digital 
twin pass band tuning, VOX, and 


Orders: (800) 272-3467 


registers, digital twin passband 
tuning, and more. 


CW-specific features include a 
built-in multi-function CW mem- 
ory keyer, DSP waveform control, 
CW-Sharp IF filter (offers 200 
Hz bandwidth), CW-Soft IF filter 
(performs much like a mechanical 
filter—but without the ringing), 
full break-in (QSK) operation, and 
more, 


SSB-specific features include ad- 
justable SSB transmit bandwidth, 
digital voice recorder, SSB-Sharp 
IF filter, SSB-Soft IF filter, digital RF 
speech compressor, microphone 


more! The radio is supplied with a 
hand mic with up/down controls 
and a fused DC power cord. 


RX FANG veeecscosseeeees 30 kHz-60 MHz, 108-174 MHz 
MTUSE AWAY clllsg citfriasaadslnsacnsbeseodsasa ruchicdaiy thewes tives <.16 pV 
selectivity. 15, 6, 2.4 kHz; 500, 350 Hz 
MP SELB Bacon aiace snaaitangnohstncnscoapesensessiasvicntnoeprod 4 (3 in FM) 


100 watts, all bands 
13.8 VDC +- 15% 


.4.8" Hx 11.3"Wx 12.5"D 
incall esis parie ttbaflninnanencss neta 20 pounds 


CI-V converter for computer control. 


OPC-025D, DC Cable .......seersroree $29 
Fused DC power cord. 


SIVEZO scsssccancssossecsesavecncecessovnstececoes «$249 
Deluxe desktop microphone. 


Internal voice synthesizer module. 


Local: (972) 422-7306 


VOX, and more. 


The radio is supplied with a hand 
microphone with up and down 
frequency controls, and a fused 


.DC power cord. 
RY TANGO .ccrsirsincssiesssenvartnparneseata 300 kHz-60 MHz 
Frequency Stability.....icssssersernseenseeenees +.5 PPM 
sensitivity.......0.. ee See ATi 
selectivity 15, 6, 2.4 kHz; 500 Hz 
RF output...... ... 100 watts, all bands 
PEDEDERE PROT ERG 6h tossyssctrcsvenertcmerna ctetsaeesaes 13.8 vDC 
CUFTFENT CONSUMPTION .....sersereseveee 23 amps, max. 
SiZE nes Refiaracasestanses 13.4"W x 4.4"Hx 11.2"D 
WIG IES siosecissavpeonascenkocctowaalcceos enteral 21 pounds 


1C-756PROIII OPTIONS 


GTP 7 Secsrecssetertontteticstadsgaascsessats POD 
RS-232C level converter. Allows remote 
control via personal computer. 


PS" 1 dS rvccaslqeasarventerssaceseresecsctesges PI2 
Matching external switching DC power 


supply. 
SM-20, Deluxe Desk Mic..........$249 


SP-23...... 
Matching external speaker. 


Peeeeeeeeeserecocccseeseseeneneses 


.$189 


UT-102, Voice Synthesizer......... 


$65 


IC-7200............ CALL FOR PRICE 
The Icom IC-7200 is a rugged, 
weather-sealed HF/6m all mode 
transceiver. It has an amber LCD 
display with front facing speaker, 
and features IF-level digital signal 
processing, which provides IF 
filtering, twin passband tuning, 
automatic noise blanker, and gen- 
eral digital noise reduction. Other 
features include a built-in high 
stability TCXO, built-in USB port 
for computer control (TX/RX audio 
can be passed through the USB 
port, enabling TX recording and 
SSB contest keyer with appropriate 
software), 201 memory channels, 
built-in voice synthesizer, RIT, VOX, 
and more. The radio is supplied 
with a hand microphone with up 
and down frequency controls, and 
a fused DC power cord. 


equalizer, RF speech compressor, - 
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IC-PW11 ..ssssssssresscesserersessreneere 94629 
Solid state, no tune 1 kW 
amplifier covering all ama- 
teur HF bands, plus 6m. 
It provides a stable, clean 
and low distortion signal and offers, 
high power auto tuner with four po- 
sition coax switch, two position radio 
input switch, full break-in operation, 
current/voltage/temperature/SWR/ 
power protection circuits, and more. 
Supplied with a coax jumper cable, 
control separation cable, accessory 
plugs and AC power cord. 


RF output 

UME CY CD dss. ccclcedoasneaea spate eaei Alas ean erceic eae 100% 
spurious radiation (6m <-60, (<-70) dB 
tuner range (6M) os... 16.7-150(20-125) Ohms 
AFUPULE VONAGE sccsssccsasascnsssscavvesvonnssesone 110 or 220 vAC 
current consumption (220 VAC) ......0-« 20 A(15 A) 
SIGE eareeessarcicieseesiessenta ns 13.8" W x 10.6" H x 14.9" D 
PENSE capes encnctrtiesondaintinlieteet nated 55 pounds 


LSP. 0.r: LF |: eecrlnpn Sear eee liven 30 kHz-60 MHz 
STIS ERA WURY ses scrctor esata sis osces dt scccnosacasonbeashisisacss <.16 UV 
selectivity... .6,2.4 kHz; 500, 350Hz 


RF output... 


current consumption... 
tf Mit arcs: OE ed 


3.3" Hx 9.5"Wx11.1"D 
WEIGHS ies is ncthrrnatehns. accusacientnecratiete 12.1 pounds 


1C-7200 ACCESSORIES 


AH-4, Mobile Tuner...........c0s000 $259 
External mobile automatic antenna 
tuner covers 3.5—50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-180 Auto TUNET ........ce0ece00e0 $369 
MB-116, Carry Handles.........s0s000 $65 
MB-117, Side Handle ........ssssesesee $23 
MB-118, Mobile Bracket............00+ $23 
OPC-025D, DC Cable .....csresssssesseers $29 


Deluxe external speaker with filters. 


RMK-1000 Included At 
No €xtra Charge! 


IC-7000 ...,...+006e CALL FOR PRICE 
FREE The Icom IC-7000isacom- 
pact HF/6m/2m/70cm all 
UpS mode transceiver. The 
radio has a 2.5" color TFT- 

LCD display with bandscope 
function, and features twin IF-level 
digital signal processing units (of- 
fering all mode digital IF filtering, 
automatic notch filter, manual 
2-point notch filter, noise blanker, 
and noise reduction), CTCSS tone 
encode/decode, CW memory 
keyer, SSB voice keyer and digital 
voice recorder, 503 memories, high 
stability TCXO, built-in RTTY de- 
modulator (reads RTTY signals on 
the radio's display), voice synthe- 
sizer, multi-function S-meter and 


IC-718 .........«. CALL FOR PRICE 


F The Icom IC-718 is an HF 
transceiver with general 
coverage receive. The ra- 

dio has an amber LCD 

display, has a front panel mounted 
speaker, and features CW keyer, di- 
rect keypad frequency entry, digital 
signal processing (offers bandpass 
filters, noise reduction and auto 
notch), SWR meter, and more. Sup- 
plied with an up/down hand mic, 
and a fused DC power cord. 


RX COVEFAGE. .... .sccssuesecressenereneenee 300 kHz~—30 MHz 
sensitivity....... .. <.16 LV, typical 


SELECTIVITY ......e0s00 EN PAR Nb 
FrEQUENCY StADILItY .......cessseessseecssseessssecssneess <2PPM 
RF OUtPUR aces csccecsescscorensncteusaclieatanl eakanieantanecas Ieee 100 W 
input voltage we 13.8 VDC, 20 A 
dimensions... 3.8" Hx9.5" Wx 9.4"D 
MARS IE ssccsacchacs soos vsscisacssiscbos cb itchy deh patna 9 pounds 


Orders: (800) 272-3467 


triple band stacking registers, VOX, 
and more. Supplied with a backlit 


remote control hand mic with up 


and down frequency controls, and 


a fused DC power cord. 

RX TanGe.uaacoamuanene ..3-200, 400-470 MHz 
SQNISIRIVILY ss sscscasssarsesenerccbscssseencorecooere <.16 pV, typical 
SCVCCTIVItY....ssseeseseereers aveeseuseunnuene 4] DSP presets: 
Frequency Stability ......svsesseccsssssssvereiseseersssnees +.5 PPM 
RF OUtPUL...wrsrssenee 1 00 W, 2m: 50.W, 70cm: 35 W 
input voltage... ans ..13.8 VDC, 20 A 
dimensions... 6.6"WXx 2.3"Hx7.1"D 
WEG IE sasaccsss cxttoeenscsavas ooocgnrtntoertetpceomroninen pounas 


IC-7000 OPTIONS 


AH-4, Mobile Tuner ......c.cccsseeveee $259 
External auto tuner covers 3.5-50 MHz 


with 23' wire, or 7-50 MHz with 9' whip.” 


AT-180 Auto TUNEL .......0se2sss00006 9369 
Matching external automatic antenna 
tuner, covering HF-6m. Unbalanced 
coaxial input, handles up to 3:1 VSWR. 


HM-154T, DTMF Mic...........0000s0008 $65 
MB-62, Radio Bracket....... reat y 1} 
MB-105, Face Bracket............. $20 


MB-106, Carry Handle...............$20 


AH-4, Mobile Tuner..i.....ccesse00e $259 
External mobile automatic antenna 
tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-180 Auto Tuner ......cceceeerseee 9309 
CR-338, TCXO Modulle.........cccceee $69 


CT-17, Level Converter ........... $139 
Allows personal computer control. 
Requires third party software. 


FL-52A, 500 Hz Filter ..............$199 
FL-53A, 250 Hz Filter ..........0000 $199 
FL-222, 1.8 KHz Filter.......,s00000 $219 
FL-257, 3.3 KHz Filter.......s00000 $189 
MB-5, Mobile Bracket ..........0000+ $54 
MB-23, Carry Handle .....ccse000 $15 
OPC-025D, DC Cable........ssss00000 $29 
SM-20, Deluxe Desk Mic.......... $209 
SP-20, Deluxe Speaker ........... $249 
UT-102, Voice Synthesizer......... $65 


SWR display, multiple scan modes, | 


IC-718 OPTIONS 


Local: (972) 422-7306 


No €xtra Charge! 


elds ted toon ogene rat ay 
The ICOM -IC- 
706MK2G is a compact 
tps HF/6m/2m/70cm all 

mode transceiver. The 
radio has a backlit green dot- 
matrix LCD display with simple 
bandscope function, CTCSS tone 
encode and decode with tone scan 
function, CW keyer, built-in digital 
signal processing module (which 
offers digital IF filtering, digital 
noise reduction, and automatic 
notch filter), 107 memory channels, 
noise blanker, noise blanker, digital 
multi-function S/RF meter with 
SWR function, and more. Supplied 
with a hand mic with up and down 


IC-910H...scsccsessssesrereeee $1399 
F The Icom IC-910H is 

an all mode 2m/70cm 

transceiver. It has a 

large, dual frequency 
LCD display, and features 100 
Watt output (75 Watts on 70cm), 
9600 bps data mode, dual data 
input jacks, dual RX, CTCSS tone 
encode, CW keyer, satellite mode, 
sweep display function, multiple 
scan modes, and more. Supplied 
with a hand microphone with up 
and down frequency controls and 
a fused DC power cord. 


RX COVELAGE vrvesesrseessereesseee 136-174, 430-450 MHz 
SOVISITIVICY scctarscrsceh reectese to cores teeme tones bene <.11 pV 
SOLECTIVILY ..rsessseoens . 15, 6, 2.8 kHz 
FreQUeNCy Stability ....cccsesssossecessssveesssenneeees <3 PPM 
RF output........ W, 70cm: 75 W 
input voltage w« 13.8 VDC, 23 A 
dimensions x9.5"Wx9.4"D 
WEIGH aicassedecaseosehgelonsttonarsbentacsdstaacbeonsslinny 10 pounds 


“RMK-Tol Included at 


- HM-154T, DTMF Micuesccssssssessesene 


AH-4, Mobile Tuner......c.ecesees 
External auto tuner covers 3.5 
with 23' wire, or 7-50 MHz with 


be kt 
AT-180, Auto Tuner 
External auto tuner, covers F 
Coax input, handles 3:1 VS 


CR-282, TCXO Motte $1: 8 
FL-100, 500 Hz Filter 


FL-101, 250 Hz rice 


-FL-223, 1.9 KHz Filter ..esesoss 


FL-232, 300 Hz Filter sssesccscccesore 


OPC-025D, DC Cable vssaninnnne $29 
UT-102, Voice Synthesizer... $65 
ce bate 


‘ 


b 


‘He-S10H OPTIONS = 


AG-25, 2m Preamp <c.ccocsesscatsiane $159 q 
Mast-mounted 2m preamp. 


AG-35, 70cm PFEAMP ereseesernnee $169 : 
Mast-mounted 70cm. preamp. 


CR-293, TCXO Modulelinaaal $319 


CT-17, Level Converter ......+00.$139 — 
Allows personal computer control. 


FL-132, Main 500 Hz Filter ....$119 — 
FL-133, Sub 500 Hz Filter ........ $119 : 
MB-5, Mobile Bracket .:s.c.s+s0ss000 $54 
MB-23, Carry Handle .....cc.sesse00 915 
OPC-025D, DC Cable ..csessssesseessee $29 | 
SM-20, Deluxe Desk Mic.......... $209 


UT-102, Voice Modulle........+s00000» $65 { 
UT-106, DSP Modulle........s+0+0002 9139 R 
The Icom UT-106 DSP module offers — 
bandpass filters, noise reduction and — 
auto notch. One can be installed for — 
each band. 


UX-910, 23cm Module.......00000 
Internal 23cm band module. 


$569 © 
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-2m/70cm dual 
a 1d FM transceiver 
“with optional D-STAR 
S operation. The radio has 
rge easy-to-read LCD dot- 
itrix display and features a 
2 front control arpa 


ta ja ack, 16 DTMF memo- 
4-digit), DIMF paging/ 

, DTMF remote control 
, 522 memory channels, 
scan modes, weather 
“modes, and more. The 
op ional UT-123 offers D-STAR 
(digital voice) operation and 
asa built-in GPS receiver. The 
radio is supplied with a DTMF 
', 


IC-V8O0O ...........sseeeeeeeeee $219 
The Icom IC-V8000 is a 
rugged 2m FM mobile 
transceiver with 75 Watts 

of RF output power! It 
has a switchable amber or green 

alphanumeric (6-character) LCD 
display, and features a die-cast alu- 
minum chassis, weather alert scan 
mode, DTCS encode/decode/scan, 

CTCSS tone encode/decode/scan, 

extended receive, optional DTMF 
paging and squelch, 200 memory 
channels, 10 DTMF autodial mem- 
ory channels (24-digit), multiple 
scanning modes, and more. The 
radio is supplied with a fused DC 
power cord, mobile mounting 
bracket with hardware and a back- 


a fe hs 8 


Orders: (800) 272-3467 


} 


hand microphone with up and 


~ down frequency controls anda 


fused DC power cord. 


GUIMEMSTONS cssscenesnnnssiecossssesnen 
— weeetnvensvees Weenie tnes 5. OR Es": | 


IC-2820H ACCESSORIES 


Windows™ compatible programming 
software. Requires either the OPC-478 
or OPC-1529R. 


OPC-478, Programming Cable.. $45 
RS-232C programming cable (DB-9). 


OPC-1 529R, Data Cable seerensereees $25 
Allows data communications in DV 
mode as well as PC programing. 


OPC-1132, 3m Power Cord........ $28 


* 


OPC-1663, 3.4m Sep. Cable....... TBA 
SP-10, Mobile Speaker .............. $69 


UT-123, Digital/GPS Unit.........$309 


lit DTMF hand microphone with up 
and down frequency controls and 
programmable control buttons. 


PO COVE AGG rc ericscisdsectaressscerdlcs 136-174 MHz 
sensitivity....... eve S15 PV 
RF RUE cs snssecadsensben tscinicaitern euaniotintendaerties 75W 
input voltage 13.8 vDC, 15A 
dimensions... "Hx 6"Wx6"D 
MONT Re ea Sa a cients csccticseialsvsssiapione 2.2 pounds 


1C-V8000 ACCESSORIES 


CS-V8000, Soft ware........r.se00000 $32 
Windows™ compatible programming 
software. Requires OPC-478 or OPC- 
478UC programming cable. 


OPC-474, Cloning Cable............ $18 
Allows cloning of memory programing 
from one radio to another. 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Prog. Cable.......$59 
USB Programming cable. 


OPC-1132, 3m Power Cord........ $28 
SP-10, Mobile Speaker .......... yee $69 
UT-108, DTMF Decoder ............ $39 


ee : 


Local: (972) 422-7306 


IC-208H.....sceerseeerrees $289.95 
Emegg) The Icom IC-208H is 
a compact 2m/70cm 
dual band FM trans- 
ceiver. It has a green 
LCD display (switchable to 
amber) and features a 9600 
bps data port, extended RX 
with AM/narrow AM/FM/wide 
FM modes, detachable front 
control panel, CTCSS and DTCS 
tone encode/decode/scan, 16 
DTMF autodial memory chan- 
nels, 500 memory channels, 
multiple scan modes, weather 
alert mode, and more. Sup- 
plied with a mounting bracket 
with hardware, an illuminated 
up/down DTMF hand mic with 
programmable control buttons, 


INCLUDES ALL COUPONS & REGATES 


MZ ZOOH cececccvevsdsesvcess $149.95 
The Icom IC-2200H is 
a 2m FM mobile trans- 
ceiver. It has a switchable 
amber or green alphanu- 
meric LCD display, and features 
AM RX, CTCSS tone encode/de- 
code/scan, DTCS paging/squelch, 
24 DTMF autodial memories, 
extended RX, 207 memories, mul- 
tiple scanning modes, weather 
channel with alert, and more. 
The optional UT-118 digital unit 
provides digitally modulated and 
demodulated clear voice and data 
communications at 4.8 kbps. Sup- 
plied with a fused DC power cord, 
mobile bracket with hardware 
anda backlit DIMF hand mic with 
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3.5m (11-1/2') separation cable, 


and a fused DC power cord. 


RX coverage... 118-174, 230-550; 810-999 MHz. 


SOTASILIVITY .onescsessecnnrrvcorecesenpsecononsabboosevtveeneresbes <.18 pV 
RF Output (2M/70CM)sesesesnseenmneneereeeeeS / 50 W 
POUT VOB sacsaecercscnsccesoscsnsossscenesenenais «13.8 VDC 
CUTENT CONSUMPTION vseessseerserseeersnerernereee 12 AMPS 
GIMEMSIONS .sssssssseesscsrrssvoneese 1.6" H x 5.6" W x 7.3"D 
Wet costs tdssccrciecteeessioorrineee uated UNOS: 


IC-208H ACCESSORIES 


CS-208, SOftWALE ........sscscseesseeeee $32 
Windows™ compatible programming 
software, Requires OPC-478(U). 

MB-17A, Mobile Bracket........... $38 
MB-58, Front Bracket..........0000. $39 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Cable ............. $59 
USB Programming cable. 

OPC-601R, 7m Sep. Cable.......... $65 
OPC-1132, 3m Power Cord........ $28 
SP-10, Mobile Speaker .............. $69 


up/down controls and program- 
mable remote control buttons. 


FOC GOMELOG GS ceistetstsersstanvedmoctegmcsstelantins 138-174 MHz 
sensitivity... . .13 pV, typical 


BRE QUENT ccivctscss brectoucenstrctartsotsosmtnenieoatarnrhel 65W 
BATALI GSI EACIG cs cbassnorCervosootoccensessocases 13.8 vDC, 15A 
dimensions. 1.6" H x 5.5" W x 5.8" D 
weight... Nab Pik iki ceaslghs cag dsctpasdiaseasaltacte 2.8 pounds 
IC-2200H ACCESSORIES 
CS-2200, Software ......c..cesessoeses $49 


Windows™ programming software. 
Requires programming cable. 


MB-17A, Mobile Bracket ........... $38 


OPC-474, Cloning Cable............ $18 
Allows cloning of memory programing 
from one radio to another. 


OPC-478, Programming Cable... $45 
Serial programming cable (DB-9). 


OPC-478UC, Programming Cable .$59 
USB Programming cable. 


OPC-1132, 3m Power Cord........ $28 


SP-10, Mobile Speaker .............. $69 
UT-108, DTMF Decoder ............. $39 
UT-118, Digital Module........... $199 


ID-1 Boeccacccseceecesssoceccoones $979.95 
The Icom ID-1 is a 1.2 
GHz mobile transceiver 


for D-Star digital voice 
+ data operation. It has 
a separate front control panel 
with backlit LCD display, and 
features 950-bps data commu- 
nication in DV mode, CTCSS 
tone encode and decode, pocket 
beep function , DSQL digital call 
sign squelch, CSQL digital code 
squelch, 10Base-T Ethernet jack, 
100 memory channels, multiple 
scanning modes, and more. The 
radio is supplied with front con- 
trol panel with mounting bracket, 


COM 


IC-91A ..............9339.95 
IC-91AD............$434.95 
The Icom IC-91A F 

is a compact 
2m/70cm dual- 

band handheld 
transceiver. It has a 
back-lit keypad and dot 
matrix LCD display, and 
features bandscope dis- 
play mode, CTCSS tone 
encode/decode/ 
scan, dual watch, 
extended re- 
ceive (covers 495 
kHz-999 MHz), 
over 1300 mem- 
ory channels, 10 
DTMF memory 
channels, mul- 
tiple scanning 
modes, and more. The IC-91AD 
adds D-STAR DV mode (digi- 
tal voice+data). The radio is 
supplied with a rechargeable 
Lithium-lon battery pack, wall 
charger, belt clip, wrist strap and 
rubber duck antenna. 


designed specifically 


Orders: (800) 272-3467 


hand microphone with up and 
down frequency controls, 
- Ethernet cable coupler, USB 
extension cable, micro- 
phone extension cable, 
-SP-22 external speaker, 

controller software CD- 


power cord. 

RX COVErAGE: di-csssn snag’ .. 1240-1300 MHz 
SOENSIVIEY io sessqercrsecngecaarrsgh on settusscerlanate <.18 pV 
RF output (2m/70cm) senpersecae TOW 
INPUt VOITAGE .....crssssssssvsssesvessesesneesese 13.8 vDC 415% ~ 
CUITENT CONSUMPTION -csscecsssersssecasssessunsessseeeee 7 Amps 
dimensions 1.6" Hx 5.6"W x 6.3"D 
WEIGHT. ..nsi2tcciticarncctaraticsencaten 


santusissinene26 pounds 


What the heck is D-STAR? 

D-STAR is a new ham radio system 
which offers digital voice and data 
communications. It connects re- 
peater sites over microwave links 


and the Internet, forming a wide. 


area ham radio network. For more 
information on D-STAR, please see 
the TechNote on page 21. 


495 kHz-999.99 MHz 
sensitivity... . .16 pV, typical 
RF Output / COMMECTOP -sesescssecsssssesnsecees 5 W/ SMA-F 
supplied battery... 7.4V/ 1300 mAh, Li-lon 
4.1" H x 2.3" W x 1.3"D 
WIGHT usasavuisitoheleset cist cumarer cess 11 ounces 


IC-91A/D ACCESSORIES 


BC-139, Desktop Chargev.......... $89 
Desktop rapid charger completely 
charges BP-217 in 2.5 hours, 


BP-216, Alkaline Case .....sccccesee ree fe 
Holds two AA cells. 


BP-217, Li-lon Battery......... cake S60 
Rated 7.4 v, 1300 mAh. 


CP-19R, Cigarette Lighter Cord....$39 
HM-75A, Remote Speaker Mic.. $79 
HM-131, Speaker Mic ........0s0 $39 


HS-85, VOX/PTT Headset........... $85 
LC-163, Vinyl Case....ccccccccrsossnseee $39 
RS-91, Programming Kit............ $49 


Remote control software, with pro- 
graming cable. Also manually or auto- 
matically sends position data when a 
GPS receiver is connected. 


ROM, and a fused DC 


Local: (972) 422-7306 


ID-800H ......... 
REE) The Icom ID-800H is a 

2m/70cm dual-band D- 
UDS Star ready mobile XCVR. 

It has a separate front 
control panel with backlit LCD 
display, and features digital voice + 
950 bps data capability, wide-band 
RX (118-173, 230-550, & 810-999 
MHz), CTCSS tone encode/decode, 


9600 bps data jack, DTCS encode/ | 


decode, 16 
DTMF memo- 
ries (24-digit), 
500 memory 


0-STAR 


channels, multiple scan modes, - 


weather channel alert mode, and 
more. With an external GPS receiver 
attached, position coordinates can 
be exchanged. Supplied with the 


ra 


NCLUDES ALL COUPONS & REBATES 


IC-T9OA ......00000006 $249.95 
The Icom IC-T90A F 

is a 6m/2m/70cm 
tri-band handheld 
transceiver. The ra- 

dio has a backlit LCD dis- 
play and DTMF keypad, is 
built to JIS-4 specification, 
and features extended 
receive (covers 495 kHz- 
999 MHz) in AM/FM/FM 
wide modes, CTCSS 
tone encode/de- 
code, DTCS tone 
encode/decode, 
_ 555 memory chan- 
nels with Dynamic 
Memory Scan bank 
scanning, multiple 
scanning modes, 
weather alert mode, and more. 
The radio is supplied with a re- 
chargeable Lithium-lon battery 
pack, wall charger, swivel belt 
clip, wrist strap, and a rubber 
duck antenna. 


_ ware, a DTMF, 


.$569.95. 
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radio mounting 


with up and down 
trols, and a fused Dt 


“Current CONSUMPTION... 
CIMENSIONS ...e.sseseoseoee a 


OPC-478UC, Programming C 


USB Programming cable. 
OPC-601R, 7m Sep. Cable 
OPC-1132, 3m Power Cordhrmnna $ 


supplied Li-lon eancniel A 1300 mAh y 
dimensions...... BA" AX e y 
WEIGH. .cccsssetcocsensacessasortscant pee pee ea REE Qounces 


IC-T9OA ACCESSORIES 


BC-139, Desktop Charger... $89 — 
Desktop rapid charger completely — 
charges BP-217 in 2.5 hours. 


BP-216, AA Battery Case sss $35 


BP-21 23 Li-lon Battery eecenseeseseoos $85 
Rated 7.4 v, 1300 mAh. 


ee ees 


CP-19R, Cigarette Lighter Cord..$39 


CS-T90A, Software eencccosecocoooooosss $32 ‘ 
Allows convenient memory channel 
programming via computer. 


OPC-478, Programming Cable.. $45 
HM-46, Speaker Mic.......cccssecseere $43 
HM-75A, Remote Speaker Mic.. $79 
HM-131, Speaker Mic ......0s00s000 939 
HS-85, VOX/PTT Headset........... $85 
LC-152A, Virnyl Case ....cccccsssssseees $24 


t 


i ups handheld FM 
.E transceiver of- 
fering a full 7 Watts of 
output power. The ra- 
_ dio is weather resistant 


(IPX4 rating), has a backlit 
_ LCD and DTMF keypad, 


_ repeater shift, CTCSS 


‘memory chan- 


pe 1 off putomate pow- 
a save mode, nine DTMF 
Pen memory. chan- 


decode/scan, 100 
memory channels, 
_ multiple scan- 
_ ning modes, and 
- more.The radio is 
_ supplied with an 


holder, rubber 
duck, belt clip, 
-and wrist strap. 
Please note: the 
1C-T7H Sport 
does not include 
a rechargeable 
pack or wall charger. 


ACV B5 ceccecsesscceee Call for rise 
’ FREE The Icom IC-V85 


|} is a compact 2m 


and features automatic 


tone encode/de- 
code/scan, DTCS 
encode/de- 
code, 16 DTMF 


nels (24-digit), 
107 memory 
channels in 10 
memory banks, 
weather alert 


mode, multiple 


scanning modes, and more. The 
radio is supplied with a recharge- 
able Lithium-lon battery pack, 
wall charger, wrist strap, belt clip, 
and a rubber duck antenna. 


alkaline battery - 


Orders: (800) 272-3467 


IC-T7H ACCESSORIES 


I BC-1 1 ON1 + Desk Charger. seeeseoee $85 


Desktop rapid charger. 
BP-170, 4-AA Battery Case........ $32 


BP-173, Ni-Cad Battery Pack... $109 
Rated 9.6 vDC @ 650 mAh. 


CP-12L, Cigarette Lighter Cord..... $32 


CSWHH4, Programming Kit.......... $49 
Windows™ programming software 
with OPC-478 programming cable, 


HM-46, Speaker Mic....,....00:000000. $43 


-HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker Mic sesso $39 
HS-85, VOX/PTT Headset........... $85 


LC-137, Vinyl Case......corosserereee 935 


RX COVETAGE ..cvssssssssssereeesesceseersee 136 MHZ-174 MHz 
BOTISIENVUCY iia ccettentoncotp casicsdesinsineiconoee -16 pV, typical 
ANTENNA CONNECTOF casssssvsssssssreecesnseeensesee BNC female 
supplied battery. ..7.2V/ 1700 mAh, Li-lon 
dimensions...... we4.3" HX 2.3"Wx 1.3"D 
WOR CR haicteenin agit aivcicernstithenyniane 12.5 ounces 


1€-W85 ACCESSORIES 


AD-100, Charge Adapter........... $25 


BC-119N-51, Desktop Charger.......$79 
Rapid charger, completely charges BP- 
227 in 2.5 hours. Requires AD-100. 


BP-226, AA Battery Case............ $39 


BP-227, Li-lon Battery ...........00+. $84 
Rated 7.4 v, 1700 mAh. 


CP-19R, Cigarette Lighter Cord....$39 


CS-V85, SOftWALE .......cecsssesseensers $35 
Convenient Windows™ memory chan- 
nel programing software. 


HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset........... $85 
LC-167, Vinyl Case........ccseeseseseee $44 


OPC-478, Programming Cable... 
OPC-478UC, USB Prog. Cable.... 
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SAE ee ee ee ee et 


ic-vs. acai sitenrcmrennet 09.95 
The Icom IC- 
V8 Sport is-a — 
rugged 2m FM 
handheld trans- 
ceiver. It has a back-lit 
LCD display and DTMF 
keypad, and features au- 
tomatic repeater shift, 
CTCSS tone encode and 
decode, 5 DTMF autodial 
memory channels 
(24 digit), DTMF 
paging, 100 
memory chan- 
nels, multiple 
scanning modes, 
high speed scan, 
and more. The 
radio is supplied 
with an alkaline 
battery holder, 
belt clip, wrist 
strap, and a rub- 
ber duck antenna. Please note: 
the IC-V8 Sport does not in- 
clude a rechargeable battery 
pack or wall charger. 


WCLUDES ALL COUPONS & REBATES 


MOVE Ei ticevvestshensasvcntvece 9129.95 

The Icom IC-V82 

is a rugged 2m 
Ws} FM handheld 

transceiver of- 
fering a full 7 Watts of 
output power. It hasa_ {fF 
backlit LCD display and 
features automatic re- 
peater shift, CTCSS tone 
encode/decode and 
scan, DTCS tone en- 
code, extended 
receive, 200 mem- 
ory channels in 10 
memory banks, 
NOAA weather 
channel receive 
and alert modes, 
multiple scanning 
modes, optional 
UT-118 D-STAR 
module, and more. The radio is 
supplied with a rechargeable 
Ni-Cad battery pack, plug-in wall 
charger, belt clip, wrist strap, and 


sale s@texastowe rs.com 


batteries required uinnsmnnnmnnnnnsnnn 
diMmenslOMS nmmenn 5.2"Hx2.1"Wx Ae . 


* Wola. ctl aetike BAA py ceeitahetosdioe eas si . 12 ounces 


1¢-V8 ACCESSORIES 


BC-144N-51, Desktop Charger... $49 


BP-208N, AA Battery Case......... $19 


BP-209N, Ni-Cad Battery........... $39 
Rated 7.2 v, 1100 mAh. 


BP-210N, Ni-MH Battery............$49 
Rated 7.2 v, 1650 mAh. 


CS-V8, SOFtWALE .....c0sesescererereeses 935 
Windows™ programming software. 


HM-75A, Remote Speaker Mic... $79 
HM-128L, Earpiece Mic........00 $25 
HM-158L, Speaker Mic..sss.ssese000 $45 
HS-51, VOX/PTT Headset........... $79 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 
UT-118, Digital Unit............0.0. $199 


a rubber duck antenna. 


BX GRAV OTAGO scsi aieeccsrcesstuisceosncaseornreiation 136-174 MHz 
MEET IROTNLY esti a5s vo Spesem shdcki stern deasacseeigaccsevshse 16 pV 
RF Output / COMMECTON weecccccscsessesceseneeees 7W/BNC-F 
supplied Ni-Cad.... ..7.2V / 600 mAh 


4"Hx2.1"Wx 1.4"D 


dimensions... 

MID intl iad ckgintnadecenda anbchincdnserinchavasnsapive 14 ounces 
IC-W82 ACCESSORIES 
BC-144N-51, Desktop Charger... $49 
BP-208N, AA Battery Case......... $19 
BP-209N, Ni-Cad Battery........... $39 

Rated 7.2 v, 1100 mAh. 

BP-210N, Ni-MH Battery............ $49 
Rated 7.2 v, 1650 mAh. 

CS-V8B2, SOFtWALE.......sssceresseoree $35 
Windows™ programming software. 
HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset........0.. $85 
HM-128L, Earpiece Mic...........000 $25 


OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 


UT-118, Digital Unit...........0000 $199 


Ik EQUPMEAT 


SO-1 SSSR CH ODEO ESEOES EOD OSOOE SOR OROEEOSESe $99 ~ 
The SO-1 is a single arm standoff . 


bracket designed to quickly solve 
your extra antenna mounting prob- 
lems. It will support antennas like 
the Cushcraft ARX-2B Ringo Ranger 
or other similar single or dual band 
antennas, scanner antennas, and 
even small TV antennas. Construct- 
ed of hot-dipped zinc plated steel, 
and is supplied with two stainless 
hose clamps for mounting to your 
tower (additional clamps can be 
used for more strength.) 


SO=2 cn scccstsuisetetstedsenacthacec SARS. 
The SO-2 is a 39" tower standoff 
bracket. It will support vertical 
antennas designed to use 1-1/2" 


n EQUIPMENT 


The IIX Equipment RM-16 is 
a rotatable 
antenna 


i, 


. 


side mount, \ 
which is x 
compat- i\ 
ible with all 


popular tower 
sections. Allows 300 
degree antenna ro- 
tation. Built-in rotor 
plate accepts popular Hygain 
and Yaesu rotators. Constructed 
of heavy duty galvanized angle 
iron. Requires customer-supplied 
2" 0.D. antenna mast. 


\ Desc 
(AA T2 


The IIX Equipment RM2 is a 
pole/building mount version of 

WN the RM16, 
\\4 a} shown 

. i above. Will 
mount to 
the side of a 
utility pole, 
building, or chimney. 


Orders: (800) 272-3467 


U-bolt clamps. Arms easily adjust 


for any tower width. Constructed 


of galvanized Vangle iron. 


SO=3 sicccccctecceusessbisvsheapeactecsess Sao 
The IIX SO-3 is a heavy duty 
30" stand off 
bracket de- 
signed for use 


up to 4" in diameter. 
Constructed of 
1-1/2" galva- 
nized angle iron. Ac- 
commodates 2" and 2-1/2" masts. 


SO=4 sy nti esscarinipme pone SFOS 
The SO-4 is a 40" 
adjustable 
standoff bracket 
designed for use 
with tapered- 
leg (up to 30 de- 
grees) towers. 


$056 vi cicicintucstssonatnsee eo 
The SO5-6 is a universal sidearm 
bracket for Rohn 25G, 45G and 


GP-21X Gin Pole Kit .......... os iy 
The IIX 
Equipment 
GP-21X is 
a versatile 
gin pole 
clamp kit. 
It consists 
of two 
clamps and 
a pulley as- 
sembly. Re- 
quires a 2" 
O.D. 10-12 
foot long pole to be supplied 
by customer or order the GP- 
UPS two-piece UPS shippable 
aluminum gin pole below. Works 
with Rohn BX/HBX/HDBX towers 
and 20G/25G/45G/55G towers 
and can even be used mounted 
on the antenna mast to aid in 
antenna installation. 


GP-21X Clamps Onlly......... $269 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole. 


firmly hold a 2 inch 
mast 6inches away — 


on towers with legs. 
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55G towers. It will 


from the side of the — 
tower in a fixed di- 
rection. Includes 
two 2" U-bolts to 
hold a 2" mast. 


$05-26 Sadorecenacovevesoooooonecccooses $ 1 29 


~ Similar to the S05-6, except stand- 


off length is 26 inches. 


SO-13 Siiccesjaceascsscomernesteal SED 
The SO-13 is a multiple antenna 
standoff. 
It will hold 
three large 
vertical an- 
tennas. Mounts 
directly to Rohn 
25G,45G or 55G. Constructed of 
galvanized 1-1/2" angle iron. Stand- 
off length on 25G is 40". 


SO-1 2 SOSSCOOSHSHESHHSESOSSEOSOSSEESOSEOOS $249 
Two antenna version of the SO-13, 
described above. 


GP-81 Gin Pole Kitasnias $279 r 


The llX Equip- 
ment GP-81 
consists of a 
single heavy- 
duty tower 
clamp and 
pulley as- 
sembly. Requires a 2" 0.D. 10-12 
foot long pole to be supplied by 
customer or order the GP-UPS 
two-piece UPS shippable alumi- 
num gin pole below. Works with 
Rohn 20G/25G/45G/55G and 
similar towers, with leg diameter 
from 1-1.5" outside diameter. 


GP-81 Clamp Onlly......... ono ga29 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole. 


GP-UPS Gin Pole............006 $199 
The IIX Equipment GP-UPS is a 
two-piece, UPS shippable gin pole. 
It's constructed of rugged 1/8" wall 
extruded 6061-T6 aluminum tub- 
ing for strength and light weight. 


- will mount on 


- two verticals six 
_ cludes two cross b 
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The IX sa =e et 
a mast stand- | 
off clamp. | 


masts up to 3" 
diameter.Holds _ 


ing Siar aw ane 


PO-1 eeececooscceeseesos sien A 
The PO-1 pulley allows 
easy raising and lower- 
ing of low band w 
antennas. 
Re 
BA-2 scccsissectesces 9 Tae 
The BA-2 is a thrust _ 
bearing adapter © 
for Rohn 25AG2, | 
25AG3.and Uni- 
versal Tower 
sleeve top sec- 
tions. Pre-drilled to 
accept Rohn TB-3 
and Yaesu GS-065 a 
thrust bearings (not asa % 


HT 1-18 ..cccccccceccscsecseninereart ann 
The IIX Equipment HT1-18 is a 
heavy duty mobile antenna mount, — 
designed to fit any standard 2" or — 
1-1/4" receiver hitch. It accepts 
standard 1-1/4" television masting — 
(available at Radio Shackand many — 
home improvement centers), and — 
folds down to ease mast and an- ~ 
tenna installation. Stands off 18" — 
from the hitch—ideal for most — 
cars, SUVs and vans. 


Similar to the HT1-18 described 
above, but with an increased 24" — 
stand off. Designed specifically to 
clear the fold-down tail gate on 
pickup trucks. 


The IIX Equipment System 100 


rnment and commercial 
lications, as well as for 
us amateur mobile instal- 


crossbars, 90 degree adapters, 
and floor braces will allow 
usual multiple equipment 
tallations in a large variety 
vehicles. All System 100 
components interchange to 
simplify large installations and 
the heavy steel mount con- 
_ struction requires no mainte- 
nance during the service life of 


ns. The addition of extra . 


the vehicle. Performance under 


severe commercial usage is 


guaranteed. 


MM1 00-1 Messantaeknateracncueas $79 
Single radio mount, 7" width. 


MM 1 OG 7 cocccschndsasanicrse $1 59 
Two radio mount, 7" width. 


MM 1 00-1 sk ustaskiniokss cies $ 1 69 
Two radio mount, 10" width. 


SYSTEM 100 ACCESSORIES 


MM1 00-20S, 20" Mast..... $39 
MM100-25S, 25" Mast.....$49 


MM1 0030S, Base eeeeseesoeee $59 
Fits all S Mounts. 


MM101-07, 7" Crossbar...... $39 
MM101-10, 10" Crossbar.... $49 
Both crossbars have an integrated 
microphone holder. 


MM 1 01 -20, Brace eeesceeesees $29 
Floor brace, 20". 


SYSTEM 400 MOBILE MOUNTS 
The IIX Equipment System 400 
mobile mounts are ideal for large 
communication applications in- 
cluding police, fire, public utilities, 
government, military, commercial 
vehicles, marine, as well as serious 
amateur radio installations. Perfect 
for use in RVs, full size vans, mini 
vans, or any other vehicle with 
suitable clearance. Two shelves 
are supplied with each mount 
which will support four radios. 
Constructed of heavy duty steel 
finished in satin black. Supplied 
with all required hardware for 
vehicle mounting. 


MM40029 .........cccccceesseee 9389 
Four radio mount, 9" width. 


MM400-1 haneanpvancevacveceecs. $409 
Four radio mount, 13" width. 


MM100-105...........00000006 9169 
Two radio mount, 10" width. 


SYSTEM 400 ACCESSORIES 


PMS, Power Connector....... TBA 
The IX Equipment PMS is a vehicle power 
adapter kit for their System 400 mobile 
mounts. Will connect up to five radios in 
mount directly to battery. Includes 10 feet of 
10 gauge power cable. 


MIVA vessccesscessscseccenssens 9119 
The Jetstream JTPS28M is acom- 
pact switching DC power supply 
(up to 28 Amps) with back-lit amp 
and voltmeters. Output voltage 
is adjustable from 9-15 vDC. 
Specifically designed and filtered 
to eliminate RF noise and fully 
over-voltage and over-current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. 
Input is selectable for 115 or 230V 
line voltage. 


TE SES si iascsccunsvssssepsevvanesin 1 So 
Similar to the JTPS28M shown 
above, provides up to 45 amps. 


Orders: (800) 272-3467 


DT SG sei siltsesbanstesedsesccevesces SOO 
The Jetstream JTPS28 is acompact 
switching DC power supply (up to 
28 Amps). Specifically designed 
and filtered to eliminate RF noise 
and is fully over-voltage/current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. Se- 
lectable 115/230V input voltage. 


JTPS14M........000000 Seadsaadeeeattes $59 
The Jetstream JTPS14M is a com- 
pact switching DC power supply 
(up to 14 Amps) with back-lit amp 
and volt meters. Output voltage 
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is adjustable from 9-15 vDC. Spe- 
cifically designed and filtered to 
eliminate RF noise and fully over- 
voltage/current protected. Fea- 
tures front panel mounted binding 
posts and cigarette lighter socket 
as well as rear panel mounted 
quick-disconnect connections. 
The power supply has a quiet 
internal cooling fan. Selectable 
115/230V input voltage. 


All kits include JTCE1G center insu- 
lator, 100' of nylon rope, #14 AWG 
stranded copper antenna wire and 
two end insulators. 


MDI G DiFiss dopvekackashecuscsess $38.95 
Includes 30' of antenna wire. Cut 
to length for 6m, 10m, 12m, 15m 


or 17m operation. 
JTD20K, 20m (40’)...... $39.95 
JTD40K, 40m (75')...... $41.95 


JTD80K, 80m (140')....$47.95 
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VHF/UHF BASE ANTENNAS 


JTB1, 2m/70cM.......0000000 $79.95 
Three section fiberglass radome. 


FrEQUENCY FANGE weccrosene 144-148 & 440-450 MHz 
BE) certo Messeciinassshensievestcnsasseoonns OS CEH / 11,7 GBY 
power handling / connector........ 200 W / SO-239 
height / mast range........ woe 17'4" / 1.5-2" 
WING SUIVIVal Sc tito neo eainenneennd 90 MPH 


JTB2B, 2M/70cM ......0000+8 $69.95 
One section fiberglass radome. 


frequency range 144-148 & 440-450 MHz 
EAIG) cheat cincatosca 

power handling 
height / mast range.. 


wind survival 


JTB3, 2m/7OCM.........00000 $59.95 
One section fiberglass radome. 


FFEQUENCY LANGE avveecsseee 144-148 & 440-450 MHz 
ISNT ccac eccvaessabt eso veetsedstnasestscusconsienernses 4.5 dBi/ 7.2 dBi 
power handling / connector........ 200 W / SO-239 
height / mast range......... 
AWETNCL/SUPVIVEdl cscs cscovsvt pice cbavtaseqtrtestuvesreeenscen tein 90 MPH 


JTB4, 6m/2m/70cm........ $99.00 
One section fiberglass radome. 


FFEQUENCY vsseecssssees 50-54, 144-148, 440-450 MHz 
MPA saastoas atch accoassidinisniMtassatictss 2.15 dBi / 6.2 / 8.4 dBi 
power handling / connector........ 200 W / SO-239 
height / mast range...» = 
WAN SUPViVal .ssdsistossuittny.ttmedigdedhiensoas aero 


COUPONS & REBATES 


TS-2000......csccescceceseee 9 1589 
The Kenwood TS-2000 
is an HF/6m/2m/70cm 
all mode transceiv- 
er with a built-in 


INCLUDES A 


1200/9600 bps TNC. The ra-" 


dio includes Kenwood’s Sky 
Command. II+ system, has an 
amber LCD display and fea- 
tures an automatic antenna 
tuner, CTCSS tone encode/ 
decode, CW memory keyer, 
dual receive, dual Digital Signal 
Processing, 300 memory chan- 
nels, multiple scanning modes, 
built-in high stability TCXO )+.5 
PPM), built-in RS-232C jack for 


RENWOUD 


TS-480OHX...cccccscscccsecccseeess $1059 
F The Kenwood TS-480HX 
is a 200 W HF/6m all 
mode transceiver. The 


radio has a separate con- 
trol panel with backlit controls and 
LCD display that includes its own 
speaker. Features include built-in 
RS-232C personal computer inter- 
face (ARCP-480 control software is 
a free download from Kenwooad's 
web site), CTCSS tone encode/ 
decode/scan, dual-precision 16-bit 
digital signal processing (provides 
automatic noise reduction, TX/RX 


_ Orders: (800) 272-3467 


external control 
via personal com- 
puter, and more. 
The radio is sup- 
plied with a hand 
microphone with 
up and down fre- 
quency controls, 
and a fused DC power cord. 


main RX coverage.....3-30, 50-60,142-152, 420-450 MHz 


SUD RX COVEFAGE seeveesesrerrsesnetneee 118-174, 220-512 MHz 
sensitivity...... Tibet peeolecte aati ee 
selectivity... 12, 8, 6, 2.2 KHz 
Frequency Stability ...csssssssosssssesscesssmessnesees +.5 PPM 
RF OUtPUt (7OCM)....c.sssssseecssesesescavensense 100 W (50 W) 
IMPUt VOITAGE .....csecsssvsseesecsersesnatvense 138 vDC, 20.5 A. 
dimensions.. "38" Hx 10.6" W x 12.5" D 
WEIGH -ississisnsssvecheors recess sioner 17.2 pounds 


SkyCommand II+ 

Kenwood’s SkyCommand II+ is 
a remote transceiver control 
system that allows control of 
the TS-2000 or TS-2000X from 
a remote location, using the 
Kenwood TD-D7AG handheld 
or TM-D710A mobile trans- 
ceiver. Completely legal for 
use within the USA, as of De- 
cember 15, 2006. 


equalizer, and slope tune AF fil- 
ters), CW auto tune, three message 
electronic CW memory 
keyer, dedi- 
cated data 
jack (6-pin 
mini DIN), 
dual cool- 
ing fans, 100 
memory channels, 
multiple scanning modes, dual 
TX passband settings, 100-level 
transmit speech processor, and 
more. The radio will accept up to 
two optional crystal IF filters, and is 
supplied with a hand microphone 
with up and down frequency con- 
trols, 4m control panel separation 
cable, table-top control panel 
mounting bracket, and two fused 
DC power cords. 


TS-2000X eeececesonecsecoosces $2039 
The Kenwood TS-2000X is an 


_ HF/6m/2m/70cm/23cm all mode 


§] transceiver with a built- 
UDS in 1200/9600 bps TNC. 

p It is identical to the 
TS-2000 described at 
left, except with the addition of 
all mode 23cm. All mode fre- 
quency coverage is 1240-1300 
MHz. Transmit output power on 
the 23cm band is 10 Watts. 


RX COVEFAGE -snenmnen 3~30, 50-60, 142-152, 420-450 MHz 

118-174, 220-512, 1240-1300 MHz 
SOMSIEI VAY -ncasece:scconstects cent ehtajalsesetis PAsINsen aR RSE FAN 
selectivity.....« 12, 8, 6, 2.2 kHz 
frequency stability... 
RE OUtDUE (ZOCIMA) viocseiccccssesesssepsicnsonisnns 100 W (50 W) 
IMPUt VOItAGE .......ssssersssevnrecdnsversenee 13.8 vDC, 20.5 A 
dimensions... 3.8" H x 10.6" W x 12.5"D 
WIQH «.sa:s--sossernraonisteeaioly usta eeeanen ae POUDES 


TS-48B0SAT ..rcccescsssscseeees $939 
F Lower power (100 Watts 

on HF and 6m)version 

of the TS-480HX, fea- 

turing a built-in high- 
speed automatic antenna tuner 
with band setting memory (tun- 
er covers HF and 6m). As a result 
of the reduced power output, 
current consumptions drops 
to 21.5 Amps. The radio only 
requires a single DC power cord, 
which is supplied. 


RX COVETAGE veecerseccssessensecsnsssssnsees 5-30, 50-54 MHz RX COVETAGE unseen . 5-30, 50-54 MHz 
SETSICUVAEY ii coskivcettvassdescchiostuhiohasp ania < .2 pV, typical sensitivity........ < .2 pV, typical 
selectivity..... «12, 5, 2.4 kHz selectivity......... 5, 2.4 kHz 
FreQUeNCy Stability ........ssscssseeessssssesessnneesees +5 PPM frequency stabi +5 PPM 
RF output (6m). 10 W (100 W) RF output (6m) .-100 W 
input voltage 13.8VDC,41A input voltage ,21.5A 
dimensions.. 7"W x 10.9" D dimensions x7" Wx 10.9" D 
WII iifats sosncasrssettaynterbacesobesphadal ite toad ioegy 8.2 pounds WeIQGhtl icsinsesmasseben nastmatisetalla.tarcevaies 8.2 pounds 
Local: (972) 422-7306 
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DRU-3A, Digital Modul: 
Digital recording module 
60 seconds of record time. 


MB-430, Mobile Bracket. 


MC-57DM, DTMF Hand fe . 
DTMF hand microphone wi 
down frequency controls. | 


MC-60A, Desk Mic sense 
Deluxe desk microphone with 
down frequency controls. 


RC-2000, Controller Fett 
Mobile controller, supplied with 
speaker, mounting bracket, DC power 4 
cord, microphone extension cable, and — 
separation cable. 4 ha 


SP-23, External Speaker nimi $99 4 
Matching external speaker. < 


Syn 


VS-3, Voice Synthesizer cesses $49 


TS-480HX/SAT ACCESSORIES | 


MB-480 .cpsecccccscssssssstsonssceseeseuiatead Sota 
Sturdy radio mounting bracket, 


MC-60A .occessnscsecenssosessnntesnmencue man 

Deluxe desktop microphone with up — 
and down frequency controls. Requires _ 
MJ-88 adapter. : 


MJ-88 FORO O OOOO OOOO OSE seo OHO oOREOeeHenOeEeeDeD $39 
Microphone adapter. 8-Pin modular 
(radio) to 8-Pin.round (mic). 


PG-AZ sscieessssasveestnuns caceseuecshestonfurh POI 
Separation kit, 4m length. Includes 
control panel separation cable, micro- 
phone extension cable, and speaker 
extension cable. 


SO-3 sascccsosiecscsecssdareceneetlas pesekeston ane 
High stability frequency oscillator. 
Increases stability to .5 PPM. 


SPEZS cscassccsestonivs soecssaboesschnece pea 
Matching external speaker. 


VGS-1, Voice Module .......... ssseses $69 
YF-107C, 500 HZ cw Filter ...... $135 
«$135 
YF-107SN, 1.8 kHz SSB Filter...$135 


YF-107CN, 250 Hz CW Filter... 


“i V -D aE aitchcassbensesovtns $579 
The Kenwood TM-D710A 
| is a 2m/70cm dual band 
| mobile transceiver with 
a built-in 1200/9600 bps 


— 


‘Command Il+ operation. It has 
separate control head with 
_ switchable color (green or am- 

ber) dot matrix LCD display, and 
features extended RX, AM RX, 
dual RX, dual in-band RX, CTCSS 
tone and DCS encode/decode/ 
scan, 1000 alphanumeric memory 
channels, 10 DTMF memories, 
_ band scope display, cross band re- 
_ peat, fixed band repeat, multiple 


KENWOOD. 


TM-27 TAK .scssescesssssssvesseosersers 9159 
The Kenwood TM-271AK 
is a compact 2m FM mo- 
bile transceiver, built to 
US MIL-STD 810 C/D/E/F. 
The radio has a green LCD dis- 
play and features a front-mounted 
_ speaker, automatic repeater shift, 
200 memory channels, extended 
receive, multiple scanning modes, 
CTCSS & DCS tone encode/decode, 
weather alert mode, and more. The 
radio is supplied with a DC power 
cord, backlit DTMF hand mic with up 
and down frequency controls, anda 
mounting bracket with hardware. 


RX coverage 136-174 MHz 


sensitivity... .<.18 pV 
RF OUTPUt, 255.0... ccsansctsscaemeraobtosipaseaeriaeenserecenyy 60 W 
input voltage... .13.8vDC, 13 A 
dimensions....... 1.7" Hx 6.3"W x 5.4"D 
cS Ee pe Sieeege eerspeetioy 28 Se ee area 2.6 pounds 


for Packet, APRS® and Sky © 


Orders: (800) 272-3467 


scan modes, and more. Supplied 
with a mounting bracket with 


_ hardware, separation cable, back- 


lit up/down DTMF hand mic, and 
a fused DC power cord. 


main’RX coverage smu. a eis 


18-470 MHz 
sub RX coverage.136-175, 300-524, 800-1300 MHz 
SENSIIVITY <2..nccstcumedrsvecroce een eA 
OUtPUt POWeF (2M/7OCM) u.ecccesssssersssvere ..50/35W 


TM-D710A ACCESSORIES 


MC-60A, Desk Mic.......s0ss0s000000 $159 
Requires MJ-88 adapter. 


MJ-88, Mic Adapter.....cssessssssssee $39 


PG-2N, DC Power Cord..........0000 $25 


PG-5FW, 4m Separation Kit....... $79 
Kit includes radio separation cable, micro- 
phone extension cable, speaker extension 
cable, and a fUsed DC power cable. 


PG-5GW, Programming Cable... $45 
SP-50B, Mobile Speaker sss... $69 
VGS-1, Voice Module ..............+.. $69 


TUROEGIA sescnissserincossoonceseinclens $3.19 
The Kenwood 
TH-F6A is a 
144/220/440 MHz 
triband handheld 
XCVR, built to MIL-STD 810. 
The radio has a large backlit 
dot matrix LCD display, and 
features dual receive, dual 
in-band receive, wide band 
receive (AM/CW/FM/FM-W/ 
FM-N/LSB/USB modes), 
435 memory channels, 
CTCSS and DCS tone 
encode/decode, 
backlit DTMF key- 
pad, multiple scan- 
ning modes, and 
more. The radio is 
supplied with a re- 
me §=6chargeable Li-lon 
battery pack, wall charger, belt 
clip, and a rubber duck antenna. 


RX coverage ..... .. 100 KHz-1300 MHz 
SENSItIVITY.......000 
RF output / connector-.... 


supplied battery............7.4 VDC Li-lon, 1550 mAh 


Local: (972) 422-7306 


TM-V7 TA cessosessvssesesssesssereeee $399 
The Kenwood TM-V71A 
is a 2m/70cm dual band 
mobile transceiver. The ra- 

‘dio has a color switchable 

(green or amber) LCD display with 

the unique capability of mounting 

the speaker on the top or the bot- 
tom of the radio (simply flip the 
body of the rig over). Other fea- 
tures include cross-band repeat, 

CTCSS tone encode & decode, 

dual receive, dual in-band receive 


.(VHF/VHF or UHF/UHF), built-in’ 


EchoLink sound card interface, 
ten dedicated EchoLink memory 
channels, 1000 PC programmable 
memory channels, weather alert 
mode, multiple scanning modes, 
and more. The radio is supplied 


KENWOOD HT ACCESSORIES 


EMC-3, Earpiece Mic .......0+000000 $29 
HMC-3, VOX/PTT Headset......... $59 
PG-2W, DC Power Cord.......s0s000 $25 
PG-3J, Auto Lighter Cord........... $49 
SMC-32, Speaker Mic.........00000008 $59 
SMC-33, Speaker Mic..........ise $69 
SMC-34, Speaker Mic... $39 


With programmable remote buttons 
and volume control. 


TH-F6A: 

BT-13, Alkaline Case .......sesee $29 
PB-42L, Li-lon Battery Pack....... $85 
PG-4Y, 9-Pin Prog. Cable............ $39 
SCAB 1, SOT CACO cncsesspasseecssnsccveces $19 
TH-D7AG: 

BC-19, Rapid Desk Charger....... $69 
BT-11, Alkaline Case ......cessess $19 
PB-39, Ni-Cad Battery Pack....... $69 
PG-4W, Programming Kit.......... $65 
SC-47B, SOft Case.....ccssssssessrsees $19 


sales@texastowers.com 


with a hand microphone with up 
and down frequency controls and 


a fused DC power cord. 

MAIN RX COVELAGE snnnnenenninneenennnennenrmeeme 118-470 MHZ 
* sub RX coverage—.....136-175, 300-524, 800-1300 MHz 
SOTISIERV EY vgn nies orcentn ioe ie eels <.16 pV 
OUTPUt POWER ....escssessverssvesssssseeessseessssssvecsseene OO Watts 
IMPUt VOItAGE ..essecsesseeseessneseenser 13,8 VDC, 11.5 A. 
J Se % CA ee ee 1.6"Hx5.5"Wx7.7"D 
WRIT fcccias5 acnisdocestaaremownconamee ine .. 3 pounds 


m= TM-W71A ACCESSORIES 


MC-60A, Desk Mic.........00000000008 $159 | 
Deluxe desktop mic with up/down 
frequency controls. Requires MJ-88. 


MJ-88, Mic Adapter............000000 $39 
PG-2N, DC Power Cord..........00 $25 


DFK-3D, Separation Cable......... $49 
Radio separation cable, 3 meters. 


PG-5FW, 4m Separation Kit....... $79 
PG-5GW, Programming Cable... $45 


PG-5HW, PC Interface Kit .......... $69 
SP-50B, Mobile Speaker........... 1$69 
VGS-1, Voice Module s.sssessssssnse $69 


THEDZAG s.ccscsevssesccsessveees 9339 
The Kenwood TH-D7AG 
is a 2m/70cm 
dual band 
handheld XCVR 
with a built-in 
1200/9600 bps 
TNC for Packet, APRS® and 
Sky Command II+ opera- 
tion. It has a back-lit key- 
pad and LCD display and 
is built to MlL-radio fea- 
tures dual RX, dual in- 
band RX, voice+data 
receive on VHF, 200 
memory channels, 
CTCSS tone encode/ 
decode, and more. 
Supplied with a re- 
chargeable battery 
pack, wall charger, 
belt clip, wrist strap, 
and a rubber duck antenna. 


RX COVETAGE worssecsersesseseeneee 118-174, 400-470 MHz 
SENSIIVILY ...ssssressvecssessseeeen 18 pv 
RF output / connector 5 W/SMA-F 
supplied battery...........9.6 VDC Ni-Cad, 600 mAh 
CIMENSIONS .rcsecssesssereeseeesneces 4.4"Hx2.2"Wx 1.3"D 
ANGLES sap cctsecodsesdeebas] ae ocncasien sti dtiessenceh ors 12 ounces 


LAKEVIEW - 


9106, 6M......0sececeeee0ee $31.95 
9110, 10M.....cerereeeeeee $31.95 
9112, 12M neue 95 1-9o 
9115, 15M.rcecceeseeeeree $31.95 
9117, 17M...c2cccesssrsere $31.95 
9120, 20M......s0e0000e0 $31.95 
9130, 30M...c-ceceseeeeeee 931.95 
9140, 40M.....secereeee0ee $31.95 
9175, FS seresecninneaes FSA 


Lakeview HamSticks are rug- 
ged, monoband mobile anten- 
nas. These two-piece antennas 
consist of a hollow fiberglass 
base section approximately 
1/2" in diameter with a load- 
ing coil wound directly on 
the fiberglass and covered 
with PVC shrink tubing. The 
black oxide coated brass base 
has standard 3/8" x 24 male 
threads. The top section is a 
tapered black stainless steel 
whip that telescopes into the 
base section for frequency 
adjustment, and is secured by 


LARSEA 


KG-2/70CXPL........... $119 
KG-REINSTALL ........ $9.95 
The Larsen KG-2/70CXPL is 
a 1/2 wave, on-glass VHF/ 
UHF dual band mobile an- 
tenna. The antenna is black, 
with a low profile design 
and comes factory tuned 
for quick and easy instal- 
lation. It provides 2.4 dB 
gain when mounted near 
a ground plane. Supplied 
with 14 feet of RG-58/U 
coax with UG-175 reducer 
and PL-259 connector. The 
KG-REINSTALL kit is required 
to reinstall the antenna— 
consists of two adhesive 
pads (one for the antenna 
and another for the pickup 
coil), glass cleaner, adhe- 

sion promoter and two 

Allen wrenches. 


NL 


COVESAGE neesessrvseeccsrnseessese 144-148 & 440-460 MHz 


electrical length 
Cl ee 2 required) 
power Marling ssis.dccessssttssecnrtencdeesaarpseemt 100 Watts 


PHI VSWR oss sicssosnscasisieinitandioianceneceponts 1.5:1 or less 


Orders: (800) 272-3467 


two set screws. All models measure 
approximately 7 feet in length, and 
handle 600 Watts. 


Ta 
+ Power HANALNG..rrnenesneernenenssiene sense 600 watts 
typical VSWR evnsnisnenn noun 2:1 OF less 


MOU BSisaziscidietecsciscceetenssesenst 3/8" x 24 male thread 


LAKEVIEW HAMSTICKS 
MODEL | BAND BANDWIDTH 
350 kHz ; 


175 kHz 


entire band 


| 9106 _| 

| 9110 | 10m _| 
| 9112 | 12m_| 
| 911s | 15m_| 
| 9117 | 17m_| 
| 9120 | 20m _| 
| 9130 | 30m _| 
| 9140 | 40m_| 
|_9t75_ | 75m_| 


IM-1, Inductamatch ...$29.95 , 


An inexpensive and easy way to 
match HamSticks. Easier to use and 
less expensive than capacitance 
matches. Designed to be base 
mounted. Usually not required for 
10m or for 6m. 


NIM OR ieaks nccccoscticceceaceses $19.95 
The Larsen NMOK is a 3/4" NMO 
type hole mount. Supplied 
with 17 feet of 

coax, areducer, 

and a PL-259 

connector. 


The Larsen NMOMM is a rectan- 
gular magnet mount with Teflon 
liner to protect 

paint. Measures 

3-1/2" x 3", rated 

for 90 pounds 

of pull. Sup- 

plied with 12' of RG-58/U coax, 
with a crimped PL-259. 


NMOMMR ......ccesccseesseseees $34.95 
The Larsen NMOMMR is a round 
magnet mount with Teflon liner 
to protect paint. Measures 3-1/2" 
in diameter, rated for 90 pounds 


of pull. Supplied 
with 12' of RG- 
58/U coax with : 


a crimped PL-259 connector. 


Local: (972) 422-7306 


| Aelia! 
oa ~y 


37G aiiscesscgcscsdacbsaseesoe 979195 
377 ssssssenavencvasssensseeeees 9999S : 


Heavy duty mag mounts 


are great for use with 
HF mobile antennas. The 376 

is rated at 825 ‘ 
pounds, the 
377 is rated at 
1000 pounds. 
Both have 3/8" x 24 thread 
mounts, and come with 15 
feet of coax with a PL-259 
installed. 


37 Su ccrsantuccedtonanessekesate SOMEOD 
Triple magnet mount designed 
to hold the HamStick anten- 
nas, but will work with oth- 
ers as well. Incorporates a 
3/8" x 24 mount, so it’s 
compatible with 

most mobile 

HF antenna 

systems. Rated 

for over 400 pounds of 

pull strength and comes with 
15 feet of coax with a PL-259 
connector installed. 


NMO2/70CO........0200+ oe $42.95 
TheLarsen NMO2/70CO 
is a 2m/70cm dual 
band coil for NMO 
mounts. Black in color, 
it measures 3" high, 
and handles 100 Watts. 
Use with W2/70 whip. 


NMO150BCO........0c000e $25.25 
The Larsen NMO150B- 
CO is a 2m coil for NMO 
mounts. Black in color, 
it measures 2-1/2" high, 
and handles 200 
Watts. Use with 
W490(B) whip. 


NMOQC........ccce00 $19.95 
The Larsen NMOQC is a 
quarter wave whip for NMO 
mounts. It’s used without a 
coil, and can be tuned to 
cover 136-512 MHz by 
cutting the stainless steel 
whip per the included cut- 
ting chart. Measures 21" 
at maximum length. 


sales@texastowers.com 


dipole kit. 
Excellent for u 


balconies, in 


operation. 


276 incase 
The Lakeview 276 


thread socket and an 
connector, so it will ac 
coax assembly with a sta 
PL-259 connector, 


9007, 2m Colinear.....$32.95 — 
The Lakeview 9007 isa 2m co- — 
linear mobile antenna. The an- 
tenna measures approximately - 
7 feet long, is rated for 1000 — 
Watts, and offers 4.5 dB gain. — 
Construction is identical to the - 
HamSticks. Quick disconnect — 
not recommended. imate 


a 


a 


le) oe 
The Larsen POK is an SO-239 type — 
3/4" hole mount. a i 
Supplied with 
17' of RG-58- 
A/U coax, UG- ™® 
175 reducer { 
and PL-259 connector. . 
. 


PQ siisossncasccnesccssteaee ovese SEARO 
The Larsen PQ is a quarter wave 
whip for PO type mounts. Maxi- — 
mum length is 21", cut to length 
to cover 136-512 MHz. 


TMB34 oeererersoescesos eeeececos $6.95 
Right angle bracket for use with 
NMOK and POK hole mounts. 


W154 ose ee $19.95 oe 


Colinear whip for 70cm, 15.4". 
W2/702icccssvascekiveniee +6 $24.95 
Dual band 2m/70cm whip, 34". 
W490 soivescscuxsedsedncaaters $11.95 
W490B (black)............ $14.95 


Stainless 49" whip, 5/8 wave on 
2m, 1/4 wave on 6m. 


O00PRO is a high pow- 
c omatic antenna tuner with 
ye tuning range of 6—1000 
It works with any radio and 
antenna with an unbalanced 
. The optional RBA balun allows 
g of balanced line antennas as 
[The tuner’s big cross needle 
I reads forward and reflected 
power, as well as SWR, all at the 
same time. All required interface 
re now included! 


meneateeenene 18-54 MHZ 


switched Lnetwork 


tuning t AES essececers .2-30 seconds, 10 sec. avg. 
voltage requirement..... ssssesssseerees 11=15 VDC, 1A 


3.5"Hx 9.5" Wx 13" D, 5.2 pounds 


(UG HEC TRNCS 


MMi itteccescecccescserse9 139 
The LDG Z-100 is a low cost, 
100 Watt automatic antenna 

tuner. It features 200 tuning 

memory channels for almost 
instant tuning, and latching re- 
lays to reduce power consump- 
tion. Works with any radio and 
any unbalanced antenna (the 

_ optional RBA balun allows tun- 

_ ing of balanced line antennas). 

All required interface cables 
are now included! 


FFEQUENCY COVETAGE..-eossnseereessnneeessnnssesee 1,8-54 MHz 
CIFCUIE TYPC...snsecssereeene ..switched L network 
power handling (6m).. «125 W (50 W) 


tuning range, 1.8-30 MHz.. 6-800 Ohms 
tuning range, 50-54 MHZ... 16-150 Ohms 
TUNING BHME....ccsrrseecessnneees .1-5 seconds, 3 sec. avg. 
voltage requirement... 11-14 vDC, 250 mA 


ANTENNA| CONNECCHOSS urerserssssecsssssernsesneenessesensene SO-239 
AIMENSIONS .....00000 1.5"Hx 5.5"Wx 5.3"D 
1 pound 


Orders: (800) 272-3467 


AT-200PRO PPP $229 
The LDG AT-200PRO is a 200 
Watt automatic antenna tuner. 
It features a two position coax 
switch, dual LED bar graph to 
display power and SWR, and 
latching relays to reduce power 
consumption. Works with any ra- 
dio and any unbalanced antenna 
(the optional RBA balun allows 
tuning balanced line antennas). 
All required interface cables are 
now included! 


FFEQUENCY FAMGE vessssssssnssesesssneeeeveen .-1,8—54 MHz 
ITCRINE. CY P00 basatdbastaesvsrgtseretsacsoons aba L network 
power handling, 1.8-30 MHz. d 

power handling,,50-54 MHz.. 


tuning range, 4,8-30 MHz. 

tuning range, 50-54 MHz.. 

tuning time)... oan ceauedemteniad: 

input voltage........ 11—16 vDC, 750 mA 
ANTENNA COMMECLOSS ccccosssssnssssseensceerssnserensenes 50-239 
dimensions...... 2" Hx6"Wx8.5"D 
Welghtsi:..::iconcssngcncnneseapteeeenapaniaaal 1 pound 


SWR / Status 


2:11 Pro DG 


BA PRO lossvdsverevvessercassere 9109 
The LDG Z-11PRO is a compact, 
125 Watt automatic antenna 
tuner for portable operation. It 
can be powered from an internal 
battery, and uses latching relays 
to reduce power consumption. 
Works with any radio and any 
unbalanced antenna (the op- 
tional RBA balun allows tuning 
of balanced line antennas). All 
required interface cables are 
now included! 


frequency coverage se 1.8-54 MHz 
CIFCUIT TYPO rracserssesrves 
power handling (6m). 
tuning range, 1.8-30 MHz. " 
tuning range, 50-54 MHz 16- 150 Ohms 


TUNING BIME....csscesrnnreeeee 1-6 SeCONMS, 3 Sec. avg. 


AT-1 OOPRO:. sccscassshisnavaces $199 
The LDG AT-100PRO is a 125 Watt 
automatic antenna tuner. It fea- 
tures a two position coax switch, 
dual LED bar graph to display 
power and SWR, and latching 
relays to reduce power con- 
sumption. Works with any radio 
and any unbalanced antennas 
(the optional RBA balun allows 
tuning balanced line antennas). 
All required interface cables are 
now included! 


FEQUENCY FAMGE vaseecerseseessnveessssnnsassnnene 1.8—54 MHz 
circuit type switched “L" network 

power handling, 1.8-30 MHz. 
power handling, 50-54 MHz.. 
tuning range, 1.8-30 MHz 
tuning range, 50-54 MHz. 
tuning time.......... 
input voltage...... 


ANTEMMA| COMMECEOLS eesesersesssesssnnenvsseneeeesenaneten “50-239 
SIZE saci .2" Hx 5.5"Wx 7.5"D 
weight... w«e1.5 pounds 


DT S-Gixcieccctebansvevevaseecscocees 999 
DTS-6R, Remote. .......00006 $49 
The LDG DTS-6 is a 6-position 
remote coax switch. Radio sense 
mode automatically grounds all 
antenna inputs when radio is 
turned off. A bright LED indicates 
antenna selection. Handles up to 
1500 Watts on HF-6m. Connectors 
are SO-239 type. 


CTSA isiisdseabscssenesasscacavess 79 
DTS-4R, Remote..............$39 
Similar to the DTS-6, described 
above, except with four positions. 


BAT 41 steccstetvestsdcchsseccsssa 930 
RB AAMT iessstsdicctccsdstescaschsqe 9 30 
Rugged external 

baluns. Allow 4 


voltage requirement.. 8-16 vDC, 300 mA LDG tuners to i, 
antenna connectors ... Lirerestreigpnaiien One oo a” 
dimensions... 1.5"Hx5"Wx7"D match balanced fe . 
PREP i 1.5pounds line antennas. 
Local: (972) 422-7306 


sales@texastowers.com 


T7000 srccacscosentcsesesserossoeenss 9159 
FBO diiauabichacniencoctnc G17 
These LDG automatic antenna 
tuners are designed for the Yaesu 
FT-897D and Icom IC-7000. Both 
have a wide tuning 
range of 6—800 
Ohms and are pow- 
ered directly from 
the radio. Latching 
relays reduce power 
consumption. All re- 
quired interface ca- 
bles are supplied for 
quick installation. 


bon 1.8-54 MHz 
hed L network 


frequency coverage... 
CIFCUIE tYPO...eeccessecsonees 
power handling (6m)... 1-125 W (100 W) 
tuning range, 1.8-30 MHz .. 6-800 Ohms 
tuning range, 50-54 MHZ... 16-150 Ohms 
TUNING BHM ...eeeeccsssseesessene .1-7 seconds, 4 sec. avg. 
voltage requirement .8-16 vDC, 300 mA 
antenna connectors 
Size (AT-897) .....0100 1.5" H x 3.3"W x 11.5" D, 2 Ibs. 
size (AT-7000)....... 1.3" H x 6.5" W x 6.5" D, 1.5 Ibs. 


POPIME TEES cisidasctavascesseasases 949 
The LDG FT-Meter is a low-cost 
solution to all your FT-857(D) and 
FT-897(D) metering needs, that 
plugs right into the little-known 
meter jack on the bottom of either 
of these two radios. It provides a 
crisp, highly readable 2.5" meter 
face with calibrated scales for 
signal strength and discriminator 
reading on receive, and power out- 
put, SWR, modulation, ALC action 
and supply voltage on transmit. 
Each function is selectable from 
the radio's menu. Easily visible 
from anywhere on your desk or 
dash, the FT-Meter is illuminated 
by any external 12 vDC source. 


RX functions........ s-meter, discriminator, voltage 
TX functions..... ALC, mod., power, SWR, voltage 


cable length wwe reesei lansetanseaes eae 2.5 feet 
backlight voltage . .12 vDC, 100 mA 
dimensions........ 3"Hx3.5"Wx2"D 
WEENIE sissicssasenqnselccomtnapasttulevens sf2SSsar saad. abieies COOUNICRS 


GMBSS | ccicscccscandvesrsatinsssstn oOo 
The M2 6M3SS is a light but rug- 
ged, computer optimized, 6m 
beam antenna offering low wind 
load and great performance for its 
size. Quick and easy to assemble, 
it’s great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2’s weatherproof, gel-filled 
and O-ring sealed T-match for long 
mechanical and electrical life. 


ANTENNA 
MODEL - 


FREQUENCY 
COVERAGE 


M2 


ZMIOSSBEM ......cecseoseeeseeees 9 149 
The M2 2M9SSBFM is a short- 
boom, computer optimized 
beam antenna for 2m operation. 
It can be tuned for the SSB or FM 
portion of the band. Features all 
stainless steel hardware (except 
U-bolts), and M2’s unique, weath- 
erproof, gel-filled and O-ring 
sealed driven element module, 
offering years of trouble free ser- 
vice in all weather conditions. 


ELEMENTS 


GMSX ‘ssicescscsasatesessevecvense S259 
The M2 6MS5xX is a medium sized, 
computer optimized, 6m beam 
antenna offering great perfor- 
mance and low wind load for its 


size. Quick and easy to assemble, 


it’s great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2’s weatherproof, gel-filled 
and O-ring sealed T-match for long 
mechanical and electrical life. 


BM7IHV ...cccesscsscsssesrereee $319 
The M2 6M7JHV is a medium sized, 
computer optimized, 6m beam 
antenna offering excellent gain 
and very clean pattern, making 
it ideal for long haul terrestrial 


and EME communications. The | 


antenna features all stainless steel 
hardware (except U-bolts), and 
M2’s weatherproof, gel-filled and 
O-ring sealed T-match for long 
mechanical and electrical life. 


M2 6M MONOBAND BEAM ANTENNAS 


GAIN F-B 
(DBD) RATIO 


BEAM- TYP. 
WIDTH VSWR 


ZM12 sissrscosstcenteveeisavadivncsas @ROS 
The M2 2M12 is a computer opti- 
mized beam antenna for 2m op- 
eration. The antenna is designed 
for maximum gain and clean 
pattern, making the antenna a 
great choice for stacking. Features 
all stainless hardware (except 
U-bolts), and M2’s weatherproof, 
gel-filled and O-ring sealed driven 
element module, offering years of 
trouble free service. 


POWER 
HANDLING 


Pomsss | so-sosorst-semee] 3] ea [oes [tees | 121 [sow | soze | oo | rv [row | i2an | oto [95] 
| emsx | so-sosorsi-samHz | 5 | 94 | 21d8 | ear | 121 | 1soow | so230 | ie | ive" | 100MPH | 22sqft | 9W 
[sw | ossosmie [7 | vos [sae | em [vai | sow [weenie] 207 | 7 | wom | aan | i | sss | 
| em7suv | so-so4mHz | 7 | too | 25de_ | ear | 121 | r500w | n'female| 308" | 193" | ssmeH | 25saft | 170 
[emsnnw | so-soamne | 9 | 27] mas | eo" | 120 | vs00w [weemse| ae | arr | roomen | sosan | a5 | sse0 | 
| emawic | so-soamHz | nf 9 | 25ae | eae" [tz | 1500w | n'female | 396" | 2271" | 100MPH | Ssaft {310 ‘ 
Pawan [i omsognae [on Tae] anon cea fora tow nes ee geo 


COAX 
CONN, 


BOOM 
LENGTH 


TURN 
RADIUS 


ZMSBWL .sscesseccessesvssseereessee S249 
The M2 2M5WL is a long-boom, 
computer optimized beam an- 
tenna for 2m operation. Designed 
with the serious weak signal op- 
erator in mind, it provides excel- 
lent gain with minimum weight 
and wind load, yet will survive 100 
MPH winds. Features all stainless 
hardware (except U-bolts), and 
M2’s weatherproof driven ele- 
ment module for long life. 


WIND 
SURVIVAL 


6M9OKHW.......00008 

The M2 6M9KHW is a | 
computer optimized, 
antenna offering exc 
and very clean ie 


WIND 
AREA 


WEIGHT 
(LBS 


2M18XXX ssssssssveslen ; 
The M2 2M18XXX is along-boom, — 
computer optimized beam anten- ‘ 
na for 2m operation. The antenna ~ 
has been widely used for EME and 
other weak signal applications in 
24 or more antenna arrays. Fea- 
tures all stainless hardware (except 
U-bolts), and M2's weatherproof, 
gel-filled and O-ring sealed driven — 
element module, offering years of 
trouble free service. 


M2 2M MOROBAND! BEAM ANTENNAS 


ne 


wana Drover) sae] sae 
BN 
Batol 
| 196" 

2MSWL ST A TE 
| 363" 
pis | 


ET ee Te 
Toomer | rasan | crus | sap | 
Troomp | 1ssa] o(ups) | 2087 
room | 27san | 130us) | saa | 
Pe A Oa $669 | 


Orders: (800) 272-3467 


100MPH | 2.95q.ft. 14 (UPS) 
100 MPH 35 (UPS) 


Local: (972) 422-7306 


sales@texastowers.com 


pattern and good 
oss its entire bandwidth. 
nounted vertically or 
y, and can be stacked for 
gain. Excellent for ATV, 
R, FM, and tropo DX. Supplied 
I stainless steel hardware (ex- 
U-bolts) and M2’s weather- 
I-filled and O-ring sealed 
element module. 


[oarosors | azo-asomie [on [na [aoe [eae [in | 


440-21 ATV fa dee ee $1 79 


The M2 440-21ATV is the ultimate 
ATV antenna, computer and range 
optimized to assure high gain and 
excellent pattern across its band- 


_width. Lightweight, yet sturdy 


design includes all stainless hard- 
ware (except U-bolts), triple sealed 
balun connectors and gel-filled 
and O-ring sealed match. The an- 
tenna can be mounted vertically or 
horizontally—perfect for OSCAR, 


_ FM, and tropo DX. 


SEAM- TYR. 


, OE. ' { WIOTH VSWR. HANDLING CONN. LENGTH — RADIUS ; 

| 1ooow | *nvferale | sf | tomy | sesqt | 4curs) | sii | 

[omers | 420-4s3mz | ie] 4s_ | 23a | e-27” | 121 | rooow | ‘niferale | _iv4"_| som | ioompH | sasqft_| siups) | siso_| 
| aao-ziaty | 420-a40mHz | 21 | iso | 2348] e=22"_| 121 | rooow | “n'female | rae"_| 74 | ioompH | 125sqf._| (ups) | $179 _| 


M2 70CM MONOBAND BEAM ANTENNAS 
POWER 


43 2-OWL .ncececsesssccvrcesseee $219 
The M2 432-9WL is a long-boom, 
70cm beam antenna, optimized 
for stacking. But, even when used 
individually, its radiation pat- 
tern and gain are excellent. The 
antenna’s simple and sturdy me- 
chanical design, all stainless steel 
hardware (except U-bolts), and 
M2’s weather-proof, gel-filled 
and O-ring sealed driven element 
module offer reliability through 
weather and time. 


COAX BOOM TURN 


WIND 
SURV. 


432-13WLA... coneee S299” 
The M2 432-13WLA is along boom, 
70cm beam antenna, designed 
specifically for stacking. Used ina — 
4-Yagi array, the antennas would 
provide 23 dBd of gain. Designed 
for outstanding performance — 
and long term electrical and 
mechanical integrity—features 
all stainless hardware (except 
U-bolts), and M2's weather- 
proof, gel-filled and O-ring 
sealed, driven element module. 


WIND 
AREA 


WEIGHT 
(LBS.) 


UNIT 
PRICE 


 QMCPIG oo cesessesesseesseeeess $209 
~The M2 2MCP14 is a medium 

performance, circularly polar- 
_ ized 2m antenna, designed for 
satellite operation, but also 
works well for ATV, FM and tropo 
‘DX. Supplied with all stainless 
hardware (except U-bolts), and 
_M2's weather-proof, gel-filled 

and O-ring sealed driven ele- 
- ment module. 


436CP3O .....sccccsesesessescees 9299 
The M2 436CP30 is a medium 
sized, yet high performance cir- 
cularly polarized 70cm antenna 
with a remarkably clean pattern. 
Designed for satellite, but works 
well for ATV, FM, and tropo 
DX. Supplied with all stainless 
hardware (except U-bolts), and 
M2’s gel-filled and O-ring sealed 
driven element module. 


Orders: (800) 272-3467 


Local: (972) 422-7306 
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OR-2800PX ........sceseesre008 $1329 
The M2 OR-2800PX is a powerful 
and reliable heavy duty antenna 
rotator capable of handling mul- 
tiple HF antennas or large VHF/ 


sales@texastowers.com 


UHF arrays. It features.a precision 
worm-gear drive (which can’t be 
reversed by mast torque), non-slip 
ductile iron mast clamps, prop- 
pitch style torque plate, and heat 
treated steel gear train. The con- 
troller features manual controls, 
plus heading preset, 10 program- 
mable presets, programmable 
ramped start and stop, 1/2 degree 
target accuracy, and an RS-232 
port for complete computer con- 
trol and integration with popular 
tracking programs. Supplied with 
2" upper mast clamp, but can be 
ordered with a 3" clamp at no ad- 
ditional charge. 


Drake tOrque ...ssecssescssecsesecsvessescessenns 17,000 inch Ibs. 
MAXIMUM Vertical 1OAC........ssseccsoreeessnseressee 1800 Ibs. 
cable requirement......... <n 3-#18, 2-#22 
mast sizes accepted, .. 1,75-3 inches O.D. 
readout resolution... 
readout accuracy. 
rotation rangé...... 
rotation speed...... 


.2500 inch Ibs. 


rotation torque...... 

starting torque 3500 inch Ibs. 
voltage input... .» 110 or 220 VAC 
CONT! WEIGH a schsircectsesopnchenesonnscoonessoens 10 pounds 


motor weight........ 
wind load capacity 


.42 pounds 
se 35 Square feet 


9982 SSHSOSESHEEHEEHESHSOEHEHEEEEEEE $629 
The MFJ 9982 is a high power 


HF antenna tuner. Using an 


air core roller inductor and air 
core variable capacitors, the 

~ tuner handles 2500 Watts con- 
tinuous carrier, on all HF bands. 
The tuner has a wide matching 
range, and features a 6-position 
antenna switch, 4-core balun, 
built-in 1500 Watt dummy load, 
illuminated peak/average cross- 
needle SWR/Wattmeter (simul- 
taneously reads forward power, 
reflected power, and SWR with- 
out calibrating), 3-digit turns 
counter, and more. 


Band COVEFAGE ...-vvsseesssseerscssusversseseeesessnes 1.8-30 MHz 
connectors......... .SO-239s (accepts PL-259s) 
dimensions.. 15.8" W x7" Hx 15.8"D 
power rating ... .« 2500 W, continuous 
WE IGF IE csnnsceccescanastessnsa etalon aseey saree 15 pounds 


The MFJ 969 is a 300 Watt an- 
tenna tuner covering the 160-6 
meter bands. It features an air 
core roller inductor with self- 
wiping contacts, mechanical 
roller inductor counter, built-in 
heavy duty 4:1 balun, eight posi- 
tion antenna switch, built-in 50 
Ohm dummy load, illuminated 
cross-needle SWR meter which 
simultaneously indicates for- 
ward and reflected power as well 
as SWR—all without the need 
for a time consuming calibra- 
tion procedure. The tuner will 
match virtually any antenna or 
mobile whip. 


Dad COVEFAGE -..cessssssceesssssossessssvusssusenses 1.8-60 MHz 
connectors........ ..S0-239s (accepts PL-259s) 
dimensions. 9.5" W x 3.5" Hx 10.5" D 
power rating... 


Orders: (800) 272-3467 


QEOD wiccksvccnasynshcdgssctussaraee ae 
The MFJ 989C is a high power 
HF antenna tuner. Using an 
air core roller inductor and 
two transmitting capacitors 
to minimize SWR, the tuner 
features an illuminated cross 
needle meter, three digit roller 
inductor counter, and more. 
The meter simultaneously 
reads forward power, reflected 
power and SWR—all without a 
calibration procedure. Inter- 
nally, a 300 Watt dummy load, 
current balun, and 6 position 
coax switch are integrated for 
increased versatility. 


BAN COVEFAGE -ccssossseessscarsevnsssseesersannsserer 1.8-30 MHz 
connectors...... SO-239s (accepts PL-259s) 
dimensions... 10.8" W x 4.3" Hx 15"D 
power rating . .... 3000 watts PEP 
WeIGhtixtssscsriscebosasgdtneoncecouasentenesee eam lee 15 pounds 


QAO Er ssshousnscrtacetae sevceses $159 
The MFJ 949 is a 300 Watt T- 
circuit antenna tuner, covering 
the 160-10m bands. It features 
a built-in heavy duty 4:1 balun, 
peak and average reading cross 
needle SWR meter which si- 
multaneously reads forward 
and reflected power as well 
as SWR—without a calibration 
procedure in either 300 Watt 
or 30 Watt full scale settings, 
built-in 300 Watt dummy load, 
eight position coax switch, and 
more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


band coverage....... 
connectors... 
dimensions. 
power rating 


. 1,8-30 MHz 
"_SO- 239s laccena PL-259s) 
 10"W x 3"Hx7"D 


Local: (972) 422-7306 


DBOrsssvisgersnsvesturssrenasecr Soo 
The MFJ 986 is a high power HF 
antenna tuner. It uses a wide 
spaced, silver plated roller 
inductor and a single differen- 
tial transmitting capacitor so 
minimum SWR can be tuned 
by using only two controls. The 
tuner features an illuminated 
cross needle SWR meter (which 
simultaneously reads forward 
power, reflected power, and 
SWR without a calibration 
procedure), three digit induc- 
tor counter, built-in current 
balun, internal six position 
coax switch, and more. 


DAN COVETAGE ..crseesesssssesessonssncercnnsesesene «1.8-30 MHz 
connectors....... .. 5O0-239s (accepts PL-259s) 
dimensions 10.8" W x 4.5" Hx 15"D 


POWER FAtiG .orseessssssseecersnssseecessesessene 3000 watts PEP 
Welghtsns:ssssiéseessssarshasno eelneuase eee 12 pounds 


GAG aciieptsosoctdaassusreonnesstaket LOO 
The MFJ 948 is a 300 Watt T- 
circuit antenna tuner covering 
1.8-30 MHz. It is identical to 
the 949E, except without the 
internal dummy load. Features 
a peak and average reading 
cross-needle meter which si- 
multaneously reads forward and 
reflected power as well as SWR 
without the need for a time con- 
suming calibration procedure, 
a built-in eight position coax 
switch, heavy duty 4:1 balun, 
and more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


. 1.8-30 MHz 

"SO- 239s (accepts PL-259s) 
10.3" W x 3.3" Hx 7.5"D 
POWEP- Fatih ccseyrsar tea recscerenes pare cssonateansncainy 300 Watts 
Li sistaschitinspay tp aad 5 pounds 


band coverage. 


sales@texastowers.com 


962D aesousdocedscdhaphuninernel 
The MFJ 962D is a high 
HF antenna tuner. It uses” 
air cooled roller inductor and 
two transmitting capacitors — 
to minimize the SWR of : 
antenna. The tuner features 
illuminated cross-needle S$ 
meter (which simultaneously — 
reads forward power, reflected — 
power and SWR without a cali- °, 
bration procedure), a built-in | 
4:1 balun, and a six position 
coax switch for increased versa- 
tility. The MFJ 962D is ideal for — 
use with the Ameritron AL-811 — Sy 
and AL-811H amplifiers. : 


Band COVETAGE -csssesesssvesseenevee 
connectors... 
dimensions... 
power rating 
WeIQHt...ccssstssssressoconalenthaaal 


941 E ...0000.00ercauanenenngeeeea 
The MFJ 941E is a 300 Watt HF 
antenna tuner covering 1.8-30 
MHz. It features a 12 position 
air wound switched inductor, © 
illuminated cross-needle me- 
ter which simultaneously in- 
dicates forward and reflected 
power as well as SWR in either 
300 Watt or 30 Watt scale— 
without a time consuming 
calibration procedure, a built- 
in eight position coax switch, 
and a built-in 4:1 balun. The 
tuner accepts balanced line, 
coaxial cable and single wire 
antenna inputs and will tune 
most any antenna. 


DAN COVEFAGE -cesssssssecsssessnssseseeessnssaneseese 1.8-30 MHz 
connectors... .SO-239s (accepts PL-259s) 


dimensions.. .. 10.6" W x 2.8" Hx 7"D 
power rating sessssneeees 300 W 
WEIGHT... cress 4 pounds 


is a compact 
‘HF antenna tuner 


ui tuner features an 
xd (requires 12 vDC 

ower cord provided) 
ne dle SWR meter which 
neously reads forward 


y fixed station antenna, such 

a a dipole, long wire, or vertical 
antenna fed by balanced line or 
C pa cable. 


band Bi RATIATO 1.8-60 MHz 

© COMMECLONS ....+..0reerssse0e SO-2395 (accepts PL-259s) 
© DIMENSIONS .essmetnmermenenensen 8" WX 2" HX 6" D 
POW FARTING ......ssssserereesseee ... 300 W 
weight eee o>: pounds 


“ 


993B Seeeeeecesereseeseesesseseesees $229 
The MFJ 9938 is the world’s first 
dual power auto tuner, covering 
1.8-30 MHz. It handles 300 Watts 
with a huge tuning range of 
6-1600 Ohms, or 6-3200 Ohms 
in the 150 Watt setting! Features 
an illuminated cross-needle 
meter (which simultaneously 
indicates forward and reflected 
power, and SWR—without cali- 
brating), 20,000 tuning memory 
channels for faster tuner setting 
recall, 2-position antenna switch, 
built-in 4:1 current balun, and 
more. A two-line LCD display 
indicates forward or reflected 
power, SWR, L/C settings and 
other information. 


DaNd COVELAGE wsasesecsssssesesssssnsesreensssenes ww 1.8=30 MHz 
CONNECTOTS...0.0000 $O-239s (accepts PL-259s) 
dimensions... ae 2.8" HX 10"W x9" D 
power ratin 300 W, maximum 
se 3.9 pounds 


259B... $259 
The MFJ 259B 
is an HF/VHF 


lyzer. This 

handy test 

instrument 

connects to 

an antenna 
feed point, 

and gener- 
ates a low level RF signal indicated 
by the built-in frequency counter. 
Features a tuning control which 
allows sweeping the output fre- 
quency to find minimum SWR 
and specific feed point resistance 
simultaneously. It covers 1.8-170 
MHz, and uses 8 AA batteries; mea- 
sures 4" W x 6.8" H x 2.5" D. 


TdT Zia scarescasutshedss seins 1.99 
AC Adapter for indoor use. 


GG ooo deccesscnssencuisessuevescsese 24.95 
Dip Coils for the MFJ 259. 


29C, Carry Case..........$24.95 
Carry pouch with window. 


antenna ana- — 


269.....$339 
The MFJ 269 
is an HF/VHF/ 
UHF antenna 
analyzer. It 
includes all 
the features 
of the popu- . 
lar MFJ 2598, 
and much 
more. In- 
cludes built-in Ni-Cad and Ni-MH 
battery charging circuit and MFJ's 
new 12-bit A/D converter. The 
MFJ 269 can be used to measure 
antenna SWR, feed line loss, feed 
line velocity factor, distance to 
short or open, SWR, return loss, 
reflection coefficient, and more! 
Accepts “N” male connector, 
supplied with “N” male to UHF 
female adapter. Covers 1.8-170 
and 415-470 MHz, and uses 10 
AA batteries; measures 4" W x 
6,87 Hix 2:5" D. 


SIME crectuasssstvacedcccceseven@ 4.05 
AC Adapter for indoor use. 


BM MNAI Erenlsnadstovesecbscsecesecesses0 969 
The MFJ 250 is a 50 Ohm oil 
filled dummy load. It is rated 
_ for 2000 watts PEP for 10 min- 
utes. SWR is rated 1.2:1 at 30 
MHz, increasing to 2:1 at 400 
MHz. With removable vent cap, 
_ SO-239 input connector, and 
carry handle. Supplied with 
PCB-free transformer oil. 


SERDAR Sua EVpsconcasess $74 
* The MFJ 264 is a 50 Ohm air 
cooled dummy load. SWR rated 
1.1:1 at 30 MHz, usable up to 
650 MHz. Rated to handle 100 
watts continuously, or up to 
1000 watts for 10 seconds. 
Measures 3" Hx 3" Wx 9"D, with 
SO-239 input connector. 


Seeeeeseseseesoes 


Orders: (800) 272-3467 


1704. cocnsecdsccssncacvaecoscqscess $75 
The MFJ 1704 is a low loss, 
cavity type 50 Ohm coaxial 
switch. It has a single input 
and four separate outputs, all 
SO-239. All unused positions 
stay grounded for added pro- 
tection. A replaceable surge 
absorber protects against static 
discharge. It handles a full 2500 
W PEP with extremely low SWR. 
Isolation is better than 60 dB at 
30 MHz; 50 dB at 500 MHz with 
very low insertion loss. 


The MFJ 1702C is a two position 
coax switch similar to the 1704 
shown above. Now includes 
lightning surge protection. 


Local: (972) 422-7306 


SD ZOOC Maes itisininehewiiedicces SE9 
The MFJ 1700C 
is asix-position 
antenna/trans- 
ceiver switch. 
Allows you 
to instantly 
select one of 
six antennas 
and one of six 
transceivers. 
Handles 2 kW PEP, covers 1.8-30 
MHz. Built-in surge arrestor helps 
protect your gear. All connectors 
are SO-239, and unused positions 
are automatically grounded. Mea- 
sures 6.5" H x 4.8" W x 3" D. 


The MFJ 1701 is a six position coax 
switch. Covers 1.8-30 MHz and 
handles 2 kW, PEP. Unused posi- 
tions are automatically grounded. 
All connectors are SO-239 type and 
are connected from the bottom 
of the switch, so it can be conve- 
niently wall mounted. Measures 3" 
H x 10"W x 1.5"D. 


sales@texastowers.com 
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FUG ica. Lntcsdorsiteccstese «6 $59.95 
The MFJ 1116 is a fused and DC 
bypassed DC multi-connect. Pro- 
vides 8 pairs of heavy duty binding 
posts that will handle a total of 
amps. Built-in 0-25V voltmeter, 
fuse holder and illuminated power 
switch. Measures 12.5" W x 2.8" H 
x 2.5" D. With connected 6' heavy 
duty 8 gauge color-coded power 
cable, with ring terminals. 


Similar to the 1116, described 
above, except without the voltme- 
ter, fuse holder or power switch. 


Not pictured. Similar to 1116, but 
with two sets of posts rated for 35 
amps, total, plus 6 additional sets 
rated for a total of 15A. 


GRES siecis iis cccsisastacttoonsis 109 
The MFJ 4245 is a compact, 
variable voltage switching DC 
power supply, providing up to 45 
Amps. Specifically designed and 
filtered to eliminate RF noise. Full 
over-voltage and over-current 
protection keeps your con- 
nected equipment safe. Features 
separate backlit amp and volt 
meters, front panel voltage con- 
trol. Front panel. mounted bind- 
ing posts and cigarette lighter 
socket are provided, as well as 
a pair of quick disconnects on 
the rear panel. 


OUtPUt Voltage -..-.:..c.scchosesssecessscbestesonnineee 9-15 vDC 
output current.. .40 A continuous, 45 AICS 
INPUT VOITAGE ......ccsssessercerrenns 85-135, 170-260 vAC 
ripple/regulation.....< 35 mV p-p / 1.5% full load 
BIN Ss natin denon 4.8" Hx 7.5" W x9" D, 5.5 pounds 


The MFJ 1275 is a computer sound 
card interface for operating all 
digital modes, like PSK-31, Packet, 
APRS, AMTOR, RTTY, SSTV, CW, high 
speed CW meteor scatter and many 
others. It also features CW and SSB 
memory keyer modes. Provides 
fully automatic operation with 
audio and push-to-talk control. 
Matches sound card audio, elimi- 
nates ground loops and provides 
microphone override. Internal 
jumpers program wiring for any ra- 
dio with a round 8-pin mic plug (the 
M model is for rigs with modular 
mic plugs). Bypass switch lets you 
quickly return to normal computer 
operation. Supplied with RS-232 
and audio cables, power supply, 
anda CD witha collection of popu- 
lar digital mode shareware. 


AOZ5 MV ancseccssoessessessssorseeees 9139 
The MFJ 4035MV is a variable 
voltage power supply, providing 
up to 35 amps of current. A super 
heavy duty transformer allows the 
power supply to run at, 30 amps 
continuously. Fully regulated with 
over-voltage and over-current 
protection to protect your gear. 
Equipped with separate amp and 


volt meters. The front panel has a - 


pair of heavy duty binding posts, 
two pairs of quick-disconnect ter- 
minals, a cigarette lighter jack, fuse 
holder, illuminated power switch 
and variable voltage control. 


OUtPUt VOItAGE -.ssssisdessarecssasenstesrscetocsnecatsany 1-14 vDC 
output current.. 30 A continuous, 35 AICS 
Input Voltage %,..cccctcsvscorstveressseneceliredaqbdeaene 110 VAC 
ripple/regulation.......< 30 mV p-p/ 1% full load 
SIZE annie 4.8" Hx 8" Wx 11.8" D, 20 pounds 


407D, CW Keyer ....scsssssecersore $79 
1312D, AC Adapter..........$15.95 
The MFJ 407D is a CW keyer, featur- 
ing the world-famous Curtis chip 
allows even novices to send perfect 
CW. Offers front panel controls for 
volume, speed, weight and tone, 
as well as a tune button. Keys tube 
and solid state rigs. Built-in speaker 
for sidetone. Can be powered with 
an internal 9V battery, or optional 
1312D AC adapter. Measures 1.8" H 
x 5.8" W x 4.8" D. 


401D, Compact Keyer .....$69 
Compact version of the MFJ 407D 
described i 
above. With- 
out tune but- or Cie 
ton. Tone and weight controls are 
via internal pots which can be 
adjusted with a small screwdriver. 
Measures 1.8" H x 4" W x 3.3" D. 


| arb eceiwe ere r 


AS 25 sii cssicrceusavedeamnsdcscdsasy, LOG 
The MFJ 4125 is a compact, 
switching DC power supply, 
providing up to 25 amps of 13.8 
vDC power. Perfect for power- 
ing any of the popular 100 watt 
HF transceivers. Specifically 
designed and filtered to elimi- 
nate RF noise. Full over-voltage 
and over-current. protected. A 
whisper quiet internal fan keeps 
the power supply cool. Features 
front panel mounted binding 
posts for high-current loads and 
rear panel mounted push-on ter- 
minals for low-current loads. 


OUTPUT VOItAGE sescccssecsrescnersesnssnsteensssnsee 13.8 vDC 
output current... 25 A continuous., 20 AICS 
INPUt VOITAGE) .....ssrsssssseeereensns 85-135, 170-260 vAC 
ripple/regulation....< 35 mV p-p/.51% full load 
SIZ@ 2). cesactoase 2.5" Hx 5.5" Wx 5.8" D, 3.5 pounds 


422D, Keyer/Paddle......$179 
1312D, AC Adapter ....$15.95 
The MFJ 422D is a CW keyer/ 
paddle combination, built on the 
popular Bencher BY-1 iambic CW 
paddle. The keyer portion is inter- 
nally identical to the MFJ 401D, 
described below. Can be powered 
by an internal 9V battery, or with 
the optional 1312D AC Adapter. 


. ad 


564, lambic Paddle....$69.95 
564B, lambic Paddle ..$69.95 
The 564 is an iambic CW paddle, 
with heavy chrome-plated base 
and red Lucite™ paddles. The 564B 
has a black crinkle-finished base 
and clear Lucite™ paddles. 


vDC power supply. a 

al design uses a heavy 
transformer to provide uf 

12 amps of current, perfect 
for powering a mobile 
2m/70cm dual-band tra 
ceiver. The power supply 
fully over-voltage and ove 
current protected, to ke 
your connected equipment 
safe. Equipped with front panel 


mounted binding posts and 


cigarette lighter socket for ea 
DC power connections. 


OULPUt VOItAGE ..erssersesserenresnsnsesererer 
output current.. 
input voltage..... soasebaceskones SSO 
ripple/regulation.......< 30 mV p-p/ 1% full load — 
Size hicsneats 4.8" Hx 8" We 10.3 


sctnine 13.8VDC 
10 A continuous, 12AICS 


a 


41 8, Code Tutor cocacvescceseverea ieee q 
26B, Soft Case......sccccvveee $9.95 
The MFJ 418 is a pocket-sized ~ 


Morse code tutor. Beginner's 
mode uses ARRL format to learn 
small groups of characters. New 


character groups are gradually — 


added until all are learned. Prac- — 


tice copying sent code and then 
instantly check your copy on the 


LCD display. MFJ’s Word Recogni- ~ 


tion Mode helps you recognize 
hundreds of common words in- 


stead of hearing them as individ- — 


ual letters. Includes volume and 

pitch controls. Speed is instantly 

adjustable (3-60 WPM). Powered 

by an internal 9V battery (not in- 

cluded). Measures 2.3" H x 3.8" W 
1" D, weighs only 5 ounces. 


tee T ae oae 


a eet | 29.95 
MA 8 870 is a high-power 
SWR/we t meter, covering 1.6- 
50 MHz. It has a large 3-1/4" x 
1 -1/4" illuminated meter, and 
switchable between 30, 300 
d 3000 Watts, full scale, peak 
average. Reads forward or re- 
be ed power or VSWR. Housed 

in an all-metal cabinet with an 
injection molded front panel, 
‘it will look at home next to any 
‘transceiver. Supplied with a DC 
cord to provide power to the 
: 4 light BMPs. 


De tcateey MUSED peers ss vtncsrncsesorsves 1,6-60 MHz: 
RES ot a ne +10% (AVG) 

Seis laosdeininarearectiocsh nad 07 300/3000 W 
MINIMUM SWR SENSItiVItY............000ersreeeren 3 Watts 
 CONMECEOFS anni nune-$O-239 (accepts PL- ne 


$59 
Cross-needle SWR/watt meter, 
covering 1.8-60 MHz. Illumi- 
nated movement reads forward 
power, reflected power and SWR 
simultaneously—without the 
need for calibration. Measures 
2.3" Hx 4.5"W x 3"D. 


BED sasssiccsecsesrverriseseseqriensnne S69 
Similar to the MFJ 860, shown 
above, except covers 2m/220 
MHz/70cm, with a single sensor. 
Measures 2.5" H x 5.8" W x 2.3" D. 


ORG eedetarmnsatannanercprsseonee 990 
Similar to the MFJ 860, shown 
above, except covers 1.8-60- 
/144/440 MHz. One sensor for 
1.8-60 MHz and another for 
144/440 MHz. Measures 2.5" H x 
723°W %2:3".D: 


The MFI 105C 
isthe world’s | 
most popu- 
lar ham 
radio wall 
clock. True 
24-hour 
quartz move- 

ment. Huge 12" black face with 
white numerals for high visibility, 
with attractive gold hands. 


MID 7 Bh isiarsenssecectcoranvascopecsess' > ae oS 
The MFJ 107B is a 
24-hour digital UTC 
clock. Large 5/8" 
LCD numerals with 

brushed aluminum frame. Mea- 

sures 2" Hx 2.5"W x 1"D. 


MODE Jercscripiecccsistercistcsecarns Da 1195 
Dual time version of the MFJ 
107B. One 

clock can be 

set for local 

time, the other for UTC. Measures 
25x45 WX 1"D: 


Wl Soctsenlariiets cavevsixrcapise 929.9 9 
The MFJ 118 is a jumbo-sized 
digital clock. It has huge 1.3" 
high-contrast LCD digits, mak- 
ing it easy to read. Also has date 
and day of week display. Can be 
usedin 12-hour or 24-hour mode. 
Measures 2.5" H x 5.8" W x .5" D. 


125, DX’ers Clock.......$34.95 
The MFJ 125 is 
a 12" analog 
24-hour 
wall clock 
featur- 
ing three 
smaller in- 
dependent di- 
als for 12-hour time, day of week 
and date. No more confusion 
while logging DX! 


1798 .... $279 
The MFJ 1798 


tenna. Like the 1796, 
_ it’s a ground inde- 
pendent half wave, so 
no radials or ground 
plane are needed. 
The antenna is very 
efficient because it’s 
end loaded with the 
feed point at the top, 
so the entire antenna 
radiates power. The 
1798 offers alow angle 
of radiation, uses no 
traps, achieves 
a close 50 Ohm 
match across 
the bands, and 
requires no 
switching. 


is a ten band 
_ half wave vertical an- 


es ee ~~ a — 
7 ~ 


bands......... 80/75, 40, 30, 20, 17, 15, 12, 10, 6, 2m 
bandwidth (2:1 SWR).... sue Varies by band 


. 1500 watts PEP 
18 pounds 


Orders: (800) 272-3467 


1796 ...000000$209 
The MFJ 1796 is 
a six band half 
wave vertical anten- 
na. Since it’s a ground 
independent half wave, 
no radials or ground 
plane are needed. It’s 
ideal for limited space 
situations like con- 
dominiums, apart- 
ments, and portable 
use. The antenna is 
very efficient because 
it is end loaded, so 
the entire antenna 
radiates power. It uses 
no traps, and 
achieves a close 
50 Ohm match 
on all bands, 
with no band 
switching. 


DAN COVEFAGE ...sssssssesessssseee40, 20, 15, 10, 6, 2M 
bandwidth (2:1 SWR) accesses varies by band 
Pion srt 12 ft. 
1500 watts PEP 
15 pounds 


Local: (972) 422-7306 


1778; GSRV iiiiiataicend $49 
The MFJ 1778 is a GSRV multi- 
band wire antenna, covering 10, 
V2, 15,07 20; 
30, 40, and 
80m. The an- 
tenna is 102' 
long, with a 
32.6' lead in, 
constructed 
of 450 Ohm ladder line. An 8-10 
turn coax balun is required, which 
would use an additional 10' of 
whatever feed line is connected. 
A manual antenna tuner is rec- 
ommended for use with all GSRV 
type antennas. Can be used as a 
horizontal dipole, an inverted V, 
or a sloper. Handles 1500 Watts. 
No assembly required. 


1778M, G5SRV JR ..ccccccscerersers $45 
Shortened version of the MFJ 
1778 shown above. Covers 10, 
12, 15, 17, 20, 30, and 40m. The 
antenna is 52' long, with a 17' 
lead in. Handles 1500 Watts. No 
assembly required. 


sales@texastowers.com 


912, W9INN Balun............+. $65 
The MFJ 912 is a remote balun 
box. Converts unbalanced coax 
line to balanced ladder trans- 
mission line. Rugged aluminum 
housing contains a huge two- 
core 4:1 balun, wound with Tef- 
lon™ wire attached to heavy-duty 
ceramic feed-through insulators. 
Handles 1500 W. Measures 2.3"H 
ESS eco day ey 


918, 1:1 Balun.........4 $29.95 
The MFJ 918 is a true 1: is cur- 
rent balun/center 

insulator. Forces cay ® ys 
equal antenna & 
currents in dipoles 

for superior perfor- 
mance. Reduces feed 
line radiation and field 
pattern distortion, as well as TVI, 


RFI and RF hot spots. 


y 


Pon 


PALSTAR 


AT IKP...scssssesercsrsreseecerereseees S449 
The Palstar AT1KP is a 1200 W 
antenna tuner covering 1.8-30 
MHz. Its differential design uses 
only two knobs for tuning. Both 
are large, offering super smooth 
control of the capacitor and the 
inductor. The tuner features a built- 
in 4:1 balun, 6-position antenna 
switch and a backlit cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Peak or average power can be 
shown, switchable between 300 
and 3000 W full-scale readings. 


FrEQUENCY FANGE vevsesesssssssssssesessesereesseeeees 1.8-30 MHz 
power handling... 
input connector... 
OUTPUT CONNECEOFS .....secee0ee 9, binding posts 
CIMENSIONS ...resesseee 4.5"Hx 10.5"Wx 11" D 
IGIGN ss ossscadssssevasssetetecosanaategeseerbeaarl mevamtaaee 8 pounds 


PALSTAR 


AT1500DT....csersseceeseseresesesees 9479 
The Palstar AT1500DT is a full power 
antenna tuner covering 1.8-30 
MHz. Differential design with single 
tuning capacitor control. Capacitor 
and inductor controls are large and 
smooth, offering precise tuning. 
The tuner features a built-in 4:1 
balun, 6-position antenna switch 
and an illuminated cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 


Peak or average power can be ° 


shown, switchable between 300 
and 3000 W full-scale readings. 


FrEQUENCY FANGE vessscsssssesenseersersesrearessenee 18-30 MHZ 
power handling. .. 1500 W, PEP 


input connector...... ssenerennnaseaiee O23 9 
output connectors -239, binding posts 
dimensions 4.5" Hx 12.5"Wx 11.5"D 
WI GHC crecbisvosstremasesestmetnenneraisteact 11.5 pounds 


AT-AUTO ..sccsesscsseressssereeeerie 91259 
The Palstar AT-AUTO is a 1.5 kW 
automatic antenna tuner. It has 
a large, backlit 2-line LCD display 
for reading the status of antenna 
feed, frequency, and tuner memory 
channel. A custom built capacitor 
for differential tuning anda custom 
built ceramic body roller inductor 
assures an accurate match to any 
antenna. The tuner also includes 
a cross-needle peak/hold SWR- 
wattmeter, which displays forward 
power, reflected power, and SWR— 
simultaneously! 


FFEQUENCY LANGE .ecscsccsessssnsssessescessecensnss 1.8—30 MHz 
power handling... 1500 W, PEP 


TUNE MEMOTY ChANNEIS....cesecssesssssecessceersnersennseeen 500 
TUNING BIME.......sssecseene 1-30 seconds 
input voltage......... 12 vDC, 3.3A 
INPUT CONNECEOT.....ssesseeeee 90-239 


output connectors.... "_SO- 239, ‘binding posts 
dimensions........... 5.5" HX 12.5" W x 16"D 
WED GI sass secvovessicdonoeacansoarespnsdeedyeeonstasenteaen 25 pounds 


Orders: (800) 272-3467 


BT-1500A ..sssesssrssrsessesesveres 9079 
The Palstar BT-1500A is a legal 
limit balanced line tuner cover- 
ing 1.8-30 MHz. Features relay 
switched Hi-Z/Low-Z impedance 
range, relay switched HI-C/ 
Low-C capacitor range, built-in 
1:1 ferrite balun. Also includes a 
backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously! Meter 
reads peak or average power, and 
is switchable between 300 and 
3000 W PEP full-scale readings. 
Supplied with a wall transformer 
for meter backlighting. 


FEQUENCY LANGE csssssssssesseceesnsennsnsssseee 


-1.8—30 MHz 
power handling........ cs 


INPUE CONMECTON .....tisccsscsercemennencteersesecttnesaee SO-239 
OUTPUT CONNECHOSS ...sssessrsesseresssrnssenses binding posts 
dimensions... 6" Hx 13"W x 16"D 
WINN as scccnsen sat sotaniesonsiet ca eaetp ies Socn 17 pounds 


Local: (972) 422-7306 


AT-AK vrssssssocsssecnsonesscosenssveees 9879 
The Palstar AT-4K is a 2500 Watt 
antenna tuner covering 1.8-30 
MHz. Its T-Match design uses two 
heavy duty variable capacitors 
and a heavy duty roller induc- 
tor to tune any antenna. The 
tuner has a built-in 1:1 input balun, 
6-position antenna switch, and 
a backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously. Peak 
or average power can be shown, 
switchable between 300 and 3000 
W full-scale readings. 


frequency range 


tomtasciiieel $O0-239 
output connectors , binding posts 
dimensions 7"Hx15"W x 16"D 
WEIGHT sireoasssertus cols scessasoeperoststorestrorshert ster 20 pounds 


PM-2000A .....ecsscrresseerseees $159 
The Palstar PM2000A is a cross- 
needle, 
peak-hold 
type SWR/ 
wattmeter. 
It displays 
forward 
power, re- 
flected pow- 
er, and SWR—simultaneously! The 
backlit meter can display either 
peak or average power readings, 
and is switchable for 300 and 
3000 watt range power settings. 


PM-2000AM......cs0eseeeeeeee $159 


Similar to the PM-2000A de- 
scribed above, but designed for 
mobile operation. It is supplied 
with a mounting bracket with 
hardware, and a shielded external 
remote mount sensor. 


FFEQUENCY FANGE vesessssssssseseessssnseessuseesssnes 1.8-60 MHz 
POWEF NANLING ...-sseveeecessveessesnneeeesssssennene 3000 Watts 
power ranges... .. 300 / 3000 Watts 
CONNECEOLS ..rceses 
dimensions.. 


sales@texastowers.com 


AT5 Koco 
The Palstar AT-5K is a 3 
antenna tuner coverin 
MHz, with reduced Z 
12/10m band. Its T-Mat 
uses two massive variable ca| 
tors and matching roller indu 
to tune any antenna. Th 
has a built-in 1:1 5 kWTeflon 
input balun, 6-position ani 
switch, and a backlit cross-need 
peak/hold Sad Cee 
displays forward power, 
power, and ie 
Reads peak or average power, 
switchable 300/3000 W full-scale. 4 


frequency range er 

power handling. 
input connector.. 
output connecto 


ZM-30 ssbateeeeeaeaereteeee 
The Palstar 
ZM-30 is an 
automated 
SWR/anten- 
na analyzer 
with an 8-bit 
micro-con- 
troller and 
precision 
low power 
DDS signal 
generator. It 
also includes a self-calibrating — 
reflectometer and displays SWR 
at selectable frequencies from 
1-30 MHz on its backlit 2 line 
x 16 character LCD display. It 
measures SWR, impedance, reac- 
tance, inductors and capacitors, 
transmission lines, stubs, Q, and 
resonant frequency. It includes 
a serial port for field-upgradable 
software.. The ZM-30 can be 
powered by eight internal AA 
cells (not included), or any 9-16 
vDC source (requires 200 mA). 
Measures 3" W x 4" H x 2" D. 


that is electrically 
is constructed of a 


e: providing full U-V protection. 
“This nonmetallic constructions of- 
fer: complete isolation of the guy 
1es from the antennas. Guy wire 
ea not required! 


titi uses the old potting heads 
pa "that made the older version so com- 
plicated and expensive. We strongly 
SS aee at 


recommend installing a short steel 
guy wire leader at the bottom of 
each Phillystran guy line to prevent 
the cable becoming damaged by 
rodents, vandalism or brush fires. 


All Phillystran sizes except the 
HPTG1200I are terminated using a 
special Preformed Guy Grip on each 
end. The cable is twisted in-line, 
through one side of the preform. 
The other end of the preform is 
placed through the turnbuckle 
or other mounting hardware and 
then twisted onto the other side 
of the grip. 


Phillystran HPTG1200I is termi- 
nated using an end kit which is 
composed of four cable clamps, 
a thimble, and an end cap to pro- 
tect the fibers inside the cable. 


NOTE: 

Be sure to ask for a free end in- 
stallation instruction sheet when 
ordering Phillystran cable. 


PHILLYSTRAN NON-CONDUCTING GUY MATERIAL 


CABLE STRENGTH STEEL WIRE PRICE END TERMINATION 
SIZE RATING EQUIVALENT PER FT. PRICE SHACKLE PRICE THIMBLE PRICE END CAP 


| |_HPTGi2001__| —_1,200Ibs. | —_3/32"(1x7)_—| “$45 _ | HPTG12001 REQUIRES A “1200 END KIT” FOR TERMINATION.......... $3.95 

| upreztoo | 2,1001bs. | ve"(ax7)_— | $.65_ | pue2738_| $9.00 | Notnormallyrequired. | 3/8"TH | $1.85 | Hes | $.30_| 
|_HerGsoo01 | 4,0001bs. | 3/i6"EHS | $.95 | PLp2739 | $12.00 | 3/8" | $5.50 | 7/16"TH | $2.75 | Hie4d | $.30_| 

a 

[ Hereii2001 | 11,200!bs. | s/ie"eHS | $2.35 | pup27se_| s2ioo | 1/2" | sa.25_ [ v2"tH | $3.75 | 204 | $.30_| 


GUY GRIP PRICE 


| POLYPHASE 


Coaxial Protectors 

_ Assure surge voltages and currents 
are prevented from being passed 

to other equipment. DC blocked, 

low loss, wide frequency range, low 

VSWR, aluminum enclosure. 


| 1S-50UX-C0, Flange........ $62.99 
) IS-B50LU-CO, Bulkhead....$65.99 
"Rated 1.5-400 MHz, 2 kW HF, 375 
_ WVHF, 125 W UHF, SO-239. 


IS-50UX-C1, Flange........ $62.99 
IS-B50LU-C1, Bulkhead....$65.99 
Rated 50-700 MHz, 375 WVHF, 125 
W UHF. SO-239 connector. 


IS-5ONX-C2, Flange........ $62.99 
1S-B50LN-C2, Bulkhead ...$65.99 
Rated 125-1000 MHz, 375 W VHF, 
125 W UHF. N-female connector. 


Orders: (800) 272-3467 


IS-RCT ..ccccsossevseeseseene 9119.99 
The Polyphaser IS-RCT is a protec- 
tor for rotators and nearby equip- 
ment. Protection for up to 8 wires. 
Water tight with mounting stud. 


“TSS ey 


f © Aigo 
‘ i 
IS-1 TW .cceccsscssecsesseecene $89.99 


The Polyphaser IS-1TW is a multi- 
stage protector for telephones and 
trunk lines. Handles ring voltages 
to 105 V, surges to 36 KA. 


Local: (972) 422-7306 


PLDO-120USA15A........9169.99 
The Polyphaser PLDO-120USA15A 
is an in line, multistage line pro- 
tector. It offers multi-strike line 
protection, filtering, and proper 
grounding for a 120 VAC line. In- 
cludes two fully grounded outlets, 
power switch, and circuit breaker, 
within a grounded, all aluminum 
enclosure. Handles 15 amps, and 
is equipped with a 15 foot cord. 
Measures 4.8" W x 4" H x 4"D. 


PLDO-120USA20A........$199.99 
Higher current version of PLDO- 
120USA15A featured above. Han- 
dles 20 amps, and is equipped 
with a 6 foot cord. Measures 4.8" 
W x 4"Hx 4" D. 


sales@texastowers.com 


RARE UTANE. abibsiisissbesedasbionssosed $169 
The Polyphaser CU-SPGP is a heavy 
duty grounding plate. Constructed 
of .062" copper plate, mounted ona 
piece of 1/2” plywood. For mount- 
ing protectors and establishing a 
single grounding point for station 
equipment. Supplied with concrete 
anchors, two rolls of 1.5" x 10' cop- 
per grounding strap and two 12" x 
18" copper sandwich bars. 


Low inductance cop- 
per grounding strap. i 
Cannot be fused open 
by lightning. Roll is 25’ 
long, 3" wide x #26 
AWG thickness. 


Z5G vecscrsceeaseseceese 9119 
Rohn 25G is a 12" trian- 
gular section steel tower 
with 1-1/4" legs and 
continuous 5/16" solid 
steel z-bracing. 


Rohn 45Gis an 18" trian- 
gular section steel tower 
with 1-1/4" legs and 
continuous solid steel 
7/16" z-bracing. 


5G matesorgactsenianeng Os 1S 
Rohn 55G is an18-1/2" 
triangular section steel 
tower with 1-1/2" legs 
and solid 7/16" braces. 


All Rohn 25G, 45G and 
55G tower sections con- 
nect with double bolt 
= L\ joints foradded strength 
and are hot-dip galva- 
nized after fabrication 
for long life. Sections 
are all supplied with as- 


l 
SHEETY BELTS 


N 


Miller Safety Belts 

Miller safety belts are con- 
structed of heavy duty webbed 
nylon. They feature steel rein- 
forced eyelets to prevent en- 
largement, and are equipped 
with a heavy duty D-ring on 
both sides for connecting the 
supplied lanyard. The lanyard 
is constructed of heavy nylon 
rope with safety latches on 
each end. These belts are very 
light and comfortable, provid- 
ing many years of safe use. 
Since they are constructed of 
nylon there is no danger of 
leather rot. 


Orders: (800) 272-3467 


45G acoaskacguapatentuced $249 : 


TOP OPTIONS _& BASEOPTIONS fy SUPPORT 


25AG2, STO QVC siicecccescsecdcues voces $1 99 
Z5AGG, Flat .....ccccccssrssseresesseeres 9199 
AS5AG2, SICCVE......cereererseeerseeees $389 
A5AGA, Flat .....ccccsrscssssrossesserere 9399 
Sleeve sections are designed 

to eliminate the need for a 

thrust bearing. Flattop - 
sections are designed 
for bearing use and 
also include connec- 
tion points for upper 
guy wires. 


BPL55G, Top Plate ..........00s0000 $549 
Flat top plate for 55G tower. Pre-drilled 
to accept Rohn TB-3 and TB-4 thrust 
bearings, and has connection points 
for upper guy wires. 


AS 25G is iciteccesests csatasacnteaseicteses SOS 
AS 45S G ivsrecceccoscssrayrensernerssreare ESS 
Rotor plate, pre-drilled to fit both 
Hygain and Yaesu Pst 
rotators. AS455G os 
fits both 45G and @ 2 
55G tower sections. 
Not designed, nor 
drilled for thrust 
bearing mounting. 


WARNING: 

Leather safety belts will even- 
tually rot, causing the belt to 
break! Leather belts should be 
inspected very carefully for signs 
of deterioration. We strongly 
recommend against the use of 
leather safety belts. 


MILLER SAFETY BELTS 
| SMALL | 32-40"_| $119.95 _| 


| mepium | 36-44"_| $119.95 _| 
LARGE | 39-44" | $119.95 _| 
X-LARGE | 44-52" | $119.95 _| 


ee rere ee 


BPC25G, Fixed Sonebeknepeseqnanauducceteds: $75 
BPH25G, Hinged ......s.ssserssseesee $249 


BPC55G, Fixed.....c.ccccssssrsessoseres 9199 
3/4" X 12" Pier PIN .ssscccssssssseeseeee $12 
1/2" X 12" J-BOIts ..cercssssesssereee $15.7, 
Fixed base plates 
for mounting Rohn 
towers on an exist- 
ing concrete pad 

or pier. All require a 
single 3/4"x12" Pier 
Pin. Hinged base for 
25G tower requires four 
1/2"x12" Base J-Bolts. . 


SB25G, Fixed .....ccsrscccssesssvesnseseee 979 
SB25G5, Fixed (5') ....e.s.cssesseeeees $109 
SBH25G, Hinged .....csscsserernsseree $249 
SB45G, Fixed ...ccccscsssceseeeessesseeee 9.119 


SB5S5G, FIX€d wcsscsvessecvssssessseessees 9179 


Short base sections for use 
when a base foot- 

ing is excavated and 
poured. Please Note: 

BPH25G hinged base 
section cannot be 

used in self-support- 

ing installations. 


STEEL MASTS 


High Carbon Steel Masts 

We carry a complete line of 
extremely strong, high carbon 
steel, 2" outside diameter an- 
tenna masts. The typical yield 
strength of our steel mast mate- 
rial is 87,000 psi! We purchase 
the steel directly from the 
mill and have it hot dip galva- 
nized—inside and out, to resist 
rust and corrosion. The result 
is an antenna mast capable of 
handling the largest antenna 
systems, offering many years of 
trouble free service. 


- HB25AG, 2-15", 


GA55GD.....0000 : 
Guy assemblies, us: 
guy wires to Rohn 
tower sections. G2— 
Evenly distributes 

guy load to all ~~ 
three sides of tower. 


HB25BG, 2-24".. , . 
HB25CG, 2=36" sccccsits 


HBUTVRO eenececconceseons Biss > Zé <M i 


Adjustable house Ss 
brackets for oN 
light duty 25Gin- © —~& 
stallations. HBUTVRO 
universal house bracket for | 
45G and 55G installations. 


WARNING: 


minum mast that are as strong as 
steel. The typical yield strength 
of our high carbon steel masts is 


87,000 psi—more than twice the ~ 


40,000 yield strength of 6061-T6 
aluminum tubing. 


2" 0.D. STEEL MASTS 


pede: EAA: 5 


Local: (972) 422-7306 


sales@texastowers.com 


Don't be fooled by claims of alu- 


ye 
Te | 


= 


fo pUNee tes? oe 


2 See 


ROH hy 


Pee 


GUY WIRE 


x 250° seeesecesesese $ 1 09 
. 100". Seeseceeseoeeens $49 


1000 esereess $259 
500'.....c000006 $ 1 39 
PEDO coceccesereeee $99 
epee $39 


TUE HARDUARE 


TURNBUCKLES 


Conair reset 
Or ec 


3/8" x 6" Eye-Eye............$15 

3/8" x 6" Eye-Jaw ........0666917 
Recommended for tensioning 
3/16" EHS guy wire. Breaking 
strength is 6,000 pounds. 


1/2" x 9" Eye-Eye.......... seal 
1/2" x 9" Eye-Jaw .......66 $25 
1/2" x 12" Eye-Eye...........$27 
1/2" x 12" Eye-Jaw ......000 $28 
Recommended for tensioning 1/4" 
_ EHS guy wire. Breaking strength 
is 11,000 pounds. The 12" models 
_ more take-up than the 9" models, 
but the breaking strength rating 
"is the same. 


5/8" x 12" Eye-Eye......000 $31 
15/8" x 12" Eye-Jaw ose. $32 
Recommended for tensioning 

5/16" EHS guy wire. Breaking 
strength is 17,500 pounds. 


is 1000". $299 


Orders: (800) 272-3467 


THIMBLES GUY INSULATORS PREFORMED GUY GRIPS 


1/4" Thimble Sera ee 
5/16" Thimble... $1.65 
3/8" Thimble .......see000 $1.85 
7/16" Thimble ........000000008 $2.75 
1/2" Thimble ......s.000000000 $3.75 
Galvanized steel thimbles are 
used to support guy wire as it en- 
ters a turnbuckle or guy assembly, 
to prevent the guy wire from be- 
ing damaged. When terminating 
guy wire with cable clamps, the 
next larger size thimble should 
be selected. ( For 3/16" EHS, use 
a 1/4" thimble.) When terminat- 
ing guy wire.with Preformed Big 
Grips™, a thimble two sizes larger 
than the grip should be used. 
(A 3/16" grip should use a 5/16" 
thimble, while a 1/4" grip would 
require a 3/8" thimble. 


500D asse iubibscscsceesntasiniasens GSMO 
BOD diincnbibieniincinak $600 
BOA ik cicierscenreiccecmnesctsoorivee BOCOO 
Guy insulators are used to iso- 
late guy wires into non-resonant 
lengths. The 500D can be used 
with 3/16" EHS guy wire, when 
terminated with cable clamps. The 
502 is required for 1/4" EHS guy 
wire, or when using preformed 


grips with either guy wire size. The 


504 is used with larger guy wire 
sizes or for heavy duty applica- 
tions. All models are compression 
style, so if the insulator fails, the 
guy wires are still connected. Com- 
plete guy line isolation can only be 
achieved with a nonconducting 
guy material, like Phillystran, fea- 
tures elsewhere in this catalog. 


3/16" Big Grip™..........0.0. $5.00 
1/4" Big Grip™ ..........00000006 $6.00 
5/16" Big Grip™ ......000.0000. $6.95 
Preformed guy grips are used to 

quickly and securely terminate guy 

wires, replacing traditional cable. 
clamps. They are much quicker 

and easier to install than cable 

clamps, are more secure, too. 


GC65303, 3/16" Sleeve.... $1.65 
GC65136, 1/4" Sleeve...... $1.95 
GC65128, 5/16" Sleeve.... $2.10 
We recommend the use of end 
sleeve on all Preformed Big Grip™ 
installations. Split design simply 
twists on the end of the grip, 
ensuring it does not unravel from 
the guy wire. Absolutely required 
in ice-prone locations. 


GUY ANCHORS EQUALIZER PLATES THRUST BEARINGS 


a a 


GASOC4 sicscesecscerveccetsccscjenvess $69 
The Rohn GAS604 is an earth screw 
guy anchor. Heavy duty 5/8" shank 
is four feet long, with 6" auger. 
Hot-dipped galvanized finish for 
long life. 


pee sD 


The Rohn GAR30 is a concrete guy 
anchor rod. Heavy duty 5/8" diam- 
eter shank, 84" long. Hot-dipped 
galvanized for long life. 


GAC FASS iirrcccsscsccosesheoscee $139 
The Rohn GAC3455 is a super 
heavy duty concrete guy anchor. 
Large 3/4" diameter shank with 
an integral heavy duty 5-hole 
single equalizer plate. 


Local: (972) 422-7306 


Ei Fe eS ES etssidas sores veorenssctyeseass $39 
The Rohn EP25343 is a dual 
equalizer plate used for attaching 
multiple turnbuckles to a single 
guy anchor. Works well with the 
GAS604 and GAR30 guy anchors 
described on this page. Dual plate 
design is sandwiched over the 
anchor rod and up to three turn- 
buckles can be inserted into the 
opposite end of the plate. Includes 
all mounting bolts. Hot-dipped 
galvanized for long life. 


EP 25d A ciecsvecarenvecedcevdocdesscseezos $59 
Five-hole version of the EP25343, 
described above. Will accept up to 
five turnbuckles. 


sales@texastowers.com 


TB3, 1.75-2" I.D. .....ccccoeee $159 
TB4, 2.75-3" 1.D. ...c.cseceeee $185 
Heavy-duty, self-lubricating 
thrust bearings, by Rohn. Sup- 
plied with mast set bolts, and 
mounting hardware. 


GS-050, 1.25-1.875" I.D. .... $39 
GS-065, 1.5-2.5" 1.D. .....00006 $59 
These Yaesu thrust bearings are 
an incredible value! Highly recom- 
mended for use with Glen Martin 
aluminum roof towers, and other 
similar products. They also work 
well with moderate sized towers. 


TIMES NICROWAUE SYSTENS 


LMR® COAX 

There is now a better coax choice 
than 9913, 9913 Flex, RG-213/U, or 
RG-8. The Times Microwave Sys- 
tems LMR?® coax line offers several 
different high-tech, ultra low loss 
50 Ohm coaxial cables utilizing a 
-closed cell foam dielectric with a 
much higher velocity factor allow- 


‘COAX 


_ TYPE 40m 2m 70cm = 23cm 
| sxmini | 200 | 400 | 7.00 | 


RG-213/U 


|_imr-4oo | 70 


1.50 


TEA-CON 


RG-213/U Coax.......... $.69/ft. 
Military-spec version of RG-8U, fea- 
tures improved shielding, electri- 
cally stable polyethylene dielectric 
and a non-contaminating outer 
jacket for long life. Compare with 
Belden #8267. 


8X MINI Coax............ $.35/ft. 
Mini RG-8U coax offers foam 
dielectric, 95% shield, and black 
non-contaminating outer jacket 
for long life. 


R81 Rotor Cable........ $.49/ft. 
Standard duty 8 conductor, 2-#18 
and 6-#22 with black jacket. For 
Hygain rotors at lengths to 125°. 


R82 Rotor Cable........ $.69/ft. 
Heavy duty 8 conductor, 2-#16 and 
6-#20 with black jacket. For Hygain 
rotors at lengths to 200. 


R83 Rotor Cable........ $.89/ft. 
Extra heavy duty 8 conductor, 
2-#14 and 6-#18 with black jacket. 
For use with Hygain rotators at 
lengths up to 300 feet. 


Orders: (800) 272-3467 


DB LOSS PER 100 FT. 


| 300, | 580 | 
aso. | 2707) 


70 z 
| umr-soour | so | 180 | 3.20 | 
| _umrsoo | 42 | 96 | 172 | 320 | 


ing larger center conductor sizes | 


for lower loss. - 


The closed cell foam construction 
also keeps the center conduc- 
tor centered, even around tight 
bends. This keeps the charac- 
teristic impedance at 50 Ohms, 
unlike 9913 which allows the 
center conductor to shift position 


~ and impedance, degrading VSWR : 


performance, 


The closed cell foam dielectric 


prevents the water migration 


problems so prevalent in the 9913 
type cables. These old designs 
have air space within the dielectric 
allowing water vapor condensa- 
tion to occur, collect, and travel 
inside the cable, ruining the loss 
and VSWR characteristics. 


These new Times Microwave LMR® 
cables offer a 100% double shield 


COAX SPECIFICATIONS 


270 ye 


R84 Rotor Cable......$1.19/ft. 
Extra heavy duty 8 conductor, 
2-#12 & 6-#16 with black jacket. For 
Hygain rotors at lengths to 500’ 


R62 Rotor Cable........$.49/ft. 
Heavy duty 6 conductor , 6-#18 
with black outer jacket. For use 
with all Yaesu rotators. 


COAK CONNECTORS 


PL-259ST, UHF Male.....$2.49 
All silver construction with Teflon 
insulation. Fits RG-8/U, RG-213/U, 
9913, and LMR-400. 


9913NMC, N Male........ $5.95 
Compression style connector with 
all silver construction and Teflon 
insulation. Designed for LMR-400 
and 9913, also works with RG-8/U 
and RG-213/U. 


9913NMS, N Male ........ $5.95 
Solder type connector with silver- 
Teflon construction. Designed for 
LMR-400 and 9913, also works with 
RG-8/U and RG-213/U. 


CENTER 
CONDUCTOR 
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SENDING 
RADOUS 


YELOCOTY 
FACTOR 


COAX ADAPTERS 


INGE /P icscorensscscasteiessesttcareten eee 
N-M/BNCY-F......scccsscsseseoerees 95-95 
N-M/UHF-F......sssecssseceseare 95295 
SMA-M/BNCGC-F ........00e000002 $8.95 
SMA-M/UHF-F .......00000e00002 $8.95 
UHF-F/BNC-M (UG-255)... $3.95 
UHF-F BULKHEAD............. $5.95 
UHF-F/F (PL-258).....0..00006 $2.50 
UHF-M/M ....cccscscssscenscoes seer $4.95 
UHF-M/N-F....csscsssccesercseeees 95295 
UHF RIGHT ANGLE........... $4.95 


TIMES LMR© CONNECTORS 


LMR-400 CONNECTORS 
TC400NFC, “N” female............ 
TC400NMC, “N” male... 


LMR-500 CONNECTORS 
TC5OONFC, “N” female ............+. 
TC500NMC, “N” male .....cc..s000- 


LMR-600 CONNECTORS 
TC600716MC, DIN male............ 
TC600NFC, “N” female... 
TC600NMC, “N” male uu... 
TC600UMC, UHF male............... 


dielectric, follov 


laminated tape 


copper braided shie 
strength and easy « 
stallation. Unlike 
and other types 
coaxes, the bond 
vents water migrati 
the shield and the di 


Finally, Times Microwave | 
bles have a tough black polye’ 
ene jacket to offer protectio 
abrasion and U-V breakdown 


: 
COAKIUMPERS = 


SKA COAX PU 
WOOL LEWSTH 
ED Ge 
| 8X-2C_-| 2 Fi saree 
ae ae 
| _8x-12C | 12FT. | $31.95 _| 
| _8x-18c_| 18FT. | $3295 | 
| _8x-50C | SOFT. _| 


WADESS 


ata ted 
> 


rOAK 3 


oe Lanett. oasr | 
|_213-6c_ | GFT. | $28.95 _ | 
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B-22 / B-26 

‘ile self-sup- 
rs are available 
from 30 to 100 
2s of 12 different 
Ns varying in face 
1 from 11-26 inches, 


tin< 


ferent tower models. 
inum construction 
2s these towers ex- 
ly lightweight for 
installation., yet they 
‘rugged, and have a 
‘manently rust-free fin- 


Pie Se ny SNE at i's 


constructed of steel 
FP] for this high-stress area of 
‘iA the tower. The steel base 
also prevents the concrete 
“%) footing from corroding the 
{ The 12 tower sections are 
}} available separately for 
customer engineered ap- 
plications. 


UMUERSAL TOWER 


Universal B-30 Towers 

These versatile self-sup- 
porting towers are avail- 
able in heights from 40 to 
100 feet. A series of 14 dif- 
ferent 10' sections varying 
in face width from 11-30 
inches, make up a range of 
19 different tower models. 


WF aa RaW ues ot al 
A ST ae Aa — 


Aluminum construction 
makes these towers ex- 
tremely lightweight for 


~s 


aa 
DDS 


\4 
Ns 
~ 


5) easy installation., yet they 
Ki} are rugged, and have a 
> permanently rust-free fin- 
kA ish. All base assemblies 


mW 


are constructed of steel 
for this high-stress area of 
the tower. The steel base 
also prevents the concrete 
footing from corroding the 
aluminum tower sections. 


x 


hay, 
von 


> 


re 


| are available separately 
for customer engineered 


ttt The 14 tower sections 
Vt 
4 
y applications. 


nen NICD _ 
lui WL i= 
~ make up a range of 30 dif- 


Aibese assemblies | 


§4] aluminum tower sections. 
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WEIGHT 
(LBS.) 


A EL 
[440 
| 450_| 
| 7-40 _ | 
| 9-30_| 
[12:30 | 
| 6-60 | 
| 7-50 
| 9-40 _ | 
| 9-50 
[12-40 | 
[15-40 | 
[21:30 | 
| 4-80 _| 
|_7-60_| 
| 9-60 
[15-50 _ 
[16-50 _ 
[21-40 | 
| 23-40 | 
| 35-30 | 


All Universal towers are drop shipped directly from the factory. . 
Please call us for delivery charges. MI residents must add sales tax. 


UNIVERSAL SELF SUPPORTING ALUMINUM TOWER SPECIFICATIONS 


TOWER BASE ROTOR CAPACITY | ve HT 
MODEL HEIGHT MODEL PLATE 110MPH ss itstCsCs«éPRICE 
| Hp4-90 | 90° | 830 | R11 | 44sq.ft_|  296Ibs. | $3069 | 


| Hp4-100 | 100° | 830 | R11 | 43sqft_| 413tbs. | $4079 _ 
| Hps-6o | oo | 830 | R11 | 93sqft_| 202Ibs. | $2049 | 
| Hos-o | 80 | 830 | R11 | 93sqft_| 302Ibs | $3079 | 
| Ho16-80 | 80 | 830 | R14 | 157sq.ft. | 369Ibs. | $3699 _ 


| Ho21-s0 | so | 830 | R14 | a1saft_ | 190Ibs | $1939 | 
| Ho21-70 | 70 | 830 | R14 | 2itsqft | 322Ibs. | $3219 | 
| Hp3s-4o | 40 | 830 | ris | 345saft | 178lbs. [$1829 | 


UNIVERSAL B-30 TOWER OPTIONS 


B-30, Hinged Base............. $239 
Constructed of high-strength steel 
for strength and to prevent con- 


tors. Bolt in design allows mount- 
ing anywhere within the section. 


crete corrosion of aluminum. SC-4B, Bearing .......seeseerees $129 
With 2.188 inch inside diameter 
RFM-30, Roof Mount......... $239 for masts measuring up to 2-3/16" 


Hinged roof mount. Installation outside diameter. 
requires use of guywires. 


Top Plate Option............000. $30 


R-11, Rotor Plate.........ccesee $39 Factory welded (must be ordered 
R-14, Rotor Plate.........seeseee $59 — andinstalled with tower) to the top 
R-18, Rotor Plate..........eee $79 section. Allows easy mounting of 
Pre-drilled for HygainandYaesuro- the optional SC-4B bearing. 


Local: (972) 422-7306 
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UNIVERSAL TOWER OPTIONS 


3 B-1 4, Hinged Base Pier aaa y L°) 


B-18, Hinged Base...........0000979 
B-22, Hinged Base............ $135 
B-26, Hinged Baseé.......... $165 
B-30, Hinged Base.............. $239 
Constructed of high-strength steel ~ 
for strength and to prevent con- 
crete corrosion of aluminum. 


R-11, Rotor Plate... $39 
R-14, Rotor Plate .....s.0sess0000 $59 
R-18, Rotor Plate .......ccsvese. $79 
Pre-drilled for Hygain and Yaesu ro- 
tors. Bolt in design allows mounting 
anywhere within the section. 


SC-4B, Bearing... $129 
With 2.188 inch inside diameter 
for masts measuring up to 2-3/16" 
outside diameter. 


Top Plate Option .................. $30 
Factory welded (must be ordered 
and installed with tower) to the top 
section. Allows easy mounting of 
the optional SC-4B bearing. 


Aluminum Tower Sections 
Universal Tower offers all 14 
of their tower sections for sale 
separately. There are three 
types: top sections, taper sec- 
tions and straight sections. 
They offer great versatility for 
special project designs. 


UNIVERSAL TOWER SECTIONS 


MODEL | SIZE |WEIGHT| PRICE 


TOP SECTIONS 


| stop | is’ | 3itbs | $319 | 


[18-TAPER| 18" | 291bs. | $269 | 
[26-TAPER| 26" | 47\bs. | $589 | 


STRAIGHT SECTIONS 


Liste | 11" | i2ibs | $135 | 
| 14str. | 14" | 13ibs. | $159 | 
| 22-str. | 22" | 34ibs | $419 | 
| 30-str. | 30" | 67ibs. | $649 | 
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iN TOWER 


MA SERIES 
The US Tower MA series 
crank up tubular towers 
are designed to be efficient 
and neighbor friendly, of- 
fering a clean, flagpole-like 
appearance with maximum 
heights.up to 85 feet. Maxi- 
mum wind surface area 
ranges from 15.3 to 22 
square feet at 50 MPH (5.5 
to 9 square feet at 70 MPH), 
depending on model. All 
models are hot-dip galva- 
nized for long life, and are 
supplied with anchor bolts, 
_house bracket (but can be 


TOWER 
MODEL 


MA-40 


MAX, 


MA-770MDP 


MA-850 


MA-850MDP 


US TOWER 


TMM Series 
The US Tower TMM series 
compact crank up towers 
give hams in restricted areas 
an alternative to large crank 
up or guyed towers. These 
lightweight towers have a 
minimum retracted height 
of about 12 feet. At the re- 
tracted height visual impact 
is reduced to a minimum, 
usually lowering the tower 
and antennas below the 
roof line. This also makes an- 
tenna servicing much easi- 
er. Most small to medium 
sized rotators fit inside the 
top section. Larger rotators 
may prevent full retraction, 
but may otherwise be used. 
All models are hot-dip 


nairacs 
TMM-433HD 


TMM-541SS 


MIN. 
HEIGHT HEIGHT TIONS 


installed self-supporting with the 
optional hinged bases), and a top 
section mounted rotor plate. 


SUS 


MARB-4O .......sssesceseseeoresererere 9819 
MARB-550 «ssessecoseceesseeeseees $949 
MARB-770 ....cscoseosesecseeeseee 91,149 
MARB-850.........ccseeesesese0000 91,359 
Hinged rotor bases, offers self- 
supporting tower installation, and 
hinged base, so the tower can be 
horizontally lowered to the ground 
with the optional MAB raising fix- 
ture. Also allows the rotator to be 
mounted near ground level so it 


US TOWER MA SERIES CRANK UP MAS 


SEC- DIAM, 


TOP 


DIAM. 
BOTTOM 


galvanized, and are supplied with 
anchor bolts, hinged T-base, base 
bolts, installation template, load- 
actuated hand winch, factory- 
installed rotor and top plates, and 
an eight foot galvanized steel mast 
(2) OD), 1203); 


TMM SERIES OPTIONS 


Raising fixture, allows any of the 
TMM series crank up towers to 
be horizontally lowered to the 
ground, allowing safe and easy 
one-man installation and antenna 
service. Designed to be easily 
bolted to existing T-Base bolts. 


Local: (972) 422-7306 


can handle its full rated load, plus 
no top mast section is needed. 


MAB-40.......0ccccssssesscsvessceeeeee $529 
MAB-550.....ccccssssccsscessceseeeee $639 


A MAB=77O cicdsccccsovesevedsccssonssce $779 


MAB-850......scsseseeeseseesevere $1,039 
Similar to the MARB rotor bases 
featured above, but without the 
ground-level rotator mount. 


MAF-40 .....cccscsssssssesssrereseoeee $339 
MAF-550 ...ccccsscscesessssesceseeces $459 
MAF-770 Peoeocscevoescevessocoeosecee $529 
MAF-850....ccscccssssesossesonsesens 9709 
Raising fixtures. Requires optional 
MAB or MARB hinged base. 


T SPECIFICATIONS 
VENDULOAD RATING 


SO MPH 


WEIGHT 


PO TPH BR 


top of tower, allows raising and 
lowering of mast. The MRF is 
only compatible with the TMM- 
433HD. 


TB-2US ‘seresecdscorsssssenssnaqerses PLAS 
Heavy duty thrust bearing for 2" 
antenna masts. 


CX-4 (TMM-433)....s000000000 $182 
CX-5 (TMM-541).....00cs00000 $249 
Coax ring set. Keeps coax out of 
harm’s way while the tower is 
being lowered. Coax runs droop 
neatly and safely between the 
rings. 


IV-16....ccccessees jsedintascdemeotviaea Oo 
Inverted-V arm holder. Works 
great for suspending all types of 
wire antennas. 


haneee wae 


_and safely bernie the 


4x4 x6 


lowered. Coax runs dri 


All US Tow rs 
shipped dires 
factory to : 
ey. US Tow 
two plants to 
freight costs. 
' for a quote. | 
must add 6.5% 


Ve'x16'x1'6' | 36'x36'xS! 
BST ET 16" T6"x16" [sexacas | $4259] 
Peasibs. | asset | SSsqte | Sxaxae | SxSxse 

[obs | sseat | scat | oasse | sess earae) 


rn | 


Why US Tower? 4 
Over the years, there have beer 
several crank up tower manufac- 
turers in the USA. Even when we © 
carried a couple of other lines, the - 
US Tower models have consistently 
been the overwhelming choice of 
our customers. Others have come ~ 
and gone (and some have even re- — 
entered the market), but US Tower © 
has been the constant, all the while — 
offering an excellent product as — 
well as an excellent value. 


US Tower now operates two US ~ 
manufacturing plants to serve you — 
better. One in Visalia, CA, the other — 
in Lincoln, KS. This reduces delivery — 
times and freight charges. The re- _ 
sult is the best service and value in 
the crank up tower industry! 


| BESCOUNT 
315ibs. | _20sq.ft. 27 cu.yds. | $1,949 _| 


400 Ibs. Se ae OC 


ets | | me | ones [set | age | ns | sey ae 


Orders: (800) 272-3467 sales@texastowers.com 


el towers, large 
| to accommodate 
amateur antenna 
's. The tower is con- 
ed using 21 foot 
sections, with a four foot 
54 overlap designed to im- 
=} prove strength and pre- 
vent section binding while 
©} raising and lowering the 
<) tower. Cross bracing is 
used at high stress areas to 

7 further increase strength. 
All models are hot dipped 

lf galvanized after construc- 
tion to resist rust and 


TOWER 
MODEL 


MAX. 
HEIGHT 


US TOWER 
ff HDX Series ' 

_ The US Tower HDX series 
crank-ups are extra heavy 
_ duty steel towers. They 
are suitable for even very 
large amateur anten- 
nas and arrays. These 
towers are constructed 
using 21 foot sections 
with a four foot overlap 
where sections meet to 
increase strength and 
prevent binding. They 
accommodate most 
large rotators, and still 
allow full retraction. All 
US Towers are hot dip 
galvanized to resist rust 
and corrosion, provid- 


ies. | HDX-589MDPL 
==:§ | HDX-5106MDPL 


re self sup-_ 


MIN. 
HEIGHT 


Orders: (800) 272-3467 
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corrosion for long service life. 
All models are supplied with 
a hinged T-base (which allows 
fine levelling adjustments), base 
bolts, installation template, and 
rotor and top plates (factory 
welded into position). All non- 
motorized models are supplied 
with a heavy duty, load actuated 
hand winch. 


TK SERIES OPTIONS 


CX-2 (TX-438) .cccscseecereessersee $84 
CX-3 (TX-455) crecerscseseneseeeee $115 
CX-4 (TX-472) wiscresererereeeeeee $182 
CX-5 (TX-489) ..ecseseceserervenee $249 


The CX coax ring sets are designed - 


to help keep coax runs out of 


harm’s way while the tower is 
being lowered. The rings are stag- 
gered radially, which allows coax 
runs to droop neatly between the 
arms as the tower is retracted. 


PARE odicreccscncscnctsdsviavscsdpuscten DOOD 
Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


MCL-1000 ........cccccssovrereseseree $699 
Limit switch package turns off 
power when tower is fully ex- 
tended or retracted. Required for 
all motorized models. 


RMC-1 000 See See EDeSOE SEER EE OOEe $ 1 7,469 
Remote motor drive control, with 
limit switches. 


US TOWER TX SERIES CRANK UP TOWER SPECIFICATIONS 


SEC- 
TIONS 


DIAM. 
TOP 


DIAM. 
BOTTOM 


ing years of trouble free service. 
All models are supplied with a 
T-base (which allows fine level- 
ling adjustments), base bolts, 
installation template, rotor and 
top plate (factory welded into 
place). All non-motorized mod- 
els also include a load actuated 
hand winch. 


HDX SERIES OPTIONS 


CX-2 (HDX-538) .........000002 $84 
CX-3 (HDX-555) ....eseeeee $115 
CX-4 (HDX-57 2) ........000066 $182 
CX-5 (HDX-589) .............. $249 
The CX coax ring sets are de- 
signed to help keep coax runs 
out of harm's way while the tower 


US TOW 


ih FS, 


BET) GRE 


TOTAL 
WEIGHT 


ER HDX SERIES CRANK UP 


2p is | ie | coos, | assat | a37sqh | sxsxs | socuyds. | 
3 
59,799 


Local: (972) 422-7306 


WINDLOAD RATING 
50 MPH 70 MPH 


is being lowered. The rings are 
staggered radially, allowing coax 
runs to droop neatly between as 
the tower is retracted. 


IIE vcnscsusedecdvedtuersnnceiascaes $399 
Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


MT OO revencescssscesesys feadee 
Limit switch package turns 
off power when tower is ful- 
ly extended or retracted. The 
MCL-100 is required for all mo- 
torized tower models. 


RMC-1000...... soceedvcveeess 1,469 
Remote motor drive control, with 
limit switches. 


TOWER SPECIFICATIONS 


ta ’ 
a 
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TB-2US RO Real $1 49 
Heavy duty 2" thrust bearing. 


TRX-80 Seesceseessccscevesecsoosooscss $639 
TRX-8OHD.......sess0eeereseseeeee $849 
Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


M5, 5'X..12" Mast sesevssesssssese $69 
M10, 10'x.12" Mast..........$115 
M15, 15'x.12" MaStee..ses0 $169 
M15R, 15'x .25" Mast....... $259 
M20, 20' x..12" Mast... $229 
M20R, 20' x .25" Mast ....... $339 


BASE FOOTING 
SIZE AREA 


TB-2US........... dacosebsstensensy 9 1.49 
Heavy duty 2" thrust bearing. 


TAA Ost sevstedsavacuversossovense, 9O39 
TRX-8OHD....... sshvensnendersse PO49 
Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


M5, 5'X .12" Mast .....cccseeee $69 
M10, 10' x .12" Mast....... $115 
M15, 15'x .12" Mast....... $169 
M15R, 15'x .25" Mast.....$259 
M20, 20' x .12" Mast...... -$229 
M20R, 20' x .25" Mast..... $339 


st 


ete 


6 cu. yds 


WEST MOUNTAIN RADIO 


CLRASP ....cccecssescseesveese $219.95 
_ The West Mountain CLRdsp is 
an outboard audio processor 
and amplifier with ClearSpeech® 
DSP adaptive noise reduction 
circuit, offering extremely ef- 
fective noise reduction for both 
CW and voice modes. It is ideal 
for use in a home station as well 
as for mobile operation. Large 
rotary switch with Off, Low, Mid, 
High, and Max noise reduction 
settings. A red LED flashes when 
digital clipping occurs. Switched 
headphone jack automatically 
switches off connected station 
speaker when phones are used. 
Rear mounted 1/8" phone jack 
for connection to any 4or 8Ohm 
speaker. Supplied with 6' audio 
cables. Measures 1.5" Hx 4.3"Wx 
5.3"D and weighs 1.2 pounds. 


WEST MOUNTAIN RADIO 


RIGblasters 

The West Mountain RiGblasters are 
your key to operating over twenty 
new and exciting digital modes, like 
PSK31, MFSK16, MT63, Hellschriber, 
WSJT FSK441, WSJT JT65, high- 
speed CW meteor scatter and more. 
Also offers other SSTV, Digital SSTV, 
RTTY, AMTOR, PACTOR, PACKET, 
APRS, CW, contest voice keying, as 
well as Internet radio linking with 
the EchoLink® system, and more. 
Software required for most of these 
modes is freely available. All models 
have a USB interface, have fully 
isolated TX audio and keying, and 
effective RFI suppression. 


RIGbIaster Pro........cscccsesseees $269 
Offers USB and RS-232C interface. 
Features built-in rig control (RS232 
to TTL converter) tested and com- 


__ Orders: (800) 272-3467 


CLRSPKL ......ecsnseeesceeeeee 219.95 
The West Mountain CLRspkr is 
an amplified external speaker 
with built-in ClearSpeech® DSP 
adaptive noise reduction circuit, 
which offers extremely effective 
noise reduction for both CW 
and voice modes. Compact size 
makes it ideal for mobile opera- 
tion, but works great for station 
use as Well. Built-in 2 Watt audio 
amplifier and 4" speaker offers 
plenty of audio output. A rotary 
switch offers Off, Low, Mid, High, 
and Max noise reduction settings 
with red LED digital clipping 
indicator. Supplied with tilting 
mounting bracket, 6' power 
cable with Powerpole® connec- 
tors, and 6' audio cable with 1/8" 
mono plug. Measures 5.3" W x 
4.3" H x 2.5" D. 


a 


patible with lcom, Kenwood and 
Yaesu rigs, and transmit speech 
processing (when used with ap- 
propriate EQ and compression soft- 
ware). Fully automatic operation 
without the need for microphone 
switches and/or cable swapping. 
PTT override mode assures the 


microphone is always available by ~ 


overriding the computer signal— 
perfect for contesting or SSTV op- 
eration. Supplied with 8-pin round 
and RJ45 radio microphone cables 
and illustrated, step-by-step user 
manual, and wall adapter. 


RIGblaster PIUS .........00006 $149.95 
Similar to the RIGblaster Pro, except 
without the following: rig control 
mode, transmit speech processing, 
or mic recording output. Supplied 
with 8-pin round and RJ45 radio 
mic cables and illustrated, step-by- 
step manual, and wall adapter. 


RIGblaster NOMIC .........+. $59.95 
Similar to the RIGblaster Plus, but 
without microphone input—for 


Local: (972) 422-7306 


COMSPKT .......00000000e0000. $69.95 
The West Mountain COMspkr is 
an amplified computer speaker 
system specifically designed to 
eliminate RF interference. It of- 
fers exceptionally high levels of 
RF rejection from 1-1000 MHz. 
Optimized for use in close prox- 
imity to any radio transmitter. 
Stereo Hi-Fidelity response for 
use with voice or music. Built- 
in audio amplifier (3 Watts per 
channel) assures compatibil- 
ity with most computers and/or 
two-way radios. The speakers are 
built into solid, resonance-free 
wooden enclosures. Accepts ste- 
reo line level,.via 1/8" mini jack. 
Supplied with audio cables, and 
UL approved wall adapter. Each 
speaker measures 4.1" Wx 8.4"H 
x 5.3" D and weighs 2.6 pounds. 


digital mode operation only. (Since 
there is no mic for voice input, SSTV 
operation would not be legal, as 
voice announcements would not 
be possible.) 


RIGblaster Plug & Play........$109 
Features include USB interface, USB 
to serial TTL interface for rig control, 
automatic microphone switching 
(if supported by radio model), and 
more. Very small, compact design 
is powered by the computer's USB 
port. Please note: unlike other 
RIGblasters models, the Plug & Play 
is designed to interface through 
the radio's auxiliary jack—not the 
microphone jack. Depending on 
the connected radio, optional data 
jack, radio control, and CW cable 
adapters may be necessary—please 
call for help in deciding which you 
might need for your particular rig. 


The West Mountain ( 
vanced battery ana 
for use with most sth t 
of battery of any chen 


tery of scientific test on any 
batteries by letting your « 
do all the work. It not onl 
total energy stored in batt 
hours), but it graphically di: pla 
and charts voltage versus ar 
hours. Provides a constant 
load. Ruggedly built and prov 
with Powerpole® battery, 
tors. Each unit is calibrated to t 
accuracy and offers full s 
hardware protection. USB power 
so it consumes no energy from the. 
battery being tested. Software rec- 
ommends safe tests based on used t 
supplied battery information. ol 


‘ 


vi 


RiGrunners a 
The most convenient and safest way 
to connect all your 12v equipment. — 
All models use Powerpole® connec- — 
tors as specified by ARES & RACES. 


BO12/C ssssssssssssssssereeeeeersens$ 149,95 
Distributes up to 80 Amps across 
two 40 Amp busses. Includes under 
and over-voltage LED indicators 
with audio alert. Supplied with 
fuse kit, and 12 pair of Powerpole® 
connectors. 


40 12/C ,..cecescecseossncoersonenssip ee Vaan 
Distributes up to 40 Amps across 
12 outputs. Supplied with 12 pair 
of Powerpole® connectors. 


4O0B/C ...rervseseeres asconsunsensece sd LOGI 
Distributes up to 40 Amps across 
8 outputs. Supplied with 12 pair of 
Powerpole® connectors. 


sales@texastowers.com 


sseeeseeeee CALL FOR PRICE 
DD ........ CALL FOR PRICE 
. The Yaesu FT-2000 is a 
| competition class HF 
| transceiver covering 
ayy 160-6m. It has a blue 

. fluorescent display and 


digital signal processing unit 
loffering a multitude of band- 
s filters, variable IF band- 
width, IF shift, automatic and 
manual notch filters, digital 
noise reduction, anda continu- 
ously variable passband con- 
tour control, and a three band 
Sarametric mic equalizer. Other 
eatures include an automatic 
antenna tuner, CTCSS tone 


FT-950.............. CALL FOR PRICE 
The Yaesu FT-950 is an all 
mode HF/6m transceiver 
with built-in multifunction 
32-bit floating point digi- 
tal signal processor (which 
offers adjustable 
IF width, IF shift, 
‘notch filter and 
contour features). 
| The radio has a multi-col- 
'or LCD display, and fea- 
‘tures a built-in high-speed 
“automatic antenna tuner, 
» built-in RS-232C interface 
-for control via personal 
computer (requires third 
_ party software), built-in CW 


ee | 


atures a high performance 


Orders: (800) 272-3467 


encode/decode, CW memory 
keyer, four channel digital voice 
recorder, dual receive, 99 mem- 
ory channels, multiple scanning 


_ modes, high resolution analog 


multimeter, VOX, and much 
more. Flexible connection jacks 
are provided for RTTY, SSTV, 
PSK31, JT65 and other digital 
modes. Front and rear panel key 
jacks are provided, as are rear 
panel transverter and RS-232C 
CAT jacks. Supplied with an up/ 
down hand microphone and AC 
power cord. 


In addition to all the features 
of the FT-2000, the FT-2000D 
offers a whopping 200 Watts of 


contest keyer, built-in high 
stability crystal oscillator 
(+1 PPM), triple-conversion 
receiver design, bar graph 
S/PO/SWR meter, 99 memory 
channels, multiple scanning 
modes, and much more. The 
radio also features Yaesu’s 
Rotator Control function, 
which offers direction and 
speed control of their popu- 
lar G-800DXA, G-1000DXA 
and G-2800DXA rotators— 
right from the front panel of 
the rig! Optional DMU-2000 
Digital Management Unit. 
The radio is supplied with 
a hand microphone with up 


Local: (972) 422-7306 


RF output. It is supplied with an 
external DC power supply. 


a a 2 
IF StAGOS....secssersssoerveeee nt 
sensitivity... 


selectivity... 1.15, 6, 24, 500 kHz 
frequency stability. eee pes 

RF olitputies eee one 100 W 
input nt cseeent cercatectees WOE Lasoo 
dimensions... 


wu 5.3" HX 16.1" W x 13.8" D 
WGN. 0-srescosscurserensnsess dene . 


FT-2000 ACCESSORIES 


DMU-2000 ....cssvessssesvesseeeees $699 
W/ FT-2000/D Purchase.... $499 
The Yaesu DMU-2000 Digital Man- 
agement Unit adds a wide array of 
informative and useful displays, when 
used with an aftermarket computer 
display. It provides an audio scope, os- 
cilloscope, logging page, band scope, 
world clock with sunrise and sunset 
terminator display, swept frequency 
SWR display, memory channellisting, 
rotator control display with Great Cir- 
cle Map, and a comprehensive menu 
listing, as well. With the DMU-2000, 
you can connectan aftermarket com- 


and down frequency con- 
trols and a fused DC power 
cord. 


RX COVETAGE psncecrecaphsuastompi nateeiy 30 kHz-60 MHz 
Sop Ne ee ee RS eee ee < .2 pV, typical 
selectivity... , 6,2.4 kHz, 500 Hz 
frequency st, 

RF output 

input voltag 


dimensions. 
weight.......... 


: 44" Wx 12.4" D 
22 pounds 


FT-950 ACCESSORIES 


DMU-2000 ......0cccscercesseereseees $699 
The Yaesu DMU-2000 Digital Man- 
agement Unit adds a wide array 
of informative and useful displays, 
when used with an aftermarket 
computer display. It provides an 
audio scope, oscilloscope, logging 
page, band scope, world clock with 
sunrise and sunset terminator dis- 
play, swept frequency SWR display, 
memory channel listing, rotator con- 
trol display with Great Circle Map, 
and acomprehensive menu listing, 
as well. With the DMU-2000, you can 


sales@texastowers.com | 


- puter keyboard, and add memory 


labels, edit data, and perform backup - 
and other functions, as well. 


PTCA. tasasccnssvoudeabsapnvbracconssevessctessys POD 
The FH-2 keypad provides ease of 
control for CW or voice messages and 
receiver loop recording. Also adds 
an additional digital voice recorder 
channel. 


MD-100A8X.....srssecvsssessensereeeseees $139 
Deluxe desktop microphone. 


MD-200A8X.....csssscssesesreeeseeseee $359 
Pro quality desktop microphone. 


BE 2 eradsectecassesearstevepsdsscuresiesss 9 179 
Matching external speaker/audio 
filter. 


Quadra System..........000+. aveveees 93699 
Matching 1 kW solid state linear ampli- 
fier with auto tuner. 


WF aT vaackeccureessincacsstve cacliosics $179 
Collins mechanical 500 Hz wide CW 
subreceiver filter. 


DN RAIN ecahsatcenosninpereadibseeosveve $179 
Collins mechanical 300 Hz narrow CW 
subreceiver filter. 


connect an aftermarket computer 
keyboard, and add memory labels, 
edit data, and perform backup and 
other functions, as well. 


DVS-6, Digital Voice Unit............... $59 


FC-40, Mobile Tuner ....s.sesesececessss $289 
External antenna tuner designed to 
quickly match a 65' end-fed wire. 


The FH-2 keypad provides ease of control 
for CW or voice messages and receiver 
loop recording. Also adds an additional 
digital voice recorder channel. 


FP-1030A, Power Supplly............. $239 
Matching DC power supply. Provides 13.8 
VDC at 30 amps. 


MD-100AB8X.......cccsvsosenersssvsssesscerees $139 
Deluxe desktop microphone. 

RID =2OQA BX vivccccivccravsentcaiceptcssnoccees $359 
Pro quality desktop microphone. 
MicroTune Unit A (160m)............ $479 
MicroTune Unit B (80/40m)......... $479 
MicroTune Unit C (30/20m)......... $479 


tite 


INCLUDES ALL COUPONS & REBATES 


FT-450 ....00000006 CALL FOR PRICE 
FT-450AT......... CALL FOR PRICE 
The Yaesu FT-450 is a 
compact all mode HF/6m F 
transceiver with IF-level 

Digital Signal Processing. 

The radio has a large multi-color 
LCD display, and features contour 
filtering, manual notch filter, digi- 


THES 


COUPONS & REBATES 


INCLUDES A 


FT-897D........ CALL FOR PRICE 
F The Yaesu FT-897D 

is a self-con- 

tained, all mode 

HF/6m/2m/70cm trans- 
ceiver offering 100 Watts of 
power. The radio has a color 
switchable (32 color choices) 
LCD display and features 60m 
(5 MHz) coverage, automatic 
power off, automatic repeat- 


tal noise reduction, digital micro- 
phone equalizer, IF shift, 10 kHz 
roofing filter, built-in TCXO, large 
easy-to-read digital S-meter with 
peak and hold, built-in electronic 
CW keyer, CW beacon mode, CW 
training mode, two voice keyer 
memories (each hold 10 seconds), 
digital voice recorder (holds up to 
20 seconds), built-in digital voice 
synthesizer, 500 memory chan- 
nels, multiple scanning modes, 
and more. The radio is built in a 


er shift, automatic 
time out timer, 
wide band receive, 
band scope display 
mode, battery volt- 
age meter, 
built-in 
digital 
signal 
process- 
ing mod- 
ule, CTCSS 
tone en- 
code/decode, 
built-in CW keyer, dedicated 
1200/9600 bps data jack (6-pin 
mini DIN) IF noise blanker, 
IF shift, 200 alphanumeric 
memory channels, multiple 
scanning modes, transverter 
mode, SmartSearch mode, 
built-in .5 PPM high stability 
TCXO, versatile TX meter (in- 
dicates modulation level, ALC, 
power output or SWR), VOX, 
and more. The built-in digital 
signal processing module pro- 
vides general noise reduction, 


‘controlled exte 


has a built-in einpee control 


interface for programming and 


cloning (DB-9 connector) and has 
a dedicated data jack for FSK-RTTY 
operation. An optional internally 
mounted antenna tuner (already 
installed in FT-450AT) is available 
for tuning resonant antennas as 
well as an optional external anten- 
na tuner for tuning a non-resonant 
end-fed 65' wire. Compatible with 
the popular Yaesu ATAS-120A 
mobile tuning antenna can also 
be used for convenient mobile 
operation. The radio is supplied 
with an up/down hand mic and a 
fused DC power cord. 


RX COVEVAGE Sicsecssesoncsdeunesatieronnane 30 kHz-56 MHz 
sensitivity...... suns <2 HV, typical 


selectivity we 3, 2.4,1,8 kHz, 500 Hz 
frequency stability 

RF OUTPUT ......00000 ia 

IMPUT VOR AGE a. iiscssteatesvessedisospertucedasy 1 3.8 vDC, 22 A 
dimensions... ws 3.3" HX 9" W x 8.5" D 
WEIGH sipvasestecctrsstsstiatcoposscditgeetancoolanaasiosed 7.9 pounds 


512 SSB bandpass filter combi- 
nations, 3 CW bandpass filters, 
automatic notch filtering and 
microphone equalization. One 
or two optional FNB-78 inter- 
nal Ni-MH batteries can be 
installed (power output drops 
to 20 Watts when battery pow- 
ered), or the optional FP-30 
power supply can be internally 
installed instead. The optional 
CD-24 charge adapter is re- 
quired to charge the internal 
batteries, as well as the op- 
tional PA-26B charger or other 
adequate 13.8 vDC source. 
The radio is supplied with a 
hand microphone with up and 
down frequency controls, and 
a fused DC power cord. 


RX (COVETAGE’...:ccoussonsspestan etna .1-56, 76-108, 

118-164, 420-470 MHz 
SENSITIVITY’ scrssercsasctemcsetosraap vo yeamennites <.2 pV, typical 
selectivity... 15, 9, 6, 2.2 KHz 
FreqUeENCy Stability ......cseccssccssesssssersssesensesees +.5 PPM 
RF OUTPUT ....ssesssseeeene 100 W, 2m: 50 W, 70cm: 20 W 
INPUT VOItAGE «:.cccartesprhsasessvssonsstintonnpert 13.8 vDC, 22A 
dimensions... w3.2" H x 7.9" W x 10.3" D 
WEIGHT .conssuctincornssasabnapeeounutoanetennmunmeseenied 8.6 pounds 


_ Internally mount 
- tenna tuner unit. | 


of up to 3:1 SWR. 


antennas—hand! 


hs bie 
ATAS-120A, Antenna. . 
Automatic tuning screwd 
antenna. Covers 0:16 
2m, and 70cm. Requires a 
SO-239 type base. 


ATBK-100. 
Radial kit for using the ATAS 
a base antenna. Provides a dedice 
ground system to allow the 2m. 
70cm bands to load properly, witho 
the ground plane pr i 

automobile. 


FC-40, Mobile Tuner 8 
External antenna tuner designed | : 
quickly match a 65' end-fed wire. f 


FP-1030A, Power Sunsiy ae J 
Matching DC power supply. Provides | 


13.8 VDC at 30 amps. 
MHG1, Carry Handle 519 
MMB-90, Mobile Bracket-rnnn $39. 


aoe 


FT-897D ACCESSORIES 


ADMS-4B, Programming Kite $59 
Windows™ programming software and 


interface cable. 
Cres 


ATAS-120A, Antenna - 
Automatic screwdriver type antenna. 
CD-24, Charge Adapter Be 
FC-30, Auto Tuner... $169 
FC-40, Mobile Tuner $289 


FP-30, Power SUpDIy .ncececssseeosssveee 9209 
Internal switching power supply, 
100-120/220-240 vAC. Cannot be 
installed with FNB-78. 


FNB-78, Ni-MH Battery ....sscseee $119 
Internal 4.5 Ah Ni-MH battery. Two may 
be installed. Cannot be installed with 
FP-30 power supply. 


PA-26B, Charger ...e.ssvecsssessevseseeseenve 979 
MH-59A8J, DT MF Mic ...ssesovsoveneseeee 965 
MMB-80, Mobile Bracket... $39 
YF-122C, 500 Hz CW Filter ...scess $179 
YF-122CN, 300 Hz CW Filter ..+ec00$179 
YF-122S, 2.3 kHz SSB Filter’... $179 


Orders: (800) 272-3467 


Local: (972) 422-7306 
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automatic power off, 
, automatic 
repeater 
shift, auto- 
matic time 
out timer, 
adjustable 
AGC, band 
scope display 
function, 
battery volt- 

age meter, 

wide band 
receive, 
CTCSS tone 
encode/decode, 
DCS encode/decode, built-in 
CW memory keyer with bea- 
con mode, CW training mode, 
built-in DSP module, optional 
Collins mechanical CW and SSB 
filters, IF shift, IF noise blanker, 
intercept point optimization 
(improves HF receiver per- 
formance), 200 alphanumeric 
memory channels, RIT clarifier, 
RS-232C computer program- 
ming capability, dedicated 


Oce = 


PES OUrC 


<= ee “4a = 


57D ....... CALL FOR PRICE 
‘mem The FT-857D is an ul- 
quae) tra compact all mode 
ups transceiver covering 
HF, 6m, 2m, and 70cm. 
fhe radio has a removable 
ontrol panel with a large color 
witchable (32 color choices) 
lot matrix LCD display, and 


4 


eatures 60m (5 MHz) coverage, 


YAESU 


cated 1200/9600 bps data 
jack, wide and narrow 
FM modes, IF shift, IF 
noise blanker, in- 
tercept point op- 
timization, 200 
memory chan- 
nels, dedicated 

digital mode for 
PSK31/RTTY/SSTV etc., RIT, 
versatile RS-232C CAT system 
(control via personal com- 
puter—requires 3rd party 
software), multiple scanning 
modes, VOX, and more. The 
radio is supplied with a hand 
microphone with up and down 
frequency controls, a recharge- 
able Ni-MH battery pack and a 
wall charger. 


BON AMLD wick oss arnvosssseeseas $369 
The Yaesu FT-817ND 
is a self contained all 
mode HF/6m/2m/70cm 
“backpack” QRP trans- 
ceiver. The radio has a blue 
alphanumeric LCD dot matrix 
display with bar-graph power/ 
‘ALC/SWR metering and spec- 
‘trum scope display. The radio 
‘features AM receive, built-in 
“attenuator, automatic repeater 


‘shift, automatic time outtimer, ,, COVEFAGE .sniune «1-56, 76-154, 420-470 MHz 


1200/9600 bps data jack (6-pin 
Mini DIN, uses optional Yaesu 
CT-39A), multiple scanning 
modes, SmartSearch mode, 
versatile TX meter (indicated 
modulation level, ALC level, 
power output, or SWR), and 
more. The built-in digital sig- 
nal processing module pro- 
vides 512 SSB bandpass filter 
combinations, 3 CW bandpass 
filters, automatic notch filter, 
digital noise reduction and 
microphone equalizer proces- 
sor. The radio is supplied with 
a hand microphone with up 
and down frequency controls, 
a mobile mounting bracket 
with hardware, and a fused DC 
power cord. 


RX COVEFAGE seccovssiniscspnapnsntecnninb pet .1-56, 76-108, 
118-164, 420-470 MHz 


sonaiaesecbacoussioenl ee EN 
RR GURRUE Ses finijsas 100 W, 2m: 50 W, 70cm: 20 W 


Frequency Stability ......00ssess0e» 


input voltage esndyscighesstbedsionny SE Vip AEE 
dimensions... 2" HxX6.1"Wx9.2"D 
WEI GI snsss.icctsvnncscasteacoamecures  eaeabee eaiptifoee 4.6 pounds 


FT-817ND ACCESSORIES 


ADMS-4A, Programming Kit ........ $59 
Windows™ programming software and 
interface cable. 


ATAS-25, Antenna $219 
Manually tuned portable antenna. 


CSC-B3, Virnyl Case seacecesccerevneeteceren 
CT-39A, Data Cable 


$25 
$12 


(CT-62A, CAT Cablle..........c0csssssersseees $29 
RS-232C computer interface cable 
allows control via personal computer. 
Requires third party software. 


FNB-85, Ni-MH Battery...... woe $59 
Rechargeable battery pack, rated 9.6 
v, 1400 mAh. 


TCXO-9, TCKO......cervsncnveorosevsvevereeneees 999 
High stability crystal oscillator, in- 
creases stability to +.5 PPM. 


cw keyer, ARTS™ (which tracks SENSIBIVILY rrnnnninnnresnnnninnnserrin <.25 pV 

“the range of similarly equipped sie ha 15: 946 22 AE YF-122C, 500 Hz CW Filter -reween $179 

Btransceivers), CTCSS tome @M- RF output... sncscmnmnssutuiuinstleduuieunie 5W 

j 1 ; § [ YF-122CN, 300 Hz CW Filter........$179 

feode/decode/scan, DCS tone —Ginensions -nccncnuiSiWx5.1°Wx65"D 

FENCOde/decode/scan, A AEMi-~ — Weight orcrscsnsunnnnnsieninnnstesese 26pounds YF-122S, 2.3 kHz SSB Filter.........$179 
Orders: (800) 272-3467 Local: (972) 422-7306 


sales@texastowers.com 


FT-857D ACCESSORIES 


ADMS-4B, j Kit .....$59 
Windows™ programming software and 
interface cable. ; 


ATAS-120A, Antenna $329 


Automatic mobile antenna, covers | 


40m/20m/15m/10m/6m/2m/70cm. 

(CT-39A, Data Cable $12 
€T-62, CAT Cable eeenrenrnenmeee $29 
FC-30, Auto Tuner $169 
FC-40, Mobile Auto Tuner .......$289 
MH-59A8J, DTMF Mic ................ $69 


TCXO-9, TCXO $99 
High stability TCXO increases frequen- 
cy stability to .5 PPM. 


YF-122C, 500 Hz CW Filter.......$179 
YF-122CN, 300 Hz CW Filter ....$179 


YF-122S, 2.3 kHz SSB Filter .....$179 _ 


YSK-857, Separation Kit $59 
Kit includes front panel mounting tray, 
6m separation cable, 5m microphone 
extension cable, 6m speaker extension 
cable, and hardware. 


? ATAS-120A.............$329 
The Yaesu ATAS-120A is a 
| unique mobile antenna 
designed for use with the 
FT-857(D), and FT-897(D) 
! and FT-450(AT)transceiv- 
ers. It utilizes a motor 
/ tuning system which 
' tunes the radiating ele- 
ment for lowest SWR. No 
tuner or separate whips 
are required. Mounts on 
any suitable SO-239 type 
mobile base, like the Dia- 
mond K-400C. It can also 
be used as a base sta- 
tion antenna (optional 
ATBK-100 antenna base kit 
may be required for base 
installations without a 
good ground system). 


ATAS-25 ........0c0e0008 $209 

The Yaesu ATAS-25 is a 

potable, manually tuned 

antenna system designed 

specifically for the popu- 
ue lar FT-817ND. 


wi, 


TRESU 


For a limited time, the 
FT-2900K is supplied with 
a YSK-3400 separation — 
Kit—a $9 value! 


FT-8900R eeiecies GED 
The Yaesu FT-8900R is a 
we} §=10m/6m/2m/70cm quad 
Ups band mobile transceiver 
combining the “tradi- 
tional” dual band coverage with 


exiting new capabilities on the © 


10m and 6m bands. The radio has 


THESL 


For a limited time, the 
FT-3400K is supplied with 
a YSK-84100 separation 
Kiti—a $64 value! 


FT-8800R.......ccccccscecences $389 
The Yaesu FT-8800R is 
i yee a 2m/70cm dual band 
ups mobile transceiver. 
The radio has a large, 
amber alphanumeric 
LCD display with a detachable 
control head for convenient 


(a 


-a large, amber 
t iphasimene 
wee display 
and: features 
a detachable 


for convenient 
installation, 
even in small 
vehicles. Oth- 
er features 
include AM 
receive, built-in antenna du- 
plexer (single antenna jack), 
automatic power off, automatic 
repeater shift, automatic time 
out timer, battery voltage meter, 
cross band repeat mode, CTCSS 
tone encode/decode/scan, DCS 
encode/decode/scan, dedicated 
1200/9600 bps data jack (inter- 
faces to your radio with optional 
CT-39A data cable), 16 DTMF 
autodial memory channels, front 
panel and PTT lock, dual volume 
and squelch controls, extended 
receive (cellular blocked and 
non-restorable—see specifica- 


SD Mounting even in 
compact vehicles, 


and squelch 
controls for 
true indepen- 
dent two- 
channel 
operation. 
It also 
features 
AM receive, 
automatic repeater shift, au- 
tomatic power off, automatic 
time out timer, battery volt- 
age meter, cross band repeat, 
CTCSS tone encode/decode/ 
scan, dedicated 1200/9600 
bps data jack (connects to your 
TNC with the optional CT-39A 
data cable), DCS encode/de- 
code/scan, 16 DTMF autodial 
memory channels, front panel 
and PTT lock, dual receive, dual 
in-band receive, built-in an- 
tenna duplexer (single antenna 
jack), extended receive (cellular 
blocked and non-restorable, 


remote head 


and dual volume . 


Local: (972) 422-7306 


tions for exact frequency cover- 
age), over 800 memory channels, © 


RF squelch, multiple scanning 


modes, SmartSearch (automatic 


busy channel search and mem- 
ory loading system), and more. 


The FT-8900R is equipped with . 
Yaesu’s ARTS™ automatic range - 
transponder system, is fully 


compatible with WIRES™ and 
other internet linking systems, 
and it can easily be configured 


for FM satellite operation, like © 


UO-14. The radio is supplied 
with an illuminated DIMF hand 
microphone with up and down 
frequency controls and four user- 
programmable buttons, a mobile 
mounting bracket with hardware, 
and a fused DC power cord. 


RX (FMS seeschccesuseesyvcsceu eben 28-29.7, 50-54, 108-180, 
posure dane enasasuasrcarae ets se 320-480, 700-985 MHz 


SENSIIVITY.. ..o.,accnicsemine enlarge epee <.2uV 
RF OUtpUut (2M/7OCM) .crsesescsevssescersnneessesneeee 50/35W 
input voltage......... «13.8 VDC, 8.5 A 
SIZE .sesssesees 76. Hx 5.5" W x 6.6" D 
WEIGH te cssccontsssessceshanny Shea ogo Mame 2.2 pounds 


see specification for exact fre- 
quency coverage),-over 1000 
memory channels, RF level 
squelch, multiple scanning 
modes, SmartSearch (automat- 
ic memory channel loading), 
and more. The radio offers con- 
venient access and features for 
WIRES™ compatibility, as well 
as for other internet-linking 
systems, and is easily config- 
ured for FM satellite operation, 
like UO-14. The FT-8800R is fully 
compatible with Yaesu’s ARTS 
automatic range transponder 
system. The radio is supplied 
with an illuminated DTMF hand 
microphone with up and down 
frequency controls and four 
user-programmable buttons, 
mobile mounting bracket with 
hardware, and a fused DC 
power cord. 


RX range espe ey! 108-520 & 700-999 MHz 
SEVISIRIVICY ereccateisearssdesophovieis cssepsdeetythitimacanscarinses <.2uV 
RF OUtPUt (Z2M/7ZOCM) .rvvsesssovseserrnnserennnnrseene 50/35 W 


input voltage 


sane 2.2 pounds 


moved from the vehicle s: 
be secured out of sight, 
in another location. 


YSK-8900 ooesbnndhdacnwaneeinns 
Separation kit for remote 
ing. Includes a 20 ft. ssh 


hardware: The icreRene ac 
is located on the side of the fro 
panel, so no microphone exte 

sion cord is needed. ee 


FT-8800R ACCESSORIES 


ADMS-21 :....:..scccmetaeneneele $39 
Windows™ programa so - 
ware and interface cable k 
allows convenient memory pro- 
gramming. ; . 


CT-39A, Data Cable .......... $12. 


MLS-100, Mobile Speaker ... $45 
Rugged, commercial quality ex- 
ternal mobile speaker. 


MMB-60, Bracket.............. $35 
Quick release mounting bracket: 
allows the radio to be quickly 
removed from the vehicle so it 
can be secured out of sight, or 
used in another location. 


79021715, Fused DC Cord. $19 


Y¥SK-8900 «...<..cssccenpascenene -- $69 
Separation kit for remote mount-. 
ing. Includes a 20 ft. (6m) re- 
mote cable, speaker extension 
cable, and front panel bracket, 
with hardware. The mic jack is 
located on the side of the front 
panel, so no mic extension cord 
is needed. 


sales@texastowers.com 


Orders: (800) 272-3467 


| FTM-T0Revssesseeeen $309 
| The pracsy FTM-10R is 


oo” Sad microphone 


into its waterproof and dust 


eiver! Other features include 

; M/FM broadcast RX, external 
auc vay input, intercom, 500 alpha- 
meric memory channels, built-in 

% T fess tone encode/decode, VOX, 


YAESU 


(WetobEs ALT Courons & RECA 


EE Biciécshosesciessvecccmee 9 1:39 
omer ine Yaesu FT-2800M is 
WEE a rugged 2m mobile FM 
transceiver offering a 
whopping 65 Watts of 

Output power. The radio has a 
large backlit LCD display, meets 
_MIL-STD 810, and employs Yaesu’s 
Advanced Track Tuning RF input 
filtering, which greatly improves 
_intermod rejection. Other features 
‘include automatic repeater shift, 

_ dual watch, extended RX, 10 NOAA 
“memories with alert mode, CTCSS 
‘tone encode/decode, DCS encode/ 
decode, 221 memory channels, 
“multiple scan modes, and more. 


_ MLS-200-M10, Speaker 


Orders: (800) 272-3467 


multiple scan modes, and more. 
Supplied with a 10' separation 
cable, radio mounting bracket with 
hardware, speaker cable Y-adapter, 
and a fused DC aot ia 


RX pesunes ee 500 kHz- 


108-222, 300-999 MHz 


Kenalcivity Capi ontegh 4 
RF output (2M/7OCM) .esereesssrsnreessonseresernnse 50/40 W 
IMPut VOItAGE erecsesecesenesersnrseeenee @85A. 
SBE niet Lacrererocatcnie bist wenee 1.5" HX 4,4" W x7" D 
Wéighifigiacsapueen stueidsttinlelndelee £9 POUnAS) 


FIM-10R ACCESSORIES 


ADMS-10R TBA 
Windows™ programming software and 
interface cable kit. 


CT-M10, Separation Cable.........$29 
Extended separation cable, 20°. 


MEK-M10, Mic JACK sovesseeseesneses $14 
MH-68A6J, DTMF Hand Mic...... $49 
$35 


Waterproof external speaker. 

MMB-M10, Stand Bracket ......... $29 
MMB-M11, Mounting Bracket .. $29 
19021715, Fused DC Cord......... $19 


Supplied with an illuminated up/ 
down DTMF hand mic with four 
user-programmable keys, mount- 
ing bracket with hardware, and a 
fused DC power cord. 


RX COVELAGE -nesecscssecssssssrsbeeenns we 137-174 re 


Gea S TCT cesses tienes alos adenb ses sudedsconmahensdhcvibonhas 

RF OUt Ut .idicb.ssesesecnsonvetuaseosanecteleeraaaveed Seb assD 6 te 

INPUT VOITAGE! ........ossseeeesersssveessnsaserssees 13.8 vDC, 10A 

S1ZPacsstenns 2" Hx 6.3"Wx7.3"D 

NVI sce ctecal ste ahslsod stotnatinsesabosest ficseposaseeiob 4 pounds 
FT-2800M ACCESSORIES 

ADMSS-23 .....cccvesccvsssnssevsvevesernenee 9 39 


Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


BAS 1G saccsrontexsemmesivernsssessonvice $45 
Commercial quality, high-power 
external speaker offers improved 
audio quality. 


FOOZT7 135 ncopteiwverrresse $19 
Replacement DC power cord, fused. 
One is provided with radio. 


Local: (972) 422-7306 


FT-7800R $259 


The Yaesu FT-7800R is a rug- 
ged 2m/70cm dual band mo- 
bile XCVR with a large, 
amber alphanumeric 
LCD display and de- 
tachable remote control 
head. The radio features auto- 
matic repeater shift, automatic 
power off, AM RX, CTCSS tone 
encode/decode/scan, DCS en- 
code/decode/scan, dedicated 
1200/9600 bps data jack, built- 
in antenna duplexer, extended 
RX, over 1000 memory chan- 
nels, NOAA weather alert mode, 
multiple scan modes, and more. 
Supplied with an illuminated 
DTMF hand mic with up/down 
controls and four user-pro- 
grammable buttons, mounting 


FT-1802M......... Edoivend $149.95 
The Yaesu FT-1802M is a com- 


pact 2m mobile FM 
XCVR, incorporating 
Ups Yaesu’s Advanced Track 
Tuning receiver, which 
greatly improves intermod 
rejection. The radio has a large 
backlit LCD display, and fea- 
tures automatic repeater shift, 
extended RX, dual watch, 10 
special NOAA weather mem- 
ory channels with alert mode, 
CTCSS tone encode/decode/ 
scan, DCS encode/decode/scan, 
16 DTMF autodialer memory 
channels, 221 memory chan- 
nels, multiple scanning modes, 
and more. Supplied with an 
illuminated DTMF hand mi- 


sales@texastowers.com 


See t Ae ihe oe 2 4s Sez ee > ae TN ee rs 
COP ee ae MCE Sc Tet Rg es RE a 
tar 2 ? nag : r P ee re Sat >! . ‘ & 


bracket with hardware, anda 
fused DC power cord. 


RX FANE sesserectsnscrenen -v«: 108-520 & 700-999 MHz 
Cy A eens PE te Bey <.2pV 
RF output (2m/70cM) ..0.. save 50 / 40 W 
HELE VORAG EO siscnssscets cctssrestastertcenpeisosenssssnened 13.08 WIC 
current consumption Perrone, amps 
SUES Atatiaplictncecrnctea inns 1.6"H x 5.5"Wx 6.6" D 


WRIQKE d..n.cnycnccntbunmsmuaiacanee eid POUNGS 


FT-78008 ACCESSORIES 


Windows™ programming software 
and interface cable kit. 


CT-39A, Data Cable $12 


MLS-100, Mobile Speaker ... $45 
Rugged, commercial quality exter- 
nal mobile speaker. 


MMB-60, Bracket $35 
Quick release mounting bracket. 


79021715, Fused DC Cord ....$19 


YSK-7800..... ES | 
Separation kit, includes a 20' 
remote cable, speaker extension 
cable, and front panel bracket, with 
hardware. 


crophone with up and down 
frequency controls, mounting 
bracket with hardware, and a 
fused DC power cord. 


RX COVETAGE srrsicecteciorctyseosoe vcabainlaboseone 
sensitivity 
RF output 


136-174 MHz 


cout 2.6 pounds 


FT-1802M ACCESSORIES 


ADMS-1802.......c.0cccvevsereneeseveee 9 39 
Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


Commercial quality, high-power 
external speaker offers improved 
audio quality. 


TOOT 15 orecevevevevnvavereswvoveweivies $19 
Replacement DC power cord, fused. 
One is provided with radio. 


The Yaesu VX- 
7R is a compact 
50/144/222/430 
MHz quad-band FM 
handheld XCVR. It has a back- 
lit DIMF keypad and amber 
‘alphanumeric dot matrix LCD 
display. Features over 900 
/ memories, CTCSS tone en- 
code/decode, DCS encode/ 
decode, dual RX, ex- 
tended RX (in AM/ 
FM-N/FM-W), mul- 
tiple high speed scan 
modes, and more. 
Supplied with a Li- 


lon battery pack, wall 
charger, belt clip, and 
rubber duck antenna. 
RX FANGE ..-cssssssessesessessesessensenrsenssen 04 KHZ-999 MHz 
PLOT ian aR SI alee pM < .16-.18 pV 
RF output / COMNECEON cersessessesernseeeeses 5 W/SMA-F 
supplied Li-lon se 7-4 VDC, 1400 mAh 


3.5"Hx2.3"Wx1.1"D 
aay Teeside taveoa iiees yeedemnraasnecoa trachea ciao rte 10 ounces 


VX-3R eeseeecoes eeseverseseee $1 79 
The Yaesu 
VX-3R is an 


ultra-compact 
2m/70cm dual 
band hand-held trans- 
ceiver with extended 
wide-band receive 
in AM/FM/FM Wide 
modes. The radio has 
a backlit LCD 
display, and 
features au- 
tomatic re- 
peater shift, 
1000 memo- 
ry channels, 
CTCSS tone 
encode/de- 
code/scan, 
mechani- 
cal dial lock, 
multiple scanning modes, 
and more. The radio is sup- 
plied with a rechargeable 
Lithium-lon battery pack, 
two-hour wall charger, and 
a rubber duck antenna. 


- antenna connector... 


Orders: (800) 272-3467 


VX-6/7R ACCESSORIES 


ADMS-1G, Programming Kit ........ $39 
Windows™ programming software and 
interface cable kit for VX-7R. 


ADMS-VX6, Programming Kit...... $39 
Windows™ programming software and 
interface cable kit for VX-6R. 


CD-15A, Charge Stand -sessresnreene $29 
CN-3, SMA/BNC Adapter -vsxccceeee $10 
CSC-88, Vinyl Case (VX-7R) sssecsneee $12 
CSC-91, Vinyl Case (VX-GR)s.vsseeee $12 
EDC-5B, Auto DC Adapter ...........-- $29 
FBA-23, 2-AA Battery CaS@-ceseece $29 


FNB-8OLI, Li-lon Battery Pack....... $65 
Rated 7.4 vDC @ 1,400 mAh. 


MH-57A4B, Speaker Mic..crccsse-0- $30 


MH-73A4B, Speaker Miic.......-..0.00. $59 
Waterproof speaker microphone. 


SU-1, Barometric Pressure Unit....$39 
VC-24, VOX/PTT Headset ........00+0 $69 
VC-27, Earpiece Mic.......c...iscersesseeee $30 


RX TANGO iscccsucqettscerrstio teeter 500 kHz-999 MHz 
sensitivity ..< .16 pV, typical 
seesseereeeene OMA female 
1.5 Watts ( w/ DC In: 3 W) 
eat 3.7 vDC, 1000 mAh 
.. 3.2" HX 1.9"Wx.9"D 
WEIGH .vissssierssictsaraqacisns inBeckivannenanneeen aaa 5 ounces 


VK-3R ACCESSORIES 


ADMS-VX3, Programming Kit......$39 
Windows™ programming software 
and interface cable kit. Allows easy 
programming of the VX-2R’s 1,300 
memory channels. 


RF output 
supplied Li-lon .. 


CN-3, SMA/BNC Adapter $10 
CT-44, Mic Adapter eccsssssssnccssseenseee $12 
CSC-92, Vinyl Case .ecvsenee $15 
EDC-21, Auto DC Adapter $32 


Cigarette lighter adapter cable. Allows 
slow charge when used mobile. 


FNB-82, Li-Ion Battery Pack.......... $39 
Rated 3.7 vDC @ 1000 mAh. 


MH-34B4B, Speaker Mic.............0.. $35 
$39 
VC-25, VOX/PTT Headset .............. $69 


MH-37A4B, Earpiece Mic 


VX-6R. 


Local: (972) 422-7306 


The Yaesu VX-6R is 
a compact 2m/220 
MHz/70cm triband | 
FM handheld XCVR 
with backlit DTMF keypad 
and alphanumeric dot matrix 
LCD display. The radio is rug- 


and WIRES™ compatible, and 
features 900 memory chan- 
nels, CTCSS tone encode/de-. 
code/scan, extended 
RX with AM/FM/FM- 
Wide modes, mul- 
tiple scan.modes, 
and more. The radio 
is supplied with a 
Lithium-ion battery 
pack, five-hour wall 
charger, belt clip, and 
a rubber duck antenna. 


RX FANGE...sssrsvsseeeseseesssnsserseserreresnne 04 KHZ-999 MHz 
sensitivity 

antenna connector 

RF output ..5 Watts (220 MHz: 1.5 W) 
SUPPHied LI-1OM .....cesecscssesseesenenee 7.4 vDC, 1400 mAh 
SIZE svccsswcrorsenn 3.5"Hx 2.3"Wx1.1"D 
WEIGH -sccossnicanseciitenletiven santana eee 10 ounces 


The Yaesu VX-170 
is a rugged 2m . 
FM handheld Ups 
transceiver. It has 

backlit DTMF keypad and 
large, alphanumeric LCD 
display. The radio is sub- 
mersible (rated to IPX7), 
ARTS™ & WIRES™ 
compatible, 
and features 
automatic re- 


memory chan- 
nels, CTCSS tone 
encode/decode, 
direct keypad 
frequency en- 
try, extended re- 
ceive, multiple 
scan modes, and 
more. The radio is supplied with a 
rechargeable Ni-MH battery pack, 
wall charger, belt clip, wrist strap, 
and rubber duck antenna. 


ged and submersible, ARTS™ — 


peater shift, 200 . 


sales@texastowers.com 


LCD dis 
include ARS, exten 


RX range.. 
sensitivity 
antenna connector... 


RX FANGE ssocossuncosvcooninenens 
SENSITIVITY....ssecrcssosressesvan 
RF output / CONMECEON scsseree 
supplied Ni-Cad 


sssdvereeeectosbooisne VO OUNCES 


~ 


VA-IT0 ACCESSORIES 


an $39 
Windows™ programming software and 
interface cable kit. 


CD-26, Charging Cradle ccsomisesn $29 
CN-3, SMA/BNC Adapter -cssseccsseeeee $10. 


ADMS-VX170 


EDC-5B, Auto DC Adapter .......s000 $29 
EDC-6, DC Power Cord $9 
FBA-25A, 6- AA Battery Case ns $19 


FNB-83, Ni-MH Battery Pack.........$59 
Rated 7.4 vDC @ 1,400 mAh. 


MH-57A4B, Speaker Mic.....scsssveeee $30. 
MH-73A4B, Waterprf. Spkr. Mic.... $59 


VAC-370, Rapid Charget.........-cs $69 
Charges FNB-83 in 1.5 hours: 


VC-24, VOX/PTT Headset .vvecceeenee $69 
VC-27, Earpiece Micccsssxcccesnseeeneee $30 


TE eli saleistdvecdecassissnncsan $1009 
The G-2800DXA is an extra heavy duty 
antenna rotator. It features automatic slow 
start and slow stop, preset control opera- 
tion, variable motor speed control, rugged 
control wire connector, 450 degree rotation 
(which allows a 90 degree overlap), LED 
overlap indicator, automatic brake release, 
optional RS-232 interface for control via 
personal computer, and more. The illumi- 
nated control box has a round analog meter 
with a movable beam heading template for 
easy calibration to your location. 


UNOPENED ILIA sc.ccvcnccccncssssereccesoaccescenes 9499 
The Yaesu G-1000DXA is a heavy duty 
antenna rotator, featuring automatic slow 
start and slow stop, variable speed, preset 
control, LED overlap indicator, automatic 
brake release, optional RS-232 interface for 
control via personal computer, and more. 
‘The rotator covers a 450 degree area, al- 
lowing 90 degrees of overlap. The backlit 
analog control box features a round meter 
“showing a full 360 degree display, with a 
-movable beam heading template for easy 
calibration to your location. 


ae i Besa a a IFICATION 
[E6500 117 vAC 252 : 
mn Gss0 . | 117vAC__| 67sec.(180°) | _440 Ibs 25-1.63" 
G-800SA/DXA 2% 5-25" a 
G-1000DXA V7 VAC 440 Ibs : 
G-2800DXA "1 ; 88-2.5" ; 
20 117 VAC 58 az./67 el. 2-2.25/1.25-1.63" | 44az./101 el 289 az/289 el 578 ft-lbs 
Ahi eens bi ae og | ie 


PRMD IA castecseccacsccocccocesesereseresesvare> $419 


The Yaesu G-800DXA is a medium duty an- 
tenna rotator. It features automatic brake re- 
lease, 450 degree rotation (allows 90 degree 
overlap), overlap indicator LED, preset rota- 
tion control, variable motor speed rotation 
control, optional RS-232 interface for control 
via personal computer, and more. Supplied 
with an illuminated analog control box with 
movable beam heading template for easy 
calibration for your location. 


MSE S PAT eesgustiapacsoadeadscstsisecenscseveters’ S339 
The Yaesu G-800SA is identical to the 
G-800DXA, except without preset rotation 
control, variable speed control, and without 
the RS-232 option. 


MAEME SOFA loot cacauicteessouccncoscnsssavasass Rudsyasen $259 
The Yaesu G-450A is a light duty antenna 
rotator, featuring automatic slow start and 
stop, 450 degree rotation (allows a 90 degree 
overlap), overlap indication LED, automatic 
brake release, and more. The backlit analog 
control box features a 360 degree meter 
with a movable beam heading template for 
easy calibration. 


60-190 sec 661 Ibs 58-181 ft-lbs 1,808 ft-lbs 6,870 ft-lbs 


99.773 


LOCALE (2. 


“ fsx ‘OR 
_VERT.LOAD  MASTSIZE ROT. TORQUE | BRK.TORQUE’ © "K-FACTOR | 
| 440 tbs | 1.25-1.63" [101 ft-lbs. [28ofttbs | s78ftibs | 1isq.ft._ | 


=s 


BS SOO ie apesivcesseviseelipcnsevtnietsesscienss QO99 
The Yaesu G-5500 is a combination azimuth 
and elevation rotator package: The single 
control box has dual backlit meters. The 
optional GS-232B interface offers’ RS-232 
control via personal computer. ~ 


RS = 550 cosvarsotesetsseassasscndsescsescs cone O 
The Yaesu G-550 is an elevation rotator fea- 
turing a compact, illuminated control box 
with 180 degree readout. Great for satellite 
or small EME arrays. 


__ YAESU ROTATOR ACCESSORIES 


GC-038, Lower Mast Clamps ........cs-erese00 939 
The Yaesu GC-038 is a lower mast clamp set 
for the G-800DXA/SA and G-1000DXA rotors. 
Reduces wind load capability by 50%. 


GS-065, Thrust Bear ing.............sccccsssenes $59 
The Yaesu GS-065 is a medium-duty thrust bear- 
ing. Accepts mast sizes from 1.5-2.5". 


GS-050, Thrust Bearing........+ssssrsrssseseees $39 
The Yaesu GS-050 is a light-duty thrust bearing. 
Accepts mast sizes from 1.25-1.875". 


GS-232B, Computer Controller.............. $569 
The Yaesu GS-232B is a computer control inter- 
face for Yaesu rotors. Allows full control of all 
Yaesu DXA rotator models, as well as the G-5500. 
Requires control software, (not supplied). 


10 sq. ft. 


11 sq. ft. 


7 


BM 2.200 o> il 
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HF/50 MHz Transceiver = (a eS Se ; 
FT 2000 : Ree ek ee , Photograph shows 100-Watt 

= . P ‘ , Computer display and keyboard 4 
100 W Version (internal Power Supply) bape items, not supplied with 
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